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1	Decision/action requested 
The group is asked to discuss and approve the proposals.
2	Rationale
This pCR proposes the NRM definitions required to support the procedure defined in clause A.1.1 of TS 28.318.
3	Detailed proposal
It is proposed to agree to the following text to clause 6 in TS 28.318.
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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
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[bookmark: _Toc59182420][bookmark: _Toc59183886][bookmark: _Toc59194821][bookmark: _Toc59439247][bookmark: _Toc67989670]6.1	Imported and associated information
[bookmark: _Toc59182421][bookmark: _Toc59183887][bookmark: _Toc59194822][bookmark: _Toc59439248][bookmark: _Toc67989671]6.1.1	Imported information entities and local labels

	Label reference
	Local label 

	TS 28.622 [X], IOC, PerfMetricJob
	PerfMetricJob

	TS 28.622 [X], IOC, ThresholdMonitor
	ThresholdMonitor

	TS 28.622 [X], dataType, ThresholdInfo
	ThresholdInfo

	TS 28.622 [X], IOC, NtfSubscriptionControl
	NtfSubscriptionControl


[bookmark: _Toc59182422][bookmark: _Toc59183888][bookmark: _Toc59194823][bookmark: _Toc59439249][bookmark: _Toc67989672]
6.1.2	Associated information entities and local labels

	Label reference
	Local label 

	TS 28.622 [X], IOC, ManagedElement
	ManagedElement

	TS 28.622 [X], IOC, SubNetwork
	SubNetwork



6.3       Class definitions
[bookmark: _Toc44516374][bookmark: _Toc45272689][bookmark: _Toc51754684][bookmark: _Toc138167577]6.3.1	PerfMetricJob
Refer to clause 4.3.31 in [X] for definition and attributes information of this IOC.
[bookmark: _Toc138167514]6.3.2	ThresholdMonitor
Refer to clause 4.3.16 in [X] for definition and attributes information of this IOC.
[bookmark: _Toc51754699][bookmark: _Toc138167592]6.3.3	ThresholdInfo <<dataType>>
Refer to clause 4.3.34 in [X] for definition and attributes information of this datatype. In addition to existing attributes, this datatype will also contain the following attribute. 
The attribute targetThresholdlocation specifies the location to locate the object instances that are to be monitored. This may require to instantiate a PerfMetricJob, as appropriate.
The following table defines this attribute: 
[bookmark: _Toc20150461][bookmark: _Toc27479709][bookmark: _Toc36025221][bookmark: _Toc44516309][bookmark: _Toc45272628][bookmark: _Toc51754623][bookmark: _Toc138167516]6.3.3.1	Attributes
	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	targetThresholdlocation
	M
	T
	T
	F
	T


 
[bookmark: _Toc27479737][bookmark: _Toc36025249][bookmark: _Toc44516337][bookmark: _Toc45272656][bookmark: _Toc51754651][bookmark: _Toc138167544]6.3.4	NtfSubscriptionControl
Refer to clause 4.3.22 in [X] for definition and attributes information of this IOC.

[bookmark: _Toc20150484][bookmark: _Toc27479747][bookmark: _Toc36025282][bookmark: _Toc44516389][bookmark: _Toc45272704][bookmark: _Toc51754702][bookmark: _Toc138167706]6.4	Attribute definitions
[bookmark: _Toc20150485][bookmark: _Toc27479748][bookmark: _Toc36025283][bookmark: _Toc44516390][bookmark: _Toc45272705][bookmark: _Toc51754703][bookmark: _Toc138167707]6.4.1	Attribute properties
The following table defines the properties of attributes specified in the present document in addition to those existing in clause 4.4.1 of [X]. 
	Attribute Name
	Documentation and Allowed Values
	Properties

	targetThresholdlocation
	This attribute specifies the location to locate the object instances that are to be monitored. 


	Type: AreaOfInterest
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


[bookmark: _Toc20150487][bookmark: _Toc27479750][bookmark: _Toc36025285][bookmark: _Toc44516392][bookmark: _Toc45272707][bookmark: _Toc51754705][bookmark: _Toc138167709]6.5	Common notifications
[bookmark: _Toc20150489][bookmark: _Toc27479752][bookmark: _Toc36025287][bookmark: _Toc44516394][bookmark: _Toc45272709][bookmark: _Toc51754707][bookmark: _Toc138167711]Refer to clause 4.5.2 of [X] for Configuration notifications.
Refer to clause 4.5.3 of [X] for Threshold Crossing notifications.
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