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	Reason for change:
	The discussion paper (S5-240394) provides the technical analysis of charging requirements for UE behind the 5G RG, which are home user or visitor user.
The proposal is to add use of TNGF User Location Information (TNAP ID) in user location information part of charging information, as an optional higher-accuracy location information. By the approach, the charging system is assumed to use this information to coorelate the subscripition information and decide if this UE is considered as home user or visitor user. The use of existing ULI in charging information can avoid to change a lot of related places in TS 32.255, for example, the trigger of user location change etc.

	
	

	Summary of change:
	Add clarification for UE behind the 5G RG, that the TNAP ID is included in non-3GPP access location for charging differentiation for home or visit users.

	
	

	Consequences if not approved:
	The UE behind the 5G RG, which is considered as home user, can not be seen in charging specification.
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	1st modification



5.2.1.X	5WWC charging
The 5GS support for 5WWC is specified in TS 23.316 [203]. The SMF can collect charging information per PDU session for UEs served under wireline access as specified in TS 23.316 [203].
Following charging related to wireline access scenarios may be supported:
-	5G-RG connected via NR-RAN and W-5GAN;
-	FN-RG connected via W-5GAN;
-	UE behind 5G-RG using Untrusted non-3GPP access and trusted non-3GPP access.
The message flows for charging support of wireline access can be seen in clause 5.2.2.16. The message flows for charging supports in case of UE behind 5G-RG using untrusted N3GPP access and trusted non-3GPP access can be seen in clause 5.2.2.13. 
User location information may include TNAP ID for trusted non-3GPP access. The charging system can use non-3GPP access user location information (TNAP ID) to differentiate between home and visiting UEs behind the 5G RG in trusted non-3GPP access scenarios. 
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