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1	Decision/action requested
In this box give a very clear / short /concise statement of what is wanted.
2	References
None
3	Rationale
This provides the new use case of CCLM. This is contributing to the WT-1 in the WID.

4	Detailed proposal

	First Change



[bookmark: clause4]5. 			Key Issues 1 – Implicit CCL
5.1 			Description
The existing CCL mechanism enable consumer to request for initiation of a CCL with the goal to maintain particular SLS (indicated by the AssuranceGoal). It is expected from CCL to monitor the network to see if there has been some goal breach. If there is, the consumer is notified and the appropriate actions can be taken to mitigate the breach. The consumer may also decide to update the existing CCL or create a new one to mitigate the breach. A CCL is always instantiated and/or updated on an explicit request from the consumer.
Considering the autonomous nature of CCL, it is beneficial to study the need of an event based CCL management including instantiation, update and deletion.
The following need to be studied:
· Need and definition of types of events (e.g performance, provisioning, fault) that can result in an implicit CCL management (creation, updating and deletion.
· Implicit CCL trigger condition for each event that is to be satisfied in order to operate a CCL.

5.2 			Potential Requirements
1. It should be possible to instantiate and delete a CCL automatically without an explicit request from the consumer.
2. It should be possible to update CCL goals and characteristics (e.g scope, observation time) automatically without an explicit request from the consumer.
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