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Table 6.1.1.2-1 illustrates the basic structure of a Charging Data Request message from the NSACF as used for network slice admission control.
Table 6.1.1.2-1: Charging Data Request message contents
	Information Element
	Converged Charging
Category
	Description

	Session Identifier
	OC
	Described in 3GPP TS 32.290 [5]

	Subscriber Identifier
	-
	This field is not applicable.

	NF Consumer Identification
	M
	Described in 3GPP TS 32.290 [5] and holds the identifier of the NSACF

	NF Functionality
	M
	Described in 3GPP TS 32.290 [5].

	NF Name
	OC
	Described in 3GPP TS 32.290 [5].

	NF Address
	OC
	Described in 3GPP TS 32.290 [5].

	NF PLMN ID
	OC
	Described in 3GPP TS 32.290 [5].

	Charging Identifier
	OM
	Described in 3GPP TS 32.290 [5].

	Invocation Timestamp
	M
	Described in 3GPP TS 32.290 [5].

	Invocation Sequence Number
	M
	Described in 3GPP TS 32.290 [5].

	Retransmission Indicator
	OC
	Described in 3GPP TS 32.290 [5].

	One-time Event
	OC
	Described in 3GPP TS 32.290 [5].

	One-time Event Type
	OC
	Described in 3GPP TS 32.290 [5].

	Notify URI
	OC
	Described in 3GPP TS 32.290 [5].

	Supported Features
	OC
	Described in 3GPP TS 32.290 [5].

	Service Specification Information
	OC
	Described in 3GPP TS 32.290 [5].

	Triggers
	OC
	Described in 3GPP TS 32.290 [5] and holds the network slice admission control specific triggers described in clause 5.2.1.

	Multiple Unit Usage 
	OM
	Described in 3GPP TS 32.290 [5].

	Rating Group
	OM
	Described in 3GPP TS 32.290 [5].

	Requested Unit
	-
	This field is not applicable.

	Allocate Unit
	OC
	This field holds the new allowed units to be allocated, overriding previous allowed units. 

	Allocate Unit Indicator
	OM
	This field indicates on whether the allowed units to be allocated are determined by CHF or supplied by the NSACF.

	NSAC Container Information
	OC
	This field holds the network slice admission control specific Allocate Unit described in clause 6. 2.1.3.

	Used Unit Container
	-
	This field is not applicable.

	Allocated Unit
	OC
	This field holds the Allocated Unit.

	Quota management Indicator
	OC
	Described in 3GPP TS 32.290 [5].

	Triggers
	OC
	Described in 3GPP TS 32.290 [5].

	Trigger Timestamp
	OC
	Described in 3GPP TS 32.290 [5].

	Local Sequence Number 
	OM
	Described in 3GPP TS 32.290 [5].

	NSAC Container Information
	OC
	This field holds the network slice admission control specific units in use described in clause 6.2.1.3.

	S NSSAI
	M
	This field holds the Single Network Slice Selection Assistance Information identifying the network slice.

	NSAC Charging Information
	OM
	This field holds NSAC specific information described in clause 6.2.1.2
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Table 6.1.1.3-1 illustrates the basic structure of a Charging Data Response message from the CHF to the NSACF as used for network slice admission control. 
Table 6.1.1.3-1: Charging Data Response message contents
	Information Element
	Converged Charging
Category
	Description

	Session Identifier
	OC
	Described in 3GPP TS 32.290 [5].

	Invocation Timestamp
	M
	Described in 3GPP TS 32.290 [5].

	Invocation Result
	OC
	Described in 3GPP TS 32.290 [5].

	Invocation Sequence Number
	OM
	Described in 3GPP TS 32.290 [5].

	Session Failover
	OC
	Described in 3GPP TS 32.290 [5].

	Supported Features
	OC
	Described in 3GPP TS 32.290 [5].

	Triggers
	-
	This field is not applicable.

	Multiple Unit Information
	OC
	Described in 3GPP TS 32.290 [5].

	Result Code
	OC
	Described in 3GPP TS 32.290 [5].

	Rating Group
	OM
	Described in 3GPP TS 32.290 [5].

	Granted Unit
	-
	This field is not applicable.

	Allocated Unit
	OC
	This field holds the Allocated Unit.

	NSAC Container Information
	OC
	This field holds the network slice admission control specific Allocated Unit described in clause 6.2.1.3.

	Validity Time
	OC
	Described in 3GPP TS 32.290 [5].

	Final Unit Indication
	-
	This field is not applicable.

	Time Quota Threshold 
	-
	This field is not applicable.

	Volume Quota Threshold 
	-
	This field is not applicable.

	Unit Quota Threshold 
	-
	This field is not applicable.

	Quota Holding Time
	-
	This field is not applicable.

	Triggers
	OC
	Described in 3GPP TS 32.290 [5] and holds the network slice admission control specific triggers described in clause 5.2.1.
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