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Change in Clause 6.3.5.2

6.3.5.2
Attributes

Attributes of UtranRelation
	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	utranRelationId
	+
	M
	M
	-

	adjacentCell
	+
	M
	M
	M

	cellMode
	+
	M
	M
	-

	uarfcnUl
	+
	O
	M
	-

	uarfcnDl
	+
	O
	M
	-

	primaryScramblingCode
	+
	O
	M
	-

	primaryCpichPower
	+
	O
	M
	-

	lac
	+
	M
	M
	-

	uarfcn
	+
	O
	M
	-

	cellParameterId
	+
	O
	M
	-

	primaryCcpchPower
	+
	O
	M
	-


End of Change in Clause 6.3.5.2

Change in Clause 6.3.5.3

6.3.5.3
Attribute constraints

The optional attributes should be included as described below according to each mode, only when the EM can not guarantee consistency between the cell definition and what is broadcast on system information. Otherwise they shall not be included.

The attributes for FDD mode are:
uarfcnUl, uarfcnDl, primaryScramblingCode, primaryCpichPower.

The attributes for 1.28 Mcps TDD mode and 3.84 Mcps TDD are:
uarfcn, cellParameterId, primaryCcpchPower.
End of Change in Clause 6.3.5.3
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