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1
Decision/action requested

This contribution identifies “unnecssary” attribute  and proposes its removal as a way forward.
2
References

1. 23.401 v9.10 
General Packet Radio Service (GPRS) enhancements for Evolved Universal Terrestrial Radio Access Network  (E-UTRAN) access (Release 9)
2. 32.752 v8.10 Telecommunication management; Evolved Packet Core (EPC)  Network Resource Model (NRM) Integration Reference Point (IRP); Information Service (IS) (Release 8)

3 Rationale
Currently in the [2] the attrribute tACList, which is the list of TAC of the MMEPoolArea, is an attribute of both the Entities MMEPoolarea and SGW, the Serving Gateway. 

After analysis based on the below abstract from [1], the necessity of the tACList attribute for the SGW is questionable, as it is never used by SGW for any signalling purposes. 
Abstract from [1]

Serving GW

The Serving GW maintains the following EPS bearer context information for UEs. Table 5.7.3-1 shows the context fields for one UE.

For emergency attached UEs which are not authenticated, IMEI is stored in context instead of IMSI.

Table 5.7.3-1: S‑GW EPS bearer context

	Field
	Description
	E-UTRAN
	UTRAN/
GERAN

	IMSI
	IMSI (International Mobile Subscriber Identity) is the subscriber permanent identity.
	X
	X

	IMSI-unathenticated-indicator
	This is an IMSI indicator to show the IMSI is unauthenticated.
	X
	X

	ME Identity
	Mobile Equipment Identity - (e.g. IMEI/IMEISV) Software Version Number.
	X
	X

	MSISDN
	The basic MSISDN of the UE. The presence is dictated by its storage in the HSS.
	X
	X

	Selected CN operator id
	Selected core network operator identity (to support network sharing as defined in TS 23.251 [24]). 
	X
	X

	MME TEID for S11
	MME Tunnel Endpoint Identifier for the S11 interface
	X
	

	MME IP address for S11
	MME IP address the S11 interface.
	X
	

	S‑GW TEID for S11/S4 (control plane)
	S‑GW Tunnel Endpoint Identifier for the S11 Interface and the S4 Interface (control plane).
	X
	X

	S‑GW IP address for S11/S4 (control plane)
	S‑GW IP address for the S11 interface and the S4 Interface (control plane).
	X
	X

	SGSN IP address for S4 (control plane)
	SGSN IP address for the S4 interface (Used by the S‑GW).
	
	X

	SGSN TEID for S4 (control plane)
	SGSN Tunnel Endpoint Identifier for the S4 interface.
	
	X

	Trace reference
	Identifies a record or a collection of records for a particular trace.
	X
	X

	Trace type
	Indicates the type of trace
	X
	X

	Trigger id
	Identifies the entity that initiated the trace
	X
	X

	OMC identity
	Identifies the OMC that shall receive the trace record(s).
	X
	X

	Last known Cell Id
	This is the last location of the UE known by the network
	X
(NOTE 1)
	X
(NOTE 1)

	Last known Cell Id age
	This is the age of the above UE location information
	X
(NOTE 1)
	X
(NOTE 1)

	For each PDN Connection:

NOTE:
The following entries are repeated for each PDN.

	APN in Use
	The APN currently used. This APN shall be composed of the APN Network Identifier and the APN Operator Identifier.
	X
	X

	EPS PDN Charging Characterisitcs
	The charging characteristics of this PDN connection, e.g. normal, prepaid, flat-rate and/or hot billing.
	X
	X

	P‑GW Address in Use (control plane)
	The IP address of the P‑GW currently used for sending control plane signalling.
	X
	X

	P‑GW TEID for S5/S8 (control plane)
	P‑GW Tunnel Endpoint Identifier for the S5/S8 interface for the control plane. (For GTP-based S5/S8 only).
	X
	X

	P‑GW Address in Use (user plane)
	The IP address of the P‑GW currently used for sending user plane traffic. (For PMIP-based S5/S8 only)
	X
	X

	P‑GW GRE Key for uplink traffic (user plane)
	PDN GW assigned GRE Key for the S5/S8 interface for the user plane for uplink traffic. (For PMIP-based S5/S8 only)
	X
	X

	S‑GW IP address for S5/S8 (control plane)
	S‑GW IP address for the S5/S8 for the control plane signalling. 
	X
	X

	S‑GW TEID for S5/S8 (control plane)
	S‑GW Tunnel Endpoint Identifier for the S5/S8 control plane interface. (For GTP-based S5/S8 only).
	X
	X

	S‑GW Address in Use (user plane)
	The IP address of the P‑GW currently used for sending user plane traffic. (For PMIP-based S5/S8 only)
	X
	X

	S‑GW GRE Key for downlink traffic (user plane)
	Serving GW assigned GRE Key for the S5/S8 interface for the user plane for downlink traffic. (For PMIP-based S5/S8 only)
	X
	X

	APN Restriction
	Denotes the restriction on the combination of types of APN for the APN associated with this EPS bearer Context. 
	X
	X

	Default Bearer
	Identifies the default bearer within the PDN connection by its EPS Bearer Id. (For PMIP based S5/S8.)
	X
	X

	For each EPS Bearer within the PDN Connection:

NOTE:
The following entries defining the EPS Bearer specific parameters are included within the set of parameters defining the PDN Connection.

	EPS Bearer Id
	An EPS bearer identity uniquely identifies an EPS bearer for one UE accessing via E-UTRAN
	X
	X

	TFT
	Traffic Flow Template
	X
	X

	P‑GW Address in Use (user plane)
	The IP address of the P‑GW currently used for sending user plane traffic. (For GTP-based S5/S8 only).
	X
	X


. 
4 Detailed proposal
We kindly ask the group to discuss on the necessity of the the tACList attribute for the SWG entity. If the group agrees in order  to prevent complexity on the configuration of the  network over the ItfN, we propose to remove the attribute from the SGW function
The detailed proposal for the changes to [2] would be as follows:
6.3.5
SGWFunction
6.3.5.1
Definition

This IOC represents Serving Gateway functionality. For more information about the Serving Gateway, see 3GPP TS 23.401 [9].

6.3.5.2
Attributes
	Attribute name
	Support Qualifier
	Read Qualifier
	Write Qualifier

	id
	M
	M
	-

	pLMNIdList
	M
	M
	-

	
	
	
	


ExternalSGWFunction
6.3.21.1
Definition

This IOC represents SGW functionality controlled by another IRPAgent. For more information about the SGW, see 3GPP TS 23.401 [9].

6.3.21.2
Attributes
	Attribute name
	Support Qualifier
	Read Qualifier
	Write Qualifier

	id
	M
	M
	-

	pLMNIdList
	M
	M
	M

	
	
	
	


