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1. Overall Description:

3GPP WG CT is in the process of defining the extensions to IMS necessary to support access using EPC. Currently it is proposed to make the following extensions to the P-Charging-Vector header as follows:
   eps-charging-info = pdngw [SEMI eps-bearer-hierarchy] *(SEMI extension-param)

   pdngw = "pdngw" EQUAL gen-value

   eps-bearer-hierarchy = "eps-info" EQUAL LDQUOT eps-info *(COMMA eps-info) RDQUOT

   eps-info = eps-item SEMI eps-sig SEMI ecid [SEMI flow-id]

   eps-item = "eps-item" EQUAL DIGIT

   eps-sig = "eps-sig" EQUAL ("yes" / "no")

   ecid = "ecid" EQUAL 1*HEXDIG
Input is requested from 3GPP WG SA5 as to whether the above changes are sufficient, or whether other changes are required.
Any input on the support for non-3GPP access networks using EPC would also be appreciated.

2. Actions:

To 3GPP WG SA5 group.

ACTION: 
3GPP WG CT1 asks 3GPP WG SA5 group to determine to whether the above changes are sufficient to fulfil what is required of P-Charging-Vector, or whether other changes are required. Additionally if deemed necessary can SA5 also provide input on the requirements for non-3GPP access networks using EPC.
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