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	1st Modified Section


1
Scope

The present document is part of an Integration Reference Point (IRP) named Self Organizing Networks (SON) Policy Network Resource Model (NRM) IRP, through which an IRPAgent can communicate management information to one or several IRPManagers concerning SON policies. The SON policy NRM IRP comprises a set of specifications defining Requirements, a protocol neutral Information Service and one or more Solution Set(s).

The present document specifies the protocol neutral SON policy NRM IRP: Information Service (IS). 

In order to access the information defined by this NRM, an Interface IRP such as the "Basic CM IRP" is needed (3GPP TS 32.602 [11]). However, which Interface IRP is applicable is outside the scope of the present document.

The present document also contains stage 2 descriptions for those functionalities for the Self-Optimization OAM, SON coordination and Energy Saving Management.
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2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 32.101: "Telecommunication management; Principles and high level requirements".
[2]
3GPP TS 32.102: "Telecommunication management; Architecture".

[3]
3GPP TS 32.150: "Telecommunication management; Integration Reference Point (IRP) Concept and definitions".
[4]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[5]
3GPP TS 32.521: "Telecommunication management; Self-Organizing Networks (SON) Policy Network Resource Model (NRM) Integration Reference Point (IRP): Requirements".

[6]
3GPP TS 36.331: "Technical Specification Group Radio Access Network; Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Resource Control (RRC); Protocol specification".

[7]
3GPP TS 36.423: "Technical Specification Group Radio Access Network; Evolved Universal Terrestrial Radio Access Network (E-UTRAN); X2 Application Protocol (X2AP)".

[8]
3GPP TS 32.425: "Technical Specification Group Services and System Aspects; Telecommunication management; Performance Management (PM); Performance measurements; Evolved Universal Terrestrial Radio Access Network (E-UTRAN)"
[9]
3GPP TS 32.622: "Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Network Resource Model (NRM)"

[10]
3GPP TS 32.762: "Telecommunication management; Configuration Management (CM); Evolved Universal Terrestrial Radio Access Network (E-UTRAN) network resources Integration Reference Point (IRP): Network Resource Model (NRM)"

[11]
3GPP TS 32.602: "Telecommunication management; Configuration Management (CM); Basic CM Integration Reference Point (IRP) Information Service (IS)".
[12]
3GPP TS 36.413: "Technical Specification Group Radio Access Network; Evolved Universal Terrestrial Radio Access Network (E-UTRAN); S1 Application Protocol (S1AP)".
[13]
3GPP TS 36.314: "Evolved Universal Terrestrial Radio Access  (E-UTRA); Layer 2 - Measurements".

[14]
3GPP TS 36.300: " Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Overall description; Stage 2 ".
[15]
3GPP TS 37.320: "Universal Terrestrial Radio Access (UTRA) and Evolved Universal Terrestrial Radio Access (E-UTRA); Radio measurement collection for Minimization of Drive Tests (MDT); Overall description; Stage 2".
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3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [4], TS 32.521 [5] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [4] and TS 32.521 [5].

CAC
Composite Available Capacity
CCO
Capacity and Coverage Optimization
CDF
Cumulative Distribution Function
COC
Cell Outage Compensation
EM
Element Manager 
eNodeB, eNB
evolved NodeB
ESM
Energy Saving Management
E-UTRAN
Evolved Universal Terrestrial Radio Access Network
HO
Handover

HOO
HandOver parameter Optimization
ICIC
Inter Cell Interference Coordination
IOC
Information Object Class
LB
Load Balancing
LBO
Load Balancing Optimization
MRO
Mobility Robustness Optimisation

NM
Network Manager

NRM
Network Resource Model
OAM
Operation Administration Maintenance

RO
RACH Optimization

SON
Self Organizing Networks

UE
User Equipment
	Next Modified Section


5.3.2.1
Definition

This IOC represents the possibility to switch on or off SON functions. This is provided for Handover parameter optimization, Load Balancing optimization, Energy Saving, RACH optimization and Cell Outage Compensation.
	Next Modified Section


5.3.3.3
Attribute constraints
	Name
	Definition

	
	

	esActivationOriginalCellLoadParameters
	The condition is "Intra-RAT ESM is supported AND the cell acts as an original cell".

	esActivationCandidateCellsLoadParameters
	The condition is "Intra-RAT ESM is supported AND the cell acts as a candidate cell".

	esDeactivationCandidateCellsLoadParameters
	The condition is "Intra-RAT ESM is supported AND the cell acts as a candidate cell".


5.3.3.4
Notifications 
The common notifications defined in subclause 5.6.1 are valid for this IOC, without exceptions or additions.
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Annex C (informative):
Change history
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