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* * * First Change * * * *

D.3.2.1
Basic principles

In order to provide the data required for the management activities outlined in TS 32.240 [1] (billing, accounting, statistics etc.), the IP-Edge [PCEF] /TDF shall be able to report charging events to a CDF implemented as a separate entity for the corresponding IPE-CDR/TDF-CDR generation by CDF for:

· Charging Data related to the IP-CAN session;
Editor's note: IP-CAN session charging is ffs

· Charging Data related to service data flows (Flow Based Charging) within an IP-CAN session;

· Charging data related to TDF session (TDF-CDR) in the TDF;

· Charging Data related to application traffic in the TDF (TDF-CDR).
 * * * Next Change * * * *

D.3.3.2.1
Triggers for Online Charging

Triggers for Flow Based Online Charging as defined in clause 5.3.2.2 shall apply to the PCEF located in the IP-Edge, with the difference that PGW is replaced by IP-Edge [PCEF], IP-CAN bearer is replaced by IP-CAN session, and APN is not applicable.
Triggers for Application Based Online Charging as defined in clause 5.3.2.2A shall apply to the TDF.
* * * Next Change * * * *

D.3.3.2.1.1
Triggers for starting and stopping a Credit Control session

The same triggers as defined in clause 5.3.2.2.1 shall apply to the PCEF located in the IP-Edge, with the differences that PGW is replaced by IP-Edge [PCEF], IP-CAN bearer is replaced by IP-CAN session, and Network requested IP-CAN bearer activation is not applicable. 
The same triggers as defined in clause 5.3.2.2A.1 shall apply to the TDF.
* * * Next Change * * * *

D.3.3.2.1.2
Triggers for providing interim information for a Credit Control session

The same triggers as defined in clause 5.3.2.2.2 shall apply to the PCEF located in the IP-Edge, with the differences that PGW is replaced by IP-Edge [PCEF], IP-CAN bearer is replaced by IP-CAN session, and Network requested IP-CAN bearer activation is not applicable. 
The same triggers as defined in clause 5.3.2.2A.2 shall apply to the TDF.
* * * Next Change * * * *

D.3.3.2.2
PS Furnish Charging Information procedure 

The same PS Furnish Charging Information procedure as defined in clause 5.3.1.3 shall apply to the PCEF located in the IP-Edge and to the TDF, with the differences that PGW is replaced by IP-Edge [PCEF], IP-CAN bearer is replaced by IP-CAN session, and PGW‑CDR is replaced by IPE-CDR.
* * * Next Change * * * *

D.3.3.2.3
Support of Failure Situations

Support of Failure Situations as defined in clause 5.3.1.4 shall apply to the PCEF located in the IP-Edge and to the TDF, with the differences that PGW is replaced by IP-Edge [PCEF], IP-CAN bearer is replaced by IP-CAN session, and PGW‑CDR is replaced by IPE-CDR.
* * * Next Change * * * *

D.4.1.2.2
Application based charging data in TDF(TDF-CDR)
Clause 6.1.14 shall apply, with the differences that 
1. The following fields are not applicable:

Table D.4.1.2.2-1: Fields of TDF-CDR not applicable

	Served 3GPP2 MEID

	Served MN NAI

	Serving node Address 

	Serving node IPv6 Address

	Serving node Type

	MS Time Zone 

	APN Selection Mode

	Served MSISDN

	User Location Information

	User CSG information

	3GPP2 User Location information

	TWAN User Location Information

	Serving node PLMN Identifier

	RAT Type

	


2. The following field also exists:
Table D.4.1.2.2-2: TDF-CDR Additional Field

	Field
	Category
	Description

	Access Line Identifier 
	OC
	This field holds the Access Line Identifier (physical and logical circuit ID) used by fixed device or the RG. 

	Served Fixed Subscriber Id
	      C
	This field holds the identity of the Fixed Device or the RG, as defined in Broadband Forum WT 134 [601]. 


* * * End of Changes * * * *
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