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1
Decision/action requested

Discuss and approve on the text proposal.
2
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3
Rationale

This contribution provides two conclusions for options described in [2]. The group is asked to agree with one of the conclusions.
4
Detailed proposal
	1st Modified Section


Proposed text if option 1 in [2] is agreed.

7         Conclusion

The objective of this document is to study the fesibility of allowing a 3GPP OAM system to monitor the performance measurements and alarms of WLAN AP that are definded outside of 3GPP. The following use cases are created to study the impacts to the Type-2 interface in supporting the above objective:
· WLAN performance monitoring 
· WLAN alarm reporting
· WLAN alarm retrieval
The study concludes that it is technically possible to send the WLAN performance measurements and alarms to the NM via the Type-2 interface.
Proposed text if option 2 or 3 in [2] is agreed.

7         Conclusion

The objective of this document is to study the fesibility of allowing a 3GPP OAM system to monitor the performance measurements and alarms of WLAN AP that are definded outside of 3GPP. The following use cases are created to study the impacts to the Type-2 interface in supporting the above objective:
· WLAN performance monitoring 
· WLAN alarm reporting
· WLAN alarm retrieval
It is not possible to find any WLAN AP alarm information that can be considered as the 3GPP alarm. Therefore, the study concludes that it is technically possible to send the WLAN performance measurements to the NM via the Type-2 interface.
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