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1. Introduction
This contribution is proposed to solve the editor’s note in subclause 7.2.1 in TS 23.795.
2. Reason for Change
In SA6#22, solution#2 was agreed to solve the key issue #10 with an editor’s note listed below: 
Editor's note:
How to configure the location report event triggers to the VAE client is FFS.

This contribution introduces the procedure for the VAE server to configure the location reporting triggers to the VAE client.
3. Conclusions

4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.795 v0.2.0.
* * * First Change * * * *

7.2
Solution #2: UE location report over V1 
7.2.1
Solution description
7.2.1.1
General
This solution addresses key issue 10 and describes how to report the UE location (e.g., MBMS SAI(s), ECGI(s)) in the signalling to the VAE server via V1-AE to support MBMS-based communication.
7.2.1.2
Location reporting event triggers configuration procedure

The procedure for configuring the location reporting event triggers from the VAE server to the VAE client is illustrated in figure 7.2.1.2-1. This procedure is also applied for the location reporting event triggers update.
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Figure 7.2.1.2-1 Location reporting event triggers configuration
1.
VAE server sends the location subscription request to the VAE client including the initial location reporting event triggers configuration (or a subsequent update), e.g., minimum time between consecutive reports, SAI changes, or ECGI changes.
2.
VAE client stores or updates the location reporting event triggers configuration. When the location reporting event occurs, the VAE client reports its current location to the VAE server. 
3.
VAE client sends the location subscription response to the VAE server.
7.2.1.3
Location reporting event triggers configuration cancel procedure

The procedure for cancelling the location reporting event triggers configuration at the VAE client is illustrated in figure 7.2.1.3-1.
Pre-conditions:

· The VAE server has subscribed the VAE client location with the location reporting event triggers.
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Figure 7.2.1.3-1 Location reporting event triggers configuration cancel
1.
VAE server sends the location unsubscrption request to the VAE client to stop receiving the UE location information.
2.
VAE client invalidates the location reporting event triggers configuration and no longer reports its location to the VAE server. 
3.
VAE client sends the location unsubscrption response to the VAE server.
7.2.1.4
Location reporting procedure
The procedure for UE location report over V1-AE reference point is illustrated in figure 7.2.1.4-1.
Pre-condition:

-
UE is configured to report location based on event trigger or periodically.
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Figure 7.2.1.4-1: UE location report over V1
1.
VAE client sends UE location report with UE location information to VAE server when the configured location reporting events occurs. 


2.
VAE server may return a UE location report response if requested in UE location report message.

7.2.2
Solution evaluation

Editor's note:
This subclause will evaluate the solution.
* * * End Change * * * *
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