
3GPP TSG-SA WG6 Meeting #36-BIS-e
S6-200516
E-meeting, 31st March – 8th April 2020
(revision of S6-20xxxx)
Source:
Huawei, Hisilicon
Title:
Clarification on ACID
Spec:
3GPP TS 23.558
Agenda item:
10.4
Document for:
Approval

Contact:
Cuili Ge – geuili@huawei.com
1. Introduction
This pCR clarifies the definition of ACID for TS 23.558.
2. Reason for Change
Application Client is the application resident in the UE performing the client function. The Application Client ID identifies the client side of a particular application, The Application Client ID could be IP 3 tuples in practice and not limited to a specific OSAppId within an OS. In TS 23.558 it is specified that the details of Application Client is out of scope of the specification. The stage 3 protocol choice for the Edge Enabler Layer interactions are to be considered to determine a suitable format for Application Client ID to be used at the Edge Enabler Layer while considering the diversity of the scenarios. Hence, it is suggested that SA6 leaves the decision for determining the format of ACID to stage 3 groups.
4. Proposal

It is proposed to agree to the clarification for the definition of ACID.
* * * First Change * * * 
7.2.5
Application Client ID (ACID)
The Application Client ID identifies the client side of a particular application(e.g. SA6Video viewer, SA6MsgClient). For example, all the Application Clients for SA6MsgClient on any UE will share the same Application Client ID.

In case that the UE is running mobile OS, the Application Client ID is a pair of OSId and OSAppId. There are other formats for Application Client ID (e.g. URI, 3 Tuples).
NOTE:
The ACID format will be specified by stage 3 groups.
* * * End of Change * * * *
