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Introduction
This contribution proposes a Client Information API solution based on Solution 25 of the TR.
* * * First Change * * * *

8.x
Client Information exposure API
8.x.1
General  
Client Information exposure enables Edge Application Servers to be provided with information about capabilities of  Application Clients by the Edge Enabler Servers. It also enables Edge Enabler Servers to facilitate communications between Edge Application Servers and Application Clients. The information shared is subject to access control as well as privacy and security mechanisms.
8.x.2
Procedure 
Pre-conditions:
1.
The Edge Application Server is registered with the Edge Enabler Server.
2.
The Application Client Profiles of the Application Clients on the UE have been exposed to the Edge Enabler Client.
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Figure 8.x.3-1: Client Information exposure procedure
1.
The Edge Application Server sends a Client Information Subscription request to the Edge Enabler Server. The request may contain filters to retrieve information about particular Clients e.g. Application Client Profile parameters or parameter ranges to be matched, specific UE Identifiers, location ranges, etc. The API request filter may also contain the "EAS Identifier indicator” to filter only the Clients which provide the identifier of the requesting Edge Application Server in their registration.

NOTE :
The trigger conditions of the Client Information API (e.g. resource load predictive analytics) are up to service logic, which is out of scope of this specification.

2.
If the subscription type is “one time” or “event-based”, the Edge Enabler Server uses the information provided by active Edge Enabler Client registrations to determine if it matches the filter provided by the Edge Application Server, e.g. if the Application Client Service Area is included in the EAS provided Service Area.

If the Request Type indicator is "Unsubscribe" and a subscription procedure is ongoing, the subscription procedure is terminated.

3. The Edge Enabler Server sends a Client Information notification to the Edge Application Server with the result composed in step 2.

4. The Edge Application Server sends a Client Information notification Acknowledgement to the Edge Enabler Server providing confirmation of receiving Client registration information and providing/updating EAS information to be provisioned at the Application Clients. 
If the subscription type is “event-based”, the Edge Enabler Server sets up internal processing as follows.

5. When the Edge Enabler Server receives an Edge Enabler Client registration request, it determines if it matches the filter provided by the Edge Application Server, e.g. if the Application Client Service Area is included in the EAS provided Service Area. 
6. The Edge Enabler Server sends a Client Information notification to the Edge Application Server.

7. The Edge Application Server sends a Client Information Notification Acknowledgement to the Edge Enabler Server providing confirmation of receiving the Client registration information and providing/updating EAS information to be provisioned at the Application Clients.
8.x.3
Information flows 
8.x.3.1 Client Information Subscription
Table 8.x.3.1-1 describes the information flow for a Client Information Subscription request from the Edge Application Server to the Edge Enabler Server.
Table 8.x.3.1-1: Client Information Subscription
	Information element
	Status
	Description

	EAS ID 
	M
	The identifier of the EAS

	Subscription type

	M

	Choice of “One time”, “Event based”, “Unsubscribe”, determining the type of processing requested

	Filter
	O
	List of characteristics for discovery purposes, as detailed in table 8.x.3.1-2. If no query filter is included, the receiver may identify EAS based on the Application Client Profiles. If neither list is provided, it indicates a request to discover all available EASs.

	Event conditions
	O
	Parameters indicating event conditions  e.g. number of notifications instances, subscription timeout, etc.


Table 8.x.3.1-2: Filter
	Information element
	Status
	Description

	Application Client Type
	O
	Category or type of Application Client (e.g. V2X) to be matched

	ECSP IDs
	O
	Identifiers for the ECSP associated with the EEC.

	Operation Schedule
	O
	EAS operation schedule (e.g. time windows) to be matched

	Service Area
	O
	EAS service area for identifying UEs with matching expected location(s) (e.g. route). This geographic information can express a geographic point, polygon, route, signalling map, or waypoint set.

	EAS Service KPIs
	O
	EAS KPIs (Table 8.2.5-1) for identifying the EEC and Application Clients to be matched, 

	Application Client Profile Parameter Ranges
	O
	Parameter ranges to be matched to Profiles of Application Clients for which the request applies. 

	AC ID(s)
	O
	List of identities of Application Client(s) to be matched

	UE ID(s)
	O
	List of UE identifiers to be matched

	UE location(s)
	O
	List of locations (e.g. routes) of the UE(s) for which  the request applies

	EAS Identifier indicator
	O
	Indicates that matching applies only to  information from EEC registrations where the discovered EAS includes the requesting EAS.


8.x.3.2 Client Information Notification
Table 8.x.3.2-1 describes the information flow for a Client Information Notification from the Edge Enabler Server to the Edge Application Server. 
Table 8.x.3.2-1: Client Information Notification
	Information element
	Status
	Description

	EES ID
	M
	Unique identifier of the EES

	EEC List
	M
	List with information per EEC, as described below.

	>EEC ID
	M
	Unique identifier of the Edge Enabler Client.

	>Application Client Profile(s) 
	M
	Profiles of Application Clients the EEC provides edge enabling services for. Application Client Profiles are further described in Table 8.2.2-1.

	>UE ID(s)
	O
	UE identifier for the identified EEC

	>UE location(s)
	O 
	UE location for the identified EEC


8.x.3.3 Client Information Notification Acknowledgement
Table 8.x.3.3-1 describes the information flow for the Client Information Notification Acknowledgement from Edge Application Server to the Edge Enabler Server. 
Table 8.x.3.3-1: Client Information Notification Acknowledgement
	Information element
	Status
	Description

	EAS ID 
	M
	The identifier of the EAS

	ECSP ID
	O
	Identifier for the ECSP associated with the EAS.

	EAS Endpoint 
	O
	EAS endpoint information (e.g. FQDN, IP address). 
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