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1. Introduction
This contribution defines procedures for edge application information notification.
2. Reason for Change
The following architectural requirements address that:
[AR-5.2.10.2-a]
The Edge Application Server shall be able to publish its KPIs or application level requirements when available (e.g. upon new application onborading).

[AR-5.2.10.2-b]
The Edge Application Server shall be able to update its KPIs or application level requirements.
The procedure provides the application level information associated with the EAS instance to the EES.  
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.558 v0.1.2.
* * * First Change * * * *

8.4.3.3.1
Edge Application Server Registration request

Table 8.4.3.3.1-1 describes information elements in the Edge Application Server Registration Request from the Edge Application Server to the Edge Enabler Server. 

Table 8.4.3.3.1-1: Edge Application Server Registration request

	Information element
	Status
	Description

	EAS ID
	M
	Unique identifier of the Edge Application Server.

	EAS Provider Identifier
	O
	The identifier of the Edge Application Server Provider 

	EAS Type
	O
	The category or type of Edge Application Server (e.g. V2X)

	Registration type indication
	M
	Indication for new or updated registration

	Security credentials
	O
	Security credentials resulting from a successful authorization for the edge computing service.

	Proposed  expiration time
	O
	Proposed expiration time for the registration

	EAS Profile(s)
	O
	EAS Profile(s) as described in Table 8.2.4-1.

	Application requirements (NOTE) 
	O
	Application requirements of the EAS type

	> Geographical area
	O
	The geographical area where the application is available 

	> Bandwidth
	O
	The required application bandwidth 

	NOTE:
 The application requirements may be present when they are updated (e.g. due to new application onboard or application update). 


Editor's Note:
The use of EAS Instance ID (including optionality) is dependent on how the ID is defined and assigned, which is FFS.

Editor's Note:
EAS ID, EAS Instance ID, EAS Provider Identifier and EAS Type are also included in the EAS Profile. It is FFS if/how to eliminate this duplication.

