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* * * First Change * * * *

9.3.4
On-demand location reporting procedure

The location management server can request UE location information at any time by sending a location information request to the location management client, which may trigger location management client to immediately send the location report. 
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Figure 9.3.4-1: On-demand location information reporting procedure

1.
Based on configurations such as periodical location information timer, or location information request from other entities (e.g., another location management client, VAL server), location management server initiates the immediately request location information from the location management client.

2.
The location management server sends a location information request to the location management client.

3.
VAL user or VAL UE may be notified and asked about the permission to share its location. VAL user can accept or deny the request

4.
The location management client immediately responds to the location management server with a report containing location information identified by the location management server and available to the location management client.

5.
Upon receiving the report, the location management server updates location of the reporting location management client. If the location management server does not have location information of the reporting location management client before, then just stores the reporting location information for that location management client.

* * * Next Change * * * *

9.4.1
General

Table 9.4.1-1 illustrates the SEAL APIs for location management.

Table 9.4.1-1: List of SEAL APIs for location management
	API Name
	API Operations
	Known Consumer(s)
	Communication Type

	SS_LocationReporting
	Create_Trigger_Location_Reporting
	VAL server
	Request /Response

	
	Update_Trigger_Location_Reporting
	
	

	
	Cancel_Trigger_Location_Reporting
	
	

	SS_LocationInfoEvent
	Subscribe_Location_Info 
	VAL server
	Subscribe/Notify


	
	Notifiy_Location_Info
	VAL server
	

	SS_LocationInfoRetrieval
	Obtain_Location_Info
	VAL server
	Request /Response


* * * End of Changes * * * *
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