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* * * First Change * * * *

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

AC
Application Client
ACID
Application Client Identification

ACR
Application Context Relocation

ACT
Application Context Transfer

AF
Application Function

ASP
Application Service Provider

DN
Data Network

DNAI
Data Network Access Identifier

DNN
Data Network Name

EAS
Edge Application Server

EASID
Edge Application Server Identification

ECS
Edge Configuration Server
ECSID
Edge Configuration Server Identification
ECSP
Edge Computing Service Provider

EDN
Edge Data Network

EEC
Edge Enabler Client

EECID
Edge Enabler Client Identification

EES
Edge Enabler Server

EESID
Edge Enabler Server Identification

FQDN
Fully Qualified Domain Name 

GPSI
Generic Public Subscription Identifier

GSM
Global System for Mobile Communications

GSMA
GSM Association

LADN
Local Area Data Network 

NEF
Network Exposure Function

OP
Operator Platform

OPG
Operator Platform Group

S-EAS
Source Edge Application Server

S-EES
Source Edge Enabler Server

SCEF
Service Capability Exposure Function

SSID
Service Set Identifier

T-EAS
Target Edge Application Server

T-EES
Target Edge Enabler Server 

TAI
Tracking Area Identity

* * * Next Change * * * *

7.2.Y
Edge Configuration Server ID (ECSID)

The ECSID identifies an ECS and each ECSID is unique.
NOTE:
How ECSID is assigned/managed is out the scope of this specification.
* * * End of Changes * * * *
