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* * * First Change * * * *
[bookmark: _Toc91843114][bookmark: _Toc19026890][bookmark: _Toc19034301][bookmark: _Toc19036491][bookmark: _Toc19037489][bookmark: _Toc25612755][bookmark: _Toc25613458][bookmark: _Toc25613722][bookmark: _Toc27647679][bookmark: _Toc37791077][bookmark: _Toc42004065][bookmark: _Toc50584449][bookmark: _Toc50584793][bookmark: _Toc57673708][bookmark: _Toc91843449][bookmark: _Toc50584436][bookmark: _Toc50584780][bookmark: _Toc57673688][bookmark: _Toc83408941]6.7.2	APIs provided by the Edge Enabler Layer
Table 6.7.2-1 summarizes the APIs exposed by the ECS.
Table 6.7.2-1: APIs provided by the ECS
	API Name
	Known Consumers
	References

	Eecs_ServiceProvisioning
	EEC
	8.3

	Eecs_EESRegistration
	EES
	8.4.4

	Eecs_TargetEESDiscovery
	EES
	8.8.3.3



Table 6.7.2-2 summarizes the APIs exposed the EES.
Table 6.7.2-2: APIs provided by the EES
	API Name
	Known Consumers
	References

	Eees_EECRegistration
	EEC
	8.4.2

	Eees_EASRegistration
	EAS
	8.4.3

	Eees_EASDiscovery
	EEC
	8.5

	Eees_UELocation
	EAS
	8.6.2

	Eees_ACRManagementEvent
	EAS
	8.6.3

	Eees_AppClientInformation
	EAS
	8.6.4

	Eees_UEIdentifier
	EAS
	8.6.5

	Eees_SessionWithQoS
	EAS
	8.6.6

	Eees_TargetEASDiscovery	Comment by [Ericsson] Wenliang Xu: This is not unified with Eees_EASDiscovery according to SA6 consensus in the LS.
	EAS, EES
	8.8.3.2

	Eees_AppContextRelocation
	EEC, EAS
	8.8.3.4

	Eees_ACRbyEDN
	EAS
	8.8.3.4

	Eees_ACREvents
	EEC
	8.8.3.5

	Eees_EELManagedACR
	EAS
	8.8.3.6

	Eees_EECContextPull
	EES
	8.9.4.2

	Eees_EECContextPush
	EES
	8.9.4.3

	Eees_SelectedTargetEAS
	EAS
	8.8.3.7

	Eees_ACRStatusUpdate
	EAS
	8.8.3.8



NOTE:	The event exposure related APIs (e.g. Eees_EASDiscovery and Eees_ACREvents) can be realized as single event subscription API.
* * * Next Change * * * *
[bookmark: _Toc91843428]8.8.4.4	ACR request
Table 8.8.4.4-1 describes information elements for the ACR request sent either from the EEC to the S-EES or T-EES, or by the S-EAS to the S-EES. 
Table 8.8.4.4-1: ACR request
	Information element
	Status
	Description

	Requestor Identifier
	M
	Unique identifier of the requestor (i.e. EECID or EASID).

	Security credentials
	M
	Security credentials resulting from a successful authorization for the edge computing service.

	EASID
	O
	Identifier of the EAS

	UE identifier (NOTE 4)
	O
	The identifier of the UE (i.e. GPSI).

	ACID
	O
	The identifier of the AC.

	ACR action (NOTE 3)
	M
	Indicates the ACR action (ACR initiation or ACR determination)

	ACR initiation data (NOTE 2)
	O
	ACR initiation IEs to be included in an ACR request message when ACR action indicates it is ACR initiation request.

	> T-EAS Endpoint
	M
	Endpoint information (e.g. URI, FQDN, IP 3-tuple) of the T-EAS.

	> Previous T-EAS Endpoint (NOTE 7)
	O
	Endpoint information (e.g. URI, FQDN, IP 3-tuple) of the T-EAS of the previous ACR.

	> DNAI of the T-EAS
	O
	DNAI information associated with the T-EAS.

	> N6 Traffic Routing requirements
	O
	The N6 traffic routing information and/or routing profile ID corresponding to the T-EAS DNAI.

	> EAS notification indication
	M
	Indicates whether to notify the EAS about the need of ACR.

	> Previous EAS notification indication (NOTE 7)
	O
	Indicates whether to notify the EAS about the cancellation of a previous ACR.

	> S-EAS endpoint (NOTE 1)
	O
	Endpoint information of the S-EAS

	> EEC context relocation details
	O
	Information required for EEC context relocation using the EEC context push or EEC context pull mechanisms.

	>> EEC Context ID (NOTE 5)
	O
	Identifier of the EEC Context 

	>> S-EES ID (NOTE 5)
	O
	Identifier of the EES that provided EEC context ID.

	>> S-EES endpoint (NOTE 5)
	O
	The endpoint address (e.g. URI, IP address) of the EES that provided EEC context ID.

	>> T-EES ID (NOTE 6)
	O
	Identifier of the T-EES. 

	>> T-EES endpoint (NOTE 6)
	O
	The endpoint address (e.g. URI, IP address) of the T-EES. 

	ACR determination data (NOTE 2)
	O
	ACR determination IEs to be included in an ACR request message when ACR action indicates it is ACR determination request.

	> S-EAS endpoint (NOTE 4)
	OM
	Endpoint information of the S-EAS

	NOTE 1:	This IE shall be present if the EAS notification indication or previous EAS notification indication indicates that the EAS needs to be informed.
NOTE 2:	Either ACR initiation or ACR determination shall be included corresponding to the ACR action.
NOTE 3:	This IE shall indicate ACR determination if the request originates from the S‑EAS.
NOTE 4:	This IE shall be present if the request originates from the EEC.
NOTE 5:	This IE may be present only if the request originates from the EEC towards the T-EES.
NOTE 6:	This IE may be present only if the request originates from the EEC towards the S-EES.
NOTE 7:	These IEs shall be present when the EEC re-sends the ACR request as described in clause 8.8.1.3 to indicate a previous ACR is to be cancelled.



* * * Next Change * * * *
8.8.5.1	General
Table 8.8.5.1-1 illustrates the APIs for ACR.
Table 8.8.5.1-1: ACR APIs
	API Name
	API Operations
	Operation
Semantics
	Consumer(s)

	Eees_TargetEASDiscovery
	Request
	Request/Response
	EAS, EES

	Eees_SelectedTargetEAS
	Declare
	Request/Response
	EAS

	Eecs_TargetEESDiscovery
	Request
	Request/Response
	EES

	Eees_AppContextRelocation
	Request
	Request/Response
	EEC, EAS

	Eees_ACRbyEDN
	Request
	Request/Response
	EAS

	Eees_ACREvents
	Subscribe
	Subscribe/Notify
	EEC

	
	Notify
	
	

	
	UpdateSubscription
	
	

	
	Unsubscribe
	
	

	Eees_EELManagedACR
	Request
	Request/Response
	EAS

	
	Subscribe
	Subscribe/Notify
	EAS

	
	Notify
	
	

	Eees_ACRStatusUpdate
	Request
	Request/Response
	EAS



[bookmark: _Toc91843453][bookmark: _Toc91843459]* * * Next Change * * * *
[bookmark: _Toc91843455]8.8.5.3.2	Eees_AppContextRelocation_Request operation
API operation name: Eees_AppContextRelocation_Request
Description: The EEC or the EAS requests to launchinitiate the ACR procedure.	Comment by [Ericsson] Wenliang Xu: No ACR initiation for EAS, and EEC can launch (initiate and ask for determination) ACR.
Inputs: See clause 8.8.4.4.
Outputs: See clause 8.8.4.5.
See clause 8.8.3.4 for details of usage of this operation.
* * * Next Change * * * *
8.8.5.X	Eees_ACRbyEDN API
8.8.5.X.1	General
This clause describes the Eees_ACRbyEDN API and its operations.
8.8.5.X.2	Eees_ACRbyEDN_Request operation
API operation name: Eees_ACRbyEDN_Request
Description: The EAS in EDN requests to determine the ACR procedure.
Inputs: See clause 8.8.4.4.
Outputs: See clause 8.8.4.5.
See clause 8.8.3.4 for details of usage of this operation.
* * * End of Changes * * * *


