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* * * * First Change * * * *
[bookmark: _Toc37790944][bookmark: _Toc42003893][bookmark: _Toc50584206][bookmark: _Toc50584550][bookmark: _Toc57673393][bookmark: _Toc155356156][bookmark: _Toc37790893][bookmark: _Toc42003842][bookmark: _Toc50584152][bookmark: _Toc50584496][bookmark: _Toc57673339][bookmark: _Toc163051581]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.501: "System architecture for the 5G System (5GS); Stage 2".
[3]	3GPP TS 23.502: "Procedure for the 5G System (5GS); Stage 2".
[4]	3GPP TS 29.522: "5G System; Network Exposure Function Northbound APIs; Stage 3".
[5]	3GPP TS 29.122: "T8 reference point for northbound Application Programming Interfaces (APIs)".
[6]	3GPP TS 23.222: "Functional architecture and information flows to support Common API Framework for 3GPP Northbound APIs; Stage 2".
[7]	3GPP TS 23.271: "Functional stage 2 description of Location Services (LCS)".
[8]	3GPP TS 36.305: "Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Stage 2 functional specification of User Equipment (UE) positioning in E-UTRAN".
[9]	3GPP TS 23.273: "5G System (5GS) Location Services (LCS); Stage 2".
[10]	3GPP TS 38.305: "NG Radio Access Network (NG-RAN); Stage 2 functional specification of User Equipment (UE) positioning in NG-RAN".
[11]	3GPP TS 23.401: "General Packet Radio Service (GPRS) enhancements for Evolved Universal Terrestrial Radio Access Network (E-UTRAN) access".
[12]	3GPP TS 23.503: "Policy and charging control framework for the 5G System (5GS); Stage 2".
[13]	3GPP TS 23.434: "Service enabler architecture layer for verticals; Functional architecture and information flows; Stage 2".
[14]	3GPP TS 23.286: "Application layer support for Vehicle-to-Everything (V2X) services; Functional architecture and information flows ".
[15]	ETSI ISG MEC ETSI GS MEC 003 V2.1.1 (2019-01), "Multi-access Edge Computing (MEC); Framework and Reference Architecture"
[16]	Void
[17]	3GPP TS 23.682: "Architecture enhancements to facilitate communications with packet data networks and applications".
[18]	3GPP TS 23.288: "Architecture enhancements for 5G System (5GS) to support network data analytics services".
[19]	GSMA PRD OPG.02 Operator Platform Telco Edge Requirements  version 4.0, available at https://www.gsma.com/futurenetworks/resources/operator-platform-telco-edge-requirements/
[20]	3GPP TS 23.548: "5G System Enhancements for Edge Computing".
[21]	3GPP TS 23.032: "Universal Geographical Area Description (GAD)".
[22]	3GPP TS 28.538: "Management and orchestration; Edge Computing Management".
[23]	3GPP TS 33.558: "Security aspects of enhancement of support for enabling edge applications".
[24]	3GPP TS 32.240: "Telecommunication management; Charging management; Charging architecture and principles".
[25]	3GPP TS 32.257: "Telecommunication management; Charging management; Edge computing domain charging".
[26]	3GPP TS 23.433: "Service Enabler Architecture Layer for Verticals (SEAL); Data Delivery enabler for vertical applications".
[27]	3GPP TR 23.958: "Edge Application Standards in 3GPP and Alignment with External Organizations".
[28]	3GPP TS 23.436: "Functional architecture and information flows for Application Data Analytics Enablement Service"
[29]	3GPP TS 24.558: "Enabling Edge Applications; Protocol specification"
[30]	3GPP TS 29.558: "Enabling Edge Applications; Application Programming Interface (API) specification"
[x]	3GPP TS 33.501: "Security architecture and procedures for 5G System".

* * * * Next Change * * * *
6.3.2	Edge Enabler Server (EES)
EES provides supporting functions needed for EASs and EEC.
Functionalities of EES are:
a)	provisioning of configuration information to EEC, enabling exchange of application data traffic with the EAS;
b)	providing API invoker and API exposing functions as specified in 3GPP TS 23.222 [6]. To support deployments specified in clause A.5, providing CAPIF core functions as specified in 3GPP TS 23.222 [6];
c)	interacting with 3GPP Core Network for accessing the capabilities of network functions either directly (e.g. via PCF) or indirectly (i.e. SCEF/NEF/SCEF+NEF);
d)	exposing events related to ACT;
e)	EEC context transfer between EESs;
f)	supporting external exposure of 3GPP network and service capabilities to the EAS(s) over EDGE-3;
g)	registration functions (i.e., registration, update, and de-registration) for the EEC(s) and the EAS(s);
h)	triggering the EAS instantiation on demand; and
i)	supporting ACR related operations (e.g. ACR launching, ACR information notification, EELManagedACR).); and
j)	supporting the security related functions (e.g. authentication, authorization, acting as consent enforcing entity) as specified in 3GPP TS 33.558 [23] and 3GPP TS 33.501 [x].

* * * * End of Changes * * * *
