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PROPOSED WORKSHOPS

Monday 29th July: Evening following T1 plenary opening session

· Change Request resolution and merge workshop

The purpose of this workshop is to help with the approval of complex CRs with overlapping content from different authors. The workshop will treat merging of CRs to test cases in the GCF priority 1 batch first. Any remaining time will be allocated to priority 2 test cases.

Tuesday 30th July: Evening

· TTCN Issues workshop

The purpose of this workshop is to discuss documents related to TTCN matters and to TS 34.123-3. The conclusions of this workshop will be presented in brief later in the main meeting for formal approval.

The main issues I have noted are:

· Handling of compressed mode in test cases (particularly the use of PIXITs in TTCN)

· Removal of security contexts in the SS

· Correction to the RLC test method definition

Monday 29th July, 2.00pm - Start of meeting

Thursday 1st August, 3.30pm – Close of meeting

AGENDA

1. Acceptance of the agenda and registration of documents

2. Incoming Liaison statements

3. Review of RAN comments on 34.123-1

4. CRs for TS 34.108 (Rel99, Rel4 and Rel5)

5. CRs for TS 34.123-1 Clause 6: Idle Mode

6. CRs for TS 34.123-1 Clause 7: Layer 2

7. CRs for TS 34.123-1 Clause 8: RRC

8. CRs for TS 34.123-1 Clause 9: MM

9. CRs for TS 34.123-1 Clause 10: CC

10. CRs for TS 34.123-1 Clause 11: SM

11. CRs for TS 34.123-1 Clause 12: GMM

12. CRs for TS 34.123-1 Other clauses

13. CRs for TS 34.123-2

14. CRs for support of TDD

15. Outgoing Liaison statements

16. TTCN Issues and changes to TS 34.123-3

17. Postponed items

18. Future meeting schedule

Registration of Documents:

	Acceptance of the agenda and registration of documents

	T1S-020342
	CR to TS34.108 R99 for Reference Compressed Mode Pattern
	Panasonic

	T1S-020343
	CR to TS34.108 Rel4 for Reference Compressed Mode Pattern
	Panasonic

	T1S-020344
	Withdrawn( Update of Conformance requirement in test case 11.1.1.1 )
	NEC

	T1S-020345
	Withdrawn( Clarifications in PDP Context deactivation test cases )
	NEC

	T1S-020346
	Withdrawn( CR to default message contents of TS34.108 R99)
	Panasonic

	T1S-020347
	Withdrawn( CR to default message contents of TS34.108 REL4)
	Panasonic

	T1S-020348
	CR to clause 6.1 of TS34.108 R99
	Panasonic

	T1S-020349
	CR to clause 6.1 of TS34.108 REL4
	Panasonic

	T1S-020350
	Agenda for T1/SIG meeting #24
	Chairman

	T1S-020351
	Minutes of T1/SIG #24, Yokohama, Japan
	Chiarman

	T1S-020341
	Management sheet of TS34.123-1
	Vice Chairman

	T1S-020366
	Summary of CRs to cover TDD (3.84 Mcps and 1.28 Mcps TDD) 
	Siemens

	Incoming Liaison statements

	T1S-020379
	LS regarding TSG-G5 change requests to test cases that are thought to be of interest to T1
	ETSI MCC

	T1S-020447
	CR to 34.109 R99 Correction of figure 5.3.2.6.1.1
	Ericsson

	Review of RAN comments on 34.123-1

	T1S-020468
	Ericsson response to RAN2 questions on P1 test cases
	Ericsson

	CRs for TS 34.108 (Rel99, Rel4 and Rel5) - Clause 6.1

	T1S-020348
	CR to clause 6.1 of TS34.108 R99
	Panasonic

	T1S-020349
	CR to clause 6.1 of TS34.108 REL4
	Panasonic

	T1S-020350
	Agenda for T1/SIG meeting #24
	Chairman

	T1S-020351
	Minutes of T1/SIG #24, Yokohama, Japan
	Chiarman

	T1S-020352
	CR to package1 clause 8.1 of TS34.123-1
	Panasonic

	T1S-020353
	CR to package1 clause 8.2 of TS34.123-1
	Panasonic

	T1S-020354
	CR to package1 clause 8.3 of TS34.123-1
	Panasonic

	T1S-020355
	Withdrawn( CR to package1 clause 8.4 of TS34.123-1)
	Panasonic

	T1S-020356
	CR to package2 clause 8.1 of TS34.123-1
	Panasonic

	T1S-020357
	Withdrawn( CR to package2 clause 8.2 of TS34.123-1)
	Panasonic

	T1S-020358
	CR to package2 clause 8.3 of TS34.123-1
	Panasonic

	T1S-020359
	Withdrawn( CR to package2 clause 8.4 of TS34.123-1)
	Panasonic

	T1S-020360
	CR to non-package1&2 clause 8.1 of TS34.123-1
	Panasonic

	T1S-020361
	CR to non-package1&2 clause 8.2 of TS34.123-1
	Panasonic

	T1S-020362
	CR to non-package1&2 clause 8.3 of TS34.123-1
	Panasonic

	T1S-020363
	CR to non-package1&2 clause 8.4 of TS34.123-1
	Panasonic

	T1S-020364
	CR to RRC applicability of TS34.123-2
	Panasonic

	T1S-020365
	Additional test cases in clause 8 of TS34.123-1
	Panasonic

	T1S-020366
	Summary of CRs to cover TDD (3.84 Mcps and 1.28 Mcps TDD) 
	Siemens

	T1S-020370
	Section 9.2 Default message contents for RF TDD(3.84 Mcps and 1.28 Mcps)R4
	Siemens

	T1S-020371
	Section 8.3 RRC connection mobility procedure TDD
	Siemens

	T1S-020372
	Applicability table update for RRC connection mobility procedure
	Siemens

	T1S-020373
	Reference Compressed mode pattern modified from T1S-020269r2
	Panasonic

	T1S-020374
	Withdrawn( Minor correction and editorial modifications in clause 11.2 PDP context modification procedure)
	NEC

	T1S-020375
	Withdrawn( Correction of applicability table for secondary PDP context activation test cases)
	NEC

	T1S-020376
	Withdrawn( Addition of ICS/IXIT statement in Secondary PDP context activation procedures)
	NEC

	T1S-020377
	Correction of test cases, section 7.2.2 in TS34.123-1
	Siemens

	T1S-020378
	Withdrawn( Update of RLC test method)
	Anritsu

	T1S-020379
	LS regarding TSG-G5 change requests to test cases that are thought to be of interest to T1
	ETSI MCC

	T1S-020349
	CR to clause 6.1 of TS34.108 REL4
	Panasonic

	T1S-020475
	CR to 34.108 REL-99; Corrections related to SIB11, SIB12 and to the MEASUREMENT CONTROL message as T1S-020396rev1
	Ericsson

	T1S-020397
	CR to 34.108 REL-4; Corrections related to SIB11, SIB12 and to the MEASUREMENT CONTROL message
	Ericsson

	T1S-020398
	CR to 34.108 REL-4; Introduction of reference configurations on S-CCPCH and PRACH with two interactive PS domain RABs
	Ericsson

	T1S-020476
	CR to 34.108 REL-4; Corrections related to SIB11, SIB12 and to the MEASUREMENT CONTROL message as T1S-020397rev
	Ericsson

	T1S-020399
	CR to 34.108 REL-99; Alignment of reference configurations on S-CCPCH with default system information messages
	Ericsson

	T1S-020400
	CR to 34.108 REL-4; Alignment of reference configurations on S-CCPCH with default system information messages
	Ericsson

	T1S-020381
	CR to package2 clause 8.2 of TS34.123-1 as T1S-020357rev 1
	Panasonic

	T1S-020382
	Withdrawn( Test cases for new RABs in TS34.123-1)
	Hatchison 3G

	T1S-020383
	CR to TS34.123-1 V5.0.1 : Update to GMM test cases
	SONY

	T1S-020384
	CR to package2 clause 8.4 of TS34.123-1 as T1S-020359rev1
	Panasonic

	T1S-020385
	Correction to test case 6.1.2.8 Cell reselection : Equivalent PLMN
	Motorola

	T1S-020386
	Update of radio bearer test cases (section 14) as per new RB test method
	Motorola

	T1S-020387
	Withdrawn( New test for RAB 23c: Interactive or background / UL:32 DL:32 kbps / PS RAB +UL:3.4 DL:3.4 kbps SRBs for DCCH (40ms TTI))
	Motorola

	T1S-020388
	Correction to test case 14.2.38.2 Conversational / speech / UL:12.2 DL:12.2kbps / CS RAB + Interactive or background / UL:32 DL:8 kbps / PS RAB / (TC, 10 msTTI)
	Motorola

	T1S-020389
	Correction to Inter-frequency measurement test cases (8.4.1.24, 8.4.1.25, 8.4.1.26).
	Motorola

	T1S-020390
	Withdrawn( Corrections to clause 8.4)
	Motorola

	T1S-020391
	Correction to test case 12.6.1.3.3 Authentication rejected by the UE / fraudulent network
	Motorola

	T1S-020392
	Correction to test case 9.3.2 Handling of IMSI shorter than the maximum length
	Motorola

	T1S-020393
	Change to test case 8.4.1.31
	Nokia

	CRs for TS 34.108 (Rel99, Rel4 and Rel5) - Clause 6.8 ( with affected test cases in TS34.123-1)

	T1S-020373
	Reference Compressed mode pattern modified from T1S-020269r2
	Panasonic

	T1S-020342
	CR to TS34.108 R99 for Reference Compressed Mode Pattern
	Panasonic

	T1S-020343
	CR to TS34.108 Rel4 for Reference Compressed Mode Pattern
	Panasonic

	T1S-020344
	Withdrawn( Update of Conformance requirement in test case 11.1.1.1 )
	NEC

	T1S-020345
	Withdrawn( Clarifications in PDP Context deactivation test cases )
	NEC

	T1S-020346
	Withdrawn( CR to default message contents of TS34.108 R99)
	Panasonic

	T1S-020347
	Withdrawn( CR to default message contents of TS34.108 REL4)
	Panasonic

	T1S-020343
	CR to TS34.108 Rel4 for Reference Compressed Mode Pattern
	Panasonic

	T1S-020389
	Correction to Inter-frequency measurement test cases (8.4.1.24, 8.4.1.25, 8.4.1.26).
	Motorola

	T1S-020390
	Withdrawn( Corrections to clause 8.4)
	Motorola

	T1S-020391
	Correction to test case 12.6.1.3.3 Authentication rejected by the UE / fraudulent network
	Motorola

	T1S-020392
	Correction to test case 9.3.2 Handling of IMSI shorter than the maximum length
	Motorola

	T1S-020393
	Change to test case 8.4.1.31
	Nokia

	T1S-020394
	CR to 34.108, R99: Default message for RF tests
	Rohde&Schwarz

	T1S-020395
	CR to 34.108, Rel-4: Default messages for RF tests
	Rohde&Schwarz

	T1S-020396
	CR to 34.108 REL-99; Corrections related to SIB11, SIB12 and to the MEASUREMENT CONTROL message
	Ericsson

	T1S-020397
	CR to 34.108 REL-4; Corrections related to SIB11, SIB12 and to the MEASUREMENT CONTROL message
	Ericsson

	T1S-020398
	CR to 34.108 REL-4; Introduction of reference configurations on S-CCPCH and PRACH with two interactive PS domain RABs
	Ericsson

	T1S-020399
	CR to 34.108 REL-99; Alignment of reference configurations on S-CCPCH with default system information messages
	Ericsson

	T1S-020400
	CR to 34.108 REL-4; Alignment of reference configurations on S-CCPCH with default system information messages
	Ericsson

	T1S-020401
	CR to 34.123-1 REL-5; Corrections to clause 6 for Package 2 test cases  (Idle Mode)
	Ericsson

	T1S-020402
	CR to 34.123-1 REL-5; Corrections to clause 7.2 for Package 1 test cases  (RLC)
	Ericsson

	T1S-020403
	CR to 34.123-1 REL-5; Corrections to reference compressed mode pattern
	Ericsson

	CRs for TS 34.108 (Rel99, Rel4 and Rel5) - Clause 6.10

	T1S-020448
	CR to 34.108 R99; Introduction of reference configurations on S-CCPCH and PRACH with two interactive PS domain RABs
	Ericsson

	T1S-020398
	CR to 34.108 REL-4; Introduction of reference configurations on S-CCPCH and PRACH with two interactive PS domain RABs
	Ericsson

	T1S-020442
	CR to 34.108 R99; Removal of reference radio bearer configurations for unidirectional streaming CS RABa above 64 kbps
	Ericsson

	T1S-020443
	CR to 34.108 REL-4; Removal of referense radio bearer configurations for unidirectional streaming CS RABa above 64 kbps
	Ericsson

	T1S-020444
	CR to 34.123-1 REL-5; Correction to MAC clause 7.1.2.1
	Ericsson

	T1S-020445
	CR to 34123-1 REL-5 to correct TCs 7.1.1.2 and 7.1.1.8.doc
	Ericsson

	T1S-020446
	CR to 34.123-2 REL-5;  Correction to applicability table for MAC test cases
	Ericsson

	T1S-020447
	CR to 34.109 R99 Correction of figure 5.3.2.6.1.1
	Ericsson

	T1S-020344
	Withdrawn( Update of Conformance requirement in test case 11.1.1.1 )
	NEC

	T1S-020345
	Withdrawn( Clarifications in PDP Context deactivation test cases )
	NEC

	T1S-020346
	Withdrawn( CR to default message contents of TS34.108 R99)
	Panasonic

	T1S-020347
	Withdrawn( CR to default message contents of TS34.108 REL4)
	Panasonic

	T1S-020348
	CR to clause 6.1 of TS34.108 R99
	Panasonic

	T1S-020350
	Agenda for T1/SIG meeting #24
	Chairman

	T1S-020351
	Minutes of T1/SIG #24, Yokohama, Japan
	Chiarman

	T1S-020352
	CR to package1 clause 8.1 of TS34.123-1
	Panasonic

	T1S-020353
	CR to package1 clause 8.2 of TS34.123-1
	Panasonic

	T1S-020354
	CR to package1 clause 8.3 of TS34.123-1
	Panasonic

	T1S-020355
	Withdrawn( CR to package1 clause 8.4 of TS34.123-1)
	Panasonic

	T1S-020356
	CR to package2 clause 8.1 of TS34.123-1
	Panasonic

	T1S-020357
	Withdrawn( CR to package2 clause 8.2 of TS34.123-1)
	Panasonic

	T1S-020358
	CR to package2 clause 8.3 of TS34.123-1
	Panasonic

	T1S-020359
	Withdrawn( CR to package2 clause 8.4 of TS34.123-1)
	Panasonic

	T1S-020360
	CR to non-package1&2 clause 8.1 of TS34.123-1
	Panasonic

	T1S-020361
	CR to non-package1&2 clause 8.2 of TS34.123-1
	Panasonic

	T1S-020362
	CR to non-package1&2 clause 8.3 of TS34.123-1
	Panasonic

	T1S-020363
	CR to non-package1&2 clause 8.4 of TS34.123-1
	Panasonic

	T1S-020364
	CR to RRC applicability of TS34.123-2
	Panasonic

	T1S-020365
	Additional test cases in clause 8 of TS34.123-1
	Panasonic

	T1S-020366
	Summary of CRs to cover TDD (3.84 Mcps and 1.28 Mcps TDD) 
	Siemens

	T1S-020367
	Section 6.1 Updates needed for Rel 99 TDD
	Siemens

	T1S-020371
	Section 8.3 RRC connection mobility procedure TDD
	Siemens

	T1S-020372
	Applicability table update for RRC connection mobility procedure
	Siemens

	T1S-020373
	Reference Compressed mode pattern modified from T1S-020269r2
	Panasonic

	T1S-020374
	Withdrawn( Minor correction and editorial modifications in clause 11.2 PDP context modification procedure)
	NEC

	T1S-020375
	Withdrawn( Correction of applicability table for secondary PDP context activation test cases)
	NEC

	T1S-020376
	Withdrawn( Addition of ICS/IXIT statement in Secondary PDP context activation procedures)
	NEC

	T1S-020377
	Correction of test cases, section 7.2.2 in TS34.123-1
	Siemens

	T1S-020378
	Withdrawn( Update of RLC test method)
	Anritsu

	T1S-020379
	LS regarding TSG-G5 change requests to test cases that are thought to be of interest to T1
	ETSI MCC

	T1S-020380
	CR to default message contents of TS34.108 REL4 as T1S-020347rev 1
	Panasonic

	T1S-020381
	CR to package2 clause 8.2 of TS34.123-1 as T1S-020357rev 1
	Panasonic

	T1S-020382
	Withdrawn( Test cases for new RABs in TS34.123-1)
	Hatchison 3G

	T1S-020383
	CR to TS34.123-1 V5.0.1 : Update to GMM test cases
	SONY

	T1S-020384
	CR to package2 clause 8.4 of TS34.123-1 as T1S-020359rev1
	Panasonic

	T1S-020385
	Correction to test case 6.1.2.8 Cell reselection : Equivalent PLMN
	Motorola

	T1S-020386
	Update of radio bearer test cases (section 14) as per new RB test method
	Motorola

	T1S-020387
	Withdrawn( New test for RAB 23c: Interactive or background / UL:32 DL:32 kbps / PS RAB +UL:3.4 DL:3.4 kbps SRBs for DCCH (40ms TTI))
	Motorola

	T1S-020388
	Correction to test case 14.2.38.2 Conversational / speech / UL:12.2 DL:12.2kbps / CS RAB + Interactive or background / UL:32 DL:8 kbps / PS RAB / (TC, 10 msTTI)
	Motorola

	T1S-020389
	Correction to Inter-frequency measurement test cases (8.4.1.24, 8.4.1.25, 8.4.1.26).
	Motorola

	T1S-020390
	Withdrawn( Corrections to clause 8.4)
	Motorola

	T1S-020391
	Correction to test case 12.6.1.3.3 Authentication rejected by the UE / fraudulent network
	Motorola

	T1S-020392
	Correction to test case 9.3.2 Handling of IMSI shorter than the maximum length
	Motorola

	T1S-020393
	Change to test case 8.4.1.31
	Nokia

	T1S-020394
	CR to 34.108, R99: Default message for RF tests
	Rohde&Schwarz

	T1S-020396
	CR to 34.108 REL-99; Corrections related to SIB11, SIB12 and to the MEASUREMENT CONTROL message
	Ericsson

	T1S-020399
	CR to 34.108 REL-99; Alignment of reference configurations on S-CCPCH with default system information messages
	Ericsson

	T1S-020401
	CR to 34.123-1 REL-5; Corrections to clause 6 for Package 2 test cases  (Idle Mode)
	Ericsson

	T1S-020402
	CR to 34.123-1 REL-5; Corrections to clause 7.2 for Package 1 test cases  (RLC)
	Ericsson

	T1S-020403
	CR to 34.123-1 REL-5; Corrections to reference compressed mode pattern
	Ericsson

	T1S-020404
	CR to 34.123-1 REL-5; Corrections to clause 8.3.1 for Package 2 test cases (Cell Update)
	Ericsson

	T1S-020405
	CR to 34.123-1 REL-5; Corrections to clause 8.3.7.1- 8.3.7.4 for Package 2 test cases  (Inter System HO)
	Ericsson

	T1S-020406
	CR to 34.123-1 REL-5; Corrections to clause 8.4.1 for Package 2 test cases (Measurement)
	Ericsson

	T1S-020407
	CR to 34.123-1 REL-5; Corrections to clause 8.2.6 of Package 2 test cases (Phy Ch Reconfiguration)
	Ericsson

	T1S-020408
	CR to 34.123-1 REL-5; Corrections to clause 8.2.2 for Package 2 test cases (RB Reconfiguration)
	Ericsson

	T1S-020409
	CR to 34.123-1 REL-5; Corrections to Clause 8.1.10 for Package 2 test cases (System Information).
	Ericsson

	T1S-020410
	CR to 34.123-1 REL-5; Corrections to clause 8.2.4 for Package 2 test cases (TrCH reconfiguration)
	Ericsson

	T1S-020411
	CR to 34.123-1 REL-5; Corrections to clause 8.3.2.X for Package 2 test cases (URA update)
	Ericsson

	T1S-020412
	CR to 34.123-1 REL-5; Corrections and modifications to clause 9 of Package 2 test cases (MM)
	Ericsson

	T1S-020413
	CR to 34.123-1 REL-5; Modifications and corrections to clause 12 of Package 2 test cases (GMM)
	Ericsson

	T1S-020414
	CR to 34.123-1 REL-5; Introduction of test cases for additional reference configuration on S-CCPCH and PRACH
	Ericsson

	T1S-020415
	Withdrawn (CR to 34.123-1 REL-5; Correction to clause 14 of Package 2 (RB test cases))
	Ericsson

	T1S-020416
	CR to 34.123-1 REL-5; Removal of test cases for unidirectional streaming CS RABs above 64 kbps
	Ericsson

	T1S-020417
	Withdrawn( CR to 34.123-1 REL-5; Corrections to package 3 RB test cases 14.2.4a and 14.2.7a)
	Ericsson

	T1S-020418
	CR to 34.123-1 REL-5; Corrections to package 3 RB test cases 14.2.43.1, 14.2.49.1 and 14.2.51.1.
	Ericsson

	T1S-020419
	CR to 34.123-1 REL-5; Clarification of package 1 and 2 RB test cases.
	Ericsson

	T1S-020420
	CR to 34.123-1 REL-5; Addition of details for package 3 RB test cases
	Ericsson

	T1S-020421
	CR to 34.123-2 REL-5; Removal of test cases for unidirectional streaming CS RABs above 64 kbps
	Ericsson

	T1S-020422
	CR to 34.123-2 REL-5; Correction of applicability of RLC test cases
	Ericsson

	T1S-020423
	CR to 34.123-2 REL-5; Update of applicability tables due to changed and new test cases.
	Ericsson

	T1S-020424
	34.123-3 V140
	ETSI, Task 160

	T1S-020425
	TTCN report July 02
	ETSI, Task 160

	T1S-020426
	Update ASP for TGPS short list
	ETSI, Task 160

	T1S-020427
	TTCN CRs
	ETSI, Task 160

	T1S-020428
	Update of RLC test method as T1S-020378rev1
	Anritsu

	T1S-020429
	CR to MM test case 
	Fijitsu

	T1S-020430
	Details of radio bearer tests in clause 14.4.4 Combinations on SCCPCH
	Nokia

	T1S-020431
	Applicability update of test case 14.4.4
	Nokia

	T1S-020432
	Clarification to applicability statements for interoperability Radio Bearer test cases
	Nokia

	T1S-020433
	Addition of ITU Band 3 reference test frequencies to Table 6.3
	ETSI, Task 160

	T1S-020434
	CR to 34.123-2, applicability for RLC test cases
	ETSI, Task 160

	T1S-020435
	CR to 34.123-1 clause 8 on editorial changes to table format
	ETSI MCC

	T1S-020436
	UE Positioning Signaling Test Aspect
	Qualcomm

	T1S-020437
	Withdrawn (Discussion paper on RB testing)
	Ericsson

	T1S-020438
	CR to 34.123-1 REL-5; Additional test case for timing re-initialised inter-frequency handover
	Ericsson

	T1S-020439
	New Tests for Radio Bearers 14.2.38d and 14.2.57
	mmO2

	T1S-020440
	CR to default message contents of TS34.108 R99 as T1S-020346rev1
	Panasonic

	T1S-020441
	Correction to SMS test cases in clause 16
	Denso

	T1S-020442
	CR to 34.108 R99; Removal of referense radio bearer configurations for unidirectional streaming CS RABa above 64 kbps
	Ericsson

	T1S-020443
	CR to 34.108 REL-4; Removal of reference radio bearer configurations for unidirectional streaming CS RAB above 64 kbps
	Ericsson

	T1S-020465
	Change to the UL:8 DL 8 kbps PS transport channel configuration(R99)
	Nortel

	T1S-020443
	CR to 34.108 REL-4; Removal of referense radio bearer configurations for unidirectional streaming CS RABa above 64 kbps
	Ericsson

	T1S-020444
	CR to 34.123-1 REL-5; Correction to MAC clause 7.1.2.1
	Ericsson

	T1S-020445
	CR to 34123-1 REL-5 to correct TCs 7.1.1.2 and 7.1.1.8.doc
	Ericsson

	T1S-020446
	CR to 34.123-2 REL-5;  Correction to applicability table for MAC test cases
	Ericsson

	T1S-020447
	CR to 34.109 R99 Correction of figure 5.3.2.6.1.1
	Ericsson

	T1S-020344
	Withdrawn( Update of Conformance requirement in test case 11.1.1.1 )
	NEC

	T1S-020345
	Withdrawn( Clarifications in PDP Context deactivation test cases )
	NEC

	T1S-020346
	Withdrawn( CR to default message contents of TS34.108 R99)
	Panasonic

	T1S-020347
	Withdrawn( CR to default message contents of TS34.108 REL4)
	Panasonic

	T1S-020348
	CR to clause 6.1 of TS34.108 R99
	Panasonic

	T1S-020350
	Agenda for T1/SIG meeting #24
	Chairman

	T1S-020351
	Minutes of T1/SIG #24, Yokohama, Japan
	Chiarman

	T1S-020352
	CR to package1 clause 8.1 of TS34.123-1
	Panasonic

	T1S-020353
	CR to package1 clause 8.2 of TS34.123-1
	Panasonic

	T1S-020354
	CR to package1 clause 8.3 of TS34.123-1
	Panasonic

	T1S-020355
	Withdrawn( CR to package1 clause 8.4 of TS34.123-1)
	Panasonic

	T1S-020356
	CR to package2 clause 8.1 of TS34.123-1
	Panasonic

	T1S-020357
	Withdrawn( CR to package2 clause 8.2 of TS34.123-1)
	Panasonic

	T1S-020358
	CR to package2 clause 8.3 of TS34.123-1
	Panasonic

	T1S-020359
	Withdrawn( CR to package2 clause 8.4 of TS34.123-1)
	Panasonic

	T1S-020360
	CR to non-package1&2 clause 8.1 of TS34.123-1
	Panasonic

	T1S-020361
	CR to non-package1&2 clause 8.2 of TS34.123-1
	Panasonic

	T1S-020362
	CR to non-package1&2 clause 8.3 of TS34.123-1
	Panasonic

	T1S-020363
	CR to non-package1&2 clause 8.4 of TS34.123-1
	Panasonic

	T1S-020364
	CR to RRC applicability of TS34.123-2
	Panasonic

	T1S-020365
	Additional test cases in clause 8 of TS34.123-1
	Panasonic

	T1S-020366
	Summary of CRs to cover TDD (3.84 Mcps and 1.28 Mcps TDD) 
	Siemens

	T1S-020367
	Section 6.1 Updates needed for Rel 99 TDD
	Siemens

	T1S-020371
	Section 8.3 RRC connection mobility procedure TDD
	Siemens

	T1S-020372
	Applicability table update for RRC connection mobility procedure
	Siemens

	T1S-020373
	Reference Compressed mode pattern modified from T1S-020269r2
	Panasonic

	T1S-020374
	Withdrawn( Minor correction and editorial modifications in clause 11.2 PDP context modification procedure)
	NEC

	T1S-020375
	Withdrawn( Correction of applicability table for secondary PDP context activation test cases)
	NEC

	T1S-020376
	Withdrawn( Addition of ICS/IXIT statement in Secondary PDP context activation procedures)
	NEC

	T1S-020377
	Correction of test cases, section 7.2.2 in TS34.123-1
	Siemens

	T1S-020378
	Withdrawn( Update of RLC test method)
	Anritsu

	T1S-020379
	LS regarding TSG-G5 change requests to test cases that are thought to be of interest to T1
	ETSI MCC

	T1S-020380
	CR to default message contents of TS34.108 REL4 as T1S-020347rev 1
	Panasonic

	T1S-020381
	CR to package2 clause 8.2 of TS34.123-1 as T1S-020357rev 1
	Panasonic

	T1S-020382
	Withdrawn( Test cases for new RABs in TS34.123-1)
	Hatchison 3G

	T1S-020383
	CR to TS34.123-1 V5.0.1 : Update to GMM test cases
	SONY

	T1S-020384
	CR to package2 clause 8.4 of TS34.123-1 as T1S-020359rev1
	Panasonic

	T1S-020385
	Correction to test case 6.1.2.8 Cell reselection : Equivalent PLMN
	Motorola

	T1S-020386
	Update of radio bearer test cases (section 14) as per new RB test method
	Motorola

	T1S-020387
	Withdrawn( New test for RAB 23c: Interactive or background / UL:32 DL:32 kbps / PS RAB +UL:3.4 DL:3.4 kbps SRBs for DCCH (40ms TTI))
	Motorola

	T1S-020388
	Correction to test case 14.2.38.2 Conversational / speech / UL:12.2 DL:12.2kbps / CS RAB + Interactive or background / UL:32 DL:8 kbps / PS RAB / (TC, 10 msTTI)
	Motorola

	T1S-020389
	Correction to Inter-frequency measurement test cases (8.4.1.24, 8.4.1.25, 8.4.1.26).
	Motorola

	T1S-020390
	Withdrawn( Corrections to clause 8.4)
	Motorola

	T1S-020391
	Correction to test case 12.6.1.3.3 Authentication rejected by the UE / fraudulent network
	Motorola

	T1S-020392
	Correction to test case 9.3.2 Handling of IMSI shorter than the maximum length
	Motorola

	T1S-020393
	Change to test case 8.4.1.31
	Nokia

	T1S-020394
	CR to 34.108, R99: Default message for RF tests
	Rohde&Schwarz

	T1S-020396
	CR to 34.108 REL-99; Corrections related to SIB11, SIB12 and to the MEASUREMENT CONTROL message
	Ericsson

	T1S-020399
	CR to 34.108 REL-99; Alignment of reference configurations on S-CCPCH with default system information messages
	Ericsson

	T1S-020401
	CR to 34.123-1 REL-5; Corrections to clause 6 for Package 2 test cases  (Idle Mode)
	Ericsson

	T1S-020402
	CR to 34.123-1 REL-5; Corrections to clause 7.2 for Package 1 test cases  (RLC)
	Ericsson

	T1S-020403
	CR to 34.123-1 REL-5; Corrections to reference compressed mode pattern
	Ericsson

	T1S-020404
	CR to 34.123-1 REL-5; Corrections to clause 8.3.1 for Package 2 test cases (Cell Update)
	Ericsson

	T1S-020405
	CR to 34.123-1 REL-5; Corrections to clause 8.3.7.1- 8.3.7.4 for Package 2 test cases  (Inter System HO)
	Ericsson

	T1S-020406
	CR to 34.123-1 REL-5; Corrections to clause 8.4.1 for Package 2 test cases (Measurement)
	Ericsson

	T1S-020407
	CR to 34.123-1 REL-5; Corrections to clause 8.2.6 of Package 2 test cases (Phy Ch Reconfiguration)
	Ericsson

	T1S-020408
	CR to 34.123-1 REL-5; Corrections to clause 8.2.2 for Package 2 test cases (RB Reconfiguration)
	Ericsson

	T1S-020409
	CR to 34.123-1 REL-5; Corrections to Clause 8.1.10 for Package 2 test cases (System Information).
	Ericsson

	T1S-020410
	CR to 34.123-1 REL-5; Corrections to clause 8.2.4 for Package 2 test cases (TrCH reconfiguration)
	Ericsson

	T1S-020411
	CR to 34.123-1 REL-5; Corrections to clause 8.3.2.X for Package 2 test cases (URA update)
	Ericsson

	T1S-020412
	CR to 34.123-1 REL-5; Corrections and modifications to clause 9 of Package 2 test cases (MM)
	Ericsson

	T1S-020413
	CR to 34.123-1 REL-5; Modifications and corrections to clause 12 of Package 2 test cases (GMM)
	Ericsson

	T1S-020414
	CR to 34.123-1 REL-5; Introduction of test cases for additional reference configuration on S-CCPCH and PRACH
	Ericsson

	T1S-020415
	Withdrawn (CR to 34.123-1 REL-5; Correction to clause 14 of Package 2 (RB test cases))
	Ericsson

	T1S-020416
	CR to 34.123-1 REL-5; Removal of test cases for unidirectional streaming CS RABs above 64 kbps
	Ericsson

	T1S-020417
	Withdrawn( CR to 34.123-1 REL-5; Corrections to package 3 RB test cases 14.2.4a and 14.2.7a)
	Ericsson

	T1S-020418
	CR to 34.123-1 REL-5; Corrections to package 3 RB test cases 14.2.43.1, 14.2.49.1 and 14.2.51.1.
	Ericsson

	T1S-020419
	CR to 34.123-1 REL-5; Clarification of package 1 and 2 RB test cases.
	Ericsson

	T1S-020420
	CR to 34.123-1 REL-5; Addition of details for package 3 RB test cases
	Ericsson

	T1S-020421
	CR to 34.123-2 REL-5; Removal of test cases for unidirectional streaming CS RABs above 64 kbps
	Ericsson

	T1S-020422
	CR to 34.123-2 REL-5; Correction of applicability of RLC test cases
	Ericsson

	T1S-020423
	CR to 34.123-2 REL-5; Update of applicability tables due to changed and new test cases.
	Ericsson

	T1S-020424
	34.123-3 V140
	ETSI, Task 160

	T1S-020425
	TTCN report July 02
	ETSI, Task 160

	T1S-020426
	Update ASP for TGPS short list
	ETSI, Task 160

	T1S-020427
	TTCN CRs
	ETSI, Task 160

	T1S-020428
	Update of RLC test method as T1S-020378rev1
	Anritsu

	T1S-020429
	CR to MM test case 
	Fijitsu

	T1S-020430
	Details of radio bearer tests in clause 14.4.4 Combinations on SCCPCH
	Nokia

	T1S-020431
	Applicability update of test case 14.4.4
	Nokia

	T1S-020432
	Clarification to applicability statements for interoperability Radio Bearer test cases
	Nokia

	T1S-020433
	Addition of ITU Band 3 reference test frequencies to Table 6.3
	ETSI, Task 160

	T1S-020434
	CR to 34.123-2, applicability for RLC test cases
	ETSI, Task 160

	T1S-020435
	CR to 34.123-1 clause 8 on editorial changes to table format
	ETSI MCC

	T1S-020436
	UE Positioning Signaling Test Aspect
	Qualcomm

	T1S-020437
	Withdrawn (Discussion paper on RB testing)
	Ericsson

	T1S-020438
	CR to 34.123-1 REL-5; Additional test case for timing re-initialised inter-frequency handover
	Ericsson

	T1S-020439
	New Tests for Radio Bearers 14.2.38d and 14.2.57
	mmO2

	T1S-020440
	CR to default message contents of TS34.108 R99 as T1S-020346rev1
	Panasonic

	T1S-020441
	Correction to SMS test cases in clause 16
	Denso

	T1S-020442
	CR to 34.108 R99; Removal of referense radio bearer configurations for unidirectional streaming CS RABa above 64 kbps
	Ericsson

	T1S-020466
	Change to the UL:8 DL 8 kbps PS transport channel configuration(Rel4)
	Nortel

	CRs for TS 34.108 (Rel99, Rel4 and Rel5) - Clause 9

	T1S-020440
	CR to default message contents of TS34.108 R99 as T1S-020346rev1
	Panasonic

	T1S-020380
	CR to default message contents of TS34.108 REL4 as T1S-020347rev 1
	Panasonic

	T1S-020394
	CR to 34.108, R99: Default message for RF tests
	Rohde&Schwarz

	T1S-020395
	CR to 34.108, Rel-4: Default messages for RF tests
	Rohde&Schwarz

	T1S-020400
	CR to 34.108 REL-4; Alignment of reference configurations on S-CCPCH with default system information messages
	Ericsson

	T1S-020401
	CR to 34.123-1 REL-5; Corrections to clause 6 for Package 2 test cases  (Idle Mode)
	Ericsson

	T1S-020402
	CR to 34.123-1 REL-5; Corrections to clause 7.2 for Package 1 test cases  (RLC)
	Ericsson

	T1S-020403
	CR to 34.123-1 REL-5; Corrections to reference compressed mode pattern
	Ericsson

	T1S-020404
	CR to 34.123-1 REL-5; Corrections to clause 8.3.1 for Package 2 test cases (Cell Update)
	Ericsson

	T1S-020405
	CR to 34.123-1 REL-5; Corrections to clause 8.3.7.1- 8.3.7.4 for Package 2 test cases  (Inter System HO)
	Ericsson

	T1S-020406
	CR to 34.123-1 REL-5; Corrections to clause 8.4.1 for Package 2 test cases (Measurement)
	Ericsson

	T1S-020407
	CR to 34.123-1 REL-5; Corrections to clause 8.2.6 of Package 2 test cases (Phy Ch Reconfiguration)
	Ericsson

	T1S-020408
	CR to 34.123-1 REL-5; Corrections to clause 8.2.2 for Package 2 test cases (RB Reconfiguration)
	Ericsson

	T1S-020409
	CR to 34.123-1 REL-5; Corrections to Clause 8.1.10 for Package 2 test cases (System Information).
	Ericsson

	T1S-020410
	CR to 34.123-1 REL-5; Corrections to clause 8.2.4 for Package 2 test cases (TrCH reconfiguration)
	Ericsson

	T1S-020411
	CR to 34.123-1 REL-5; Corrections to clause 8.3.2.X for Package 2 test cases (URA update)
	Ericsson

	T1S-020412
	CR to 34.123-1 REL-5; Corrections and modifications to clause 9 of Package 2 test cases (MM)
	Ericsson

	T1S-020413
	CR to 34.123-1 REL-5; Modifications and corrections to clause 12 of Package 2 test cases (GMM)
	Ericsson

	T1S-020414
	CR to 34.123-1 REL-5; Introduction of test cases for additional reference configuration on S-CCPCH and PRACH
	Ericsson

	T1S-020415
	Withdrawn (CR to 34.123-1 REL-5; Correction to clause 14 of Package 2 (RB test cases))
	Ericsson

	T1S-020416
	CR to 34.123-1 REL-5; Removal of test cases for unidirectional streaming CS RABs above 64 kbps
	Ericsson

	T1S-020417
	Withdrawn( CR to 34.123-1 REL-5; Corrections to package 3 RB test cases 14.2.4a and 14.2.7a)
	Ericsson

	T1S-020418
	CR to 34.123-1 REL-5; Corrections to package 3 RB test cases 14.2.43.1, 14.2.49.1 and 14.2.51.1.
	Ericsson

	T1S-020419
	CR to 34.123-1 REL-5; Clarification of package 1 and 2 RB test cases.
	Ericsson

	T1S-020420
	CR to 34.123-1 REL-5; Addition of details for package 3 RB test cases
	Ericsson

	T1S-020421
	CR to 34.123-2 REL-5; Removal of test cases for unidirectional streaming CS RABs above 64 kbps
	Ericsson

	T1S-020422
	CR to 34.123-2 REL-5; Correction of applicability of RLC test cases
	Ericsson

	T1S-020423
	CR to 34.123-2 REL-5; Update of applicability tables due to changed and new test cases.
	Ericsson

	T1S-020424
	34.123-3 V140
	ETSI, Task 160

	T1S-020425
	TTCN report July 02
	ETSI, Task 160

	T1S-020426
	Update ASP for TGPS short list
	ETSI, Task 160

	T1S-020427
	TTCN CRs
	ETSI, Task 160

	T1S-020428
	Update of RLC test method as T1S-020378rev1
	Anritsu

	T1S-020429
	CR to MM test case 
	Fijitsu

	T1S-020430
	Details of radio bearer tests in clause 14.4.4 Combinations on SCCPCH
	Nokia

	T1S-020431
	Applicability update of test case 14.4.4
	Nokia

	T1S-020432
	Clarification to applicability statements for interoperability Radio Bearer test cases
	Nokia

	T1S-020433
	Addition of ITU Band 3 reference test frequencies to Table 6.3
	ETSI, Task 160

	T1S-020434
	CR to 34.123-2, applicability for RLC test cases
	ETSI, Task 160

	T1S-020435
	CR to 34.123-1 clause 8 on editorial changes to table format
	ETSI MCC

	T1S-020436
	UE Positioning Signaling Test Aspect
	Qualcomm

	T1S-020437
	Withdrawn (Discussion paper on RB testing)
	Ericsson

	T1S-020438
	CR to 34.123-1 REL-5; Additional test case for timing re-initialised inter-frequency handover
	Ericsson

	T1S-020439
	New Tests for Radio Bearers 14.2.38d and 14.2.57
	mmO2

	T1S-020441
	Correction to SMS test cases in clause 16
	Denso

	T1S-020395
	CR to 34.108, Rel-4: Default messages for RF tests
	Rohde&Schwarz

	CRs for TS 34.123-1 Clause 6: Idle Mode

	T1S-020385
	Correction to test case 6.1.2.8 Cell reselection : Equivalent PLMN
	Motorola

	T1S-020386
	Update of radio bearer test cases (section 14) as per new RB test method
	Motorola

	T1S-020387
	Withdrawn( New test for RAB 23c: Interactive or background / UL:32 DL:32 kbps / PS RAB +UL:3.4 DL:3.4 kbps SRBs for DCCH (40ms TTI))
	Motorola

	T1S-020388
	Correction to test case 14.2.38.2 Conversational / speech / UL:12.2 DL:12.2kbps / CS RAB + Interactive or background / UL:32 DL:8 kbps / PS RAB / (TC, 10 msTTI)
	Motorola

	T1S-020389
	Correction to Inter-frequency measurement test cases (8.4.1.24, 8.4.1.25, 8.4.1.26).
	Motorola

	T1S-020390
	Withdrawn( Corrections to clause 8.4)
	Motorola

	T1S-020391
	Correction to test case 12.6.1.3.3 Authentication rejected by the UE / fraudulent network
	Motorola

	T1S-020392
	Correction to test case 9.3.2 Handling of IMSI shorter than the maximum length
	Motorola

	T1S-020393
	Change to test case 8.4.1.31
	Nokia

	T1S-020394
	CR to 34.108, R99: Default message for RF tests
	Rohde&Schwarz

	T1S-020395
	CR to 34.108, Rel-4: Default messages for RF tests
	Rohde&Schwarz

	T1S-020396
	CR to 34.108 REL-99; Corrections related to SIB11, SIB12 and to the MEASUREMENT CONTROL message
	Ericsson

	T1S-020397
	CR to 34.108 REL-4; Corrections related to SIB11, SIB12 and to the MEASUREMENT CONTROL message
	Ericsson

	T1S-020398
	CR to 34.108 REL-4; Introduction of reference configurations on S-CCPCH and PRACH with two interactive PS domain RABs
	Ericsson

	T1S-020399
	CR to 34.108 REL-99; Alignment of reference configurations on S-CCPCH with default system information messages
	Ericsson

	T1S-020400
	CR to 34.108 REL-4; Alignment of reference configurations on S-CCPCH with default system information messages
	Ericsson

	T1S-020483
	CR to 34.123-1 REL-5; Corrections to clause 6 for Package 2 test cases  (Idle Mode) as T1S-020401rev1
	Ericsson

	T1S-020402
	CR to 34.123-1 REL-5; Corrections to clause 7.2 for Package 1 test cases  (RLC)
	Ericsson

	T1S-020403
	CR to 34.123-1 REL-5; Corrections to reference compressed mode pattern
	Ericsson

	T1S-020404
	CR to 34.123-1 REL-5; Corrections to clause 8.3.1 for Package 2 test cases (Cell Update)
	Ericsson

	T1S-020405
	CR to 34.123-1 REL-5; Corrections to clause 8.3.7.1- 8.3.7.4 for Package 2 test cases  (Inter System HO)
	Ericsson

	T1S-020406
	CR to 34.123-1 REL-5; Corrections to clause 8.4.1 for Package 2 test cases (Measurement)
	Ericsson

	T1S-020407
	CR to 34.123-1 REL-5; Corrections to clause 8.2.6 of Package 2 test cases (Phy Ch Reconfiguration)
	Ericsson

	T1S-020408
	CR to 34.123-1 REL-5; Corrections to clause 8.2.2 for Package 2 test cases (RB Reconfiguration)
	Ericsson

	T1S-020409
	CR to 34.123-1 REL-5; Corrections to Clause 8.1.10 for Package 2 test cases (System Information).
	Ericsson

	T1S-020410
	CR to 34.123-1 REL-5; Corrections to clause 8.2.4 for Package 2 test cases (TrCH reconfiguration)
	Ericsson

	T1S-020411
	CR to 34.123-1 REL-5; Corrections to clause 8.3.2.X for Package 2 test cases (URA update)
	Ericsson

	T1S-020412
	CR to 34.123-1 REL-5; Corrections and modifications to clause 9 of Package 2 test cases (MM)
	Ericsson

	T1S-020413
	CR to 34.123-1 REL-5; Modifications and corrections to clause 12 of Package 2 test cases (GMM)
	Ericsson

	T1S-020414
	CR to 34.123-1 REL-5; Introduction of test cases for additional reference configuration on S-CCPCH and PRACH
	Ericsson

	T1S-020415
	Withdrawn (CR to 34.123-1 REL-5; Correction to clause 14 of Package 2 (RB test cases))
	Ericsson

	T1S-020416
	CR to 34.123-1 REL-5; Removal of test cases for unidirectional streaming CS RABs above 64 kbps
	Ericsson

	T1S-020417
	Withdrawn( CR to 34.123-1 REL-5; Corrections to package 3 RB test cases 14.2.4a and 14.2.7a)
	Ericsson

	T1S-020418
	CR to 34.123-1 REL-5; Corrections to package 3 RB test cases 14.2.43.1, 14.2.49.1 and 14.2.51.1.
	Ericsson

	T1S-020419
	CR to 34.123-1 REL-5; Clarification of package 1 and 2 RB test cases.
	Ericsson

	T1S-020420
	CR to 34.123-1 REL-5; Addition of details for package 3 RB test cases
	Ericsson

	T1S-020421
	CR to 34.123-2 REL-5; Removal of test cases for unidirectional streaming CS RABs above 64 kbps
	Ericsson

	T1S-020422
	CR to 34.123-2 REL-5; Correction of applicability of RLC test cases
	Ericsson

	T1S-020423
	CR to 34.123-2 REL-5; Update of applicability tables due to changed and new test cases.
	Ericsson

	T1S-020424
	34.123-3 V140
	ETSI, Task 160

	T1S-020425
	TTCN report July 02
	ETSI, Task 160

	T1S-020426
	Update ASP for TGPS short list
	ETSI, Task 160

	T1S-020427
	TTCN CRs
	ETSI, Task 160

	T1S-020428
	Update of RLC test method as T1S-020378rev1
	Anritsu

	T1S-020429
	CR to MM test case 
	Fijitsu

	T1S-020430
	Details of radio bearer tests in clause 14.4.4 Combinations on SCCPCH
	Nokia

	T1S-020431
	Applicability update of test case 14.4.4
	Nokia

	T1S-020432
	Clarification to applicability statements for interoperability Radio Bearer test cases
	Nokia

	T1S-020484
	CR to 34.123-1 R5; Correction to clause 6.1.1.4 for package 1 (idle mode)
	Ericsson

	T1S-020485
	CR to 34.123-1 R5; Correction to clause 6.1.1.5 for package 3 (idle mode)
	Ericsson

	T1S-020486
	CR to 34.123-1 R5; Correction to clause 6.1.1.1 and 6.1.1.2 (idle mode)
	Ericsson

	T1S-020433
	Addition of ITU Band 3 reference test frequencies to Table 6.3
	ETSI, Task 160

	CRs for TS 34.123-1 Clause 7: Layer 2 - MAC

	T1S-020444
	CR to 34.123-1 REL-5; Correction to MAC clause 7.1.2.1
	Ericsson

	T1S-020445
	CR to 34123-1 REL-5 to correct TCs 7.1.1.2 and 7.1.1.8.doc
	Ericsson

	CRs for TS 34.123-1 Clause 7: Layer 2 – RLC

	T1S-020378
	Withdrawn( Update of RLC test method)
	Anritsu

	T1S-020379
	LS regarding TSG-G5 change requests to test cases that are thought to be of interest to T1
	ETSI MCC

	T1S-020380
	CR to default message contents of TS34.108 REL4 as T1S-020347rev 1
	Panasonic

	T1S-020381
	CR to package2 clause 8.2 of TS34.123-1 as T1S-020357rev 1
	Panasonic

	T1S-020382
	Withdrawn( Test cases for new RABs in TS34.123-1)
	Hatchison 3G

	T1S-020383
	CR to TS34.123-1 V5.0.1 : Update to GMM test cases
	SONY

	T1S-020384
	CR to package2 clause 8.4 of TS34.123-1 as T1S-020359rev1
	Panasonic

	T1S-020385
	Correction to test case 6.1.2.8 Cell reselection : Equivalent PLMN
	Motorola

	T1S-020386
	Update of radio bearer test cases (section 14) as per new RB test method
	Motorola

	T1S-020387
	Withdrawn( New test for RAB 23c: Interactive or background / UL:32 DL:32 kbps / PS RAB +UL:3.4 DL:3.4 kbps SRBs for DCCH (40ms TTI))
	Motorola

	T1S-020388
	Correction to test case 14.2.38.2 Conversational / speech / UL:12.2 DL:12.2kbps / CS RAB + Interactive or background / UL:32 DL:8 kbps / PS RAB / (TC, 10 msTTI)
	Motorola

	T1S-020389
	Correction to Inter-frequency measurement test cases (8.4.1.24, 8.4.1.25, 8.4.1.26).
	Motorola

	T1S-020390
	Withdrawn( Corrections to clause 8.4)
	Motorola

	T1S-020391
	Correction to test case 12.6.1.3.3 Authentication rejected by the UE / fraudulent network
	Motorola

	T1S-020392
	Correction to test case 9.3.2 Handling of IMSI shorter than the maximum length
	Motorola

	T1S-020393
	Change to test case 8.4.1.31
	Nokia

	T1S-020394
	CR to 34.108, R99: Default message for RF tests
	Rohde&Schwarz

	T1S-020395
	CR to 34.108, Rel-4: Default messages for RF tests
	Rohde&Schwarz

	T1S-020396
	CR to 34.108 REL-99; Corrections related to SIB11, SIB12 and to the MEASUREMENT CONTROL message
	Ericsson

	T1S-020397
	CR to 34.108 REL-4; Corrections related to SIB11, SIB12 and to the MEASUREMENT CONTROL message
	Ericsson

	T1S-020398
	CR to 34.108 REL-4; Introduction of reference configurations on S-CCPCH and PRACH with two interactive PS domain RABs
	Ericsson

	T1S-020399
	CR to 34.108 REL-99; Alignment of reference configurations on S-CCPCH with default system information messages
	Ericsson

	T1S-020400
	CR to 34.108 REL-4; Alignment of reference configurations on S-CCPCH with default system information messages
	Ericsson

	T1S-020401
	CR to 34.123-1 REL-5; Corrections to clause 6 for Package 2 test cases  (Idle Mode)
	Ericsson

	T1S-020487
	CR to 34.123-1 REL-5; Corrections to clause 7.2 for Package 1 test cases  (RLC) asT1S020402rev1 with merge from T1S-020377(Siemens)
	Ericsson, Siemens

	CRs for TS 34.123-1 Clause 8: RRC – Package 1

	T1S-020479
	CR to package1 clause 8.1 of TS34.123-1 as T1S-020352rev1
	Panasonic

	T1S-020353
	CR to package1 clause 8.2 of TS34.123-1
	Panasonic

	T1S-020354
	CR to package1 clause 8.3 of TS34.123-1
	Panasonic

	T1S-020355
	Withdrawn( CR to package1 clause 8.4 of TS34.123-1)
	Panasonic

	T1S-020454
	CR to package1 clause 8.4 of TS34.123-1 as T1S-020355rev1
	Panasonic

	CRs for TS 34.123-1 Clause 8: RRC – Package 2

	T1S-020356
	CR to package2 clause 8.1 of TS34.123-1
	Panasonic

	T1S-020357
	Withdrawn( CR to package2 clause 8.2 of TS34.123-1)
	Panasonic

	T1S-020409
	CR to 34.123-1 REL-5; Corrections to Clause 8.1.10 for Package 2 test cases (System Information).
	Ericsson

	T1S-020381
	CR to package2 clause 8.2 of TS34.123-1 as T1S-020357rev 1
	Panasonic

	T1S-020407
	CR to 34.123-1 REL-5; Corrections to clause 8.2.6 of Package 2 test cases (Phy Ch Reconfiguration)
	Ericsson

	T1S-020408
	CR to 34.123-1 REL-5; Corrections to clause 8.2.2 for Package 2 test cases (RB Reconfiguration)
	Ericsson

	T1S-020410
	CR to 34.123-1 REL-5; Corrections to clause 8.2.4 for Package 2 test cases (TrCH reconfiguration)
	Ericsson

	T1S-020461
	CR to package2 clause 8.3 of TS34.123-1 as T1S-020358rev1
	Panasonic

	T1S-020359
	Withdrawn( CR to package2 clause 8.4 of TS34.123-1)
	Panasonic

	T1S-020405
	CR to 34.123-1 REL-5; Corrections to clause 8.3.7.1- 8.3.7.4 for Package 2 test cases  (Inter System HO)
	Ericsson

	T1S-020382
	Withdrawn( Test cases for new RABs in TS34.123-1)
	Hatchison 3G

	T1S-020383
	CR to TS34.123-1 V5.0.1 : Update to GMM test cases
	SONY

	T1S-020404
	CR to 34.123-1 REL-5; Corrections to clause 8.3.1 for Package 2 test cases (Cell Update)
	Ericsson

	T1S-020411
	CR to 34.123-1 REL-5; Corrections to clause 8.3.2.X for Package 2 test cases (URA update)
	Ericsson

	T1S-020384
	CR to package2 clause 8.4 of TS34.123-1 as T1S-020359rev1
	Panasonic

	T1S-020406
	CR to 34.123-1 REL-5; Corrections to clause 8.4.1 for Package 2 test cases (Measurement)
	Ericsson

	CRs for TS 34.123-1 Clause 8: RRC – Non Package 1 and Package 2

	T1S-020360
	CR to non-package1&2 clause 8.1 of TS34.123-1
	Panasonic

	T1S-020469
	CR to non-package1&2 clause 8.2 of TS34.123-1 as T1S-020361rev1
	Panasonic

	T1S-020362
	CR to non-package1&2 clause 8.3 of TS34.123-1
	Panasonic

	T1S-020363
	CR to non-package1&2 clause 8.4 of TS34.123-1
	Panasonic

	T1S-020364
	CR to RRC applicability of TS34.123-2
	Panasonic

	T1S-020366
	Summary of CRs to cover TDD (3.84 Mcps and 1.28 Mcps TDD) 
	Siemens

	T1S-020367
	Section 6.1 Updates needed for Rel 99 TDD
	Siemens

	T1S-020368
	Section 6.1 Updates needed for Rel 4 (3.84 Mcps and 1.28 Mcps TDD)
	Siemens

	T1S-020369
	Section 9.2 Default message contents for RF TDD 99
	Siemens

	T1S-020370
	Section 9.2 Default message contents for RF TDD(3.84 Mcps and 1.28 Mcps)R4
	Siemens

	T1S-020372
	Applicability table update for RRC connection mobility procedure
	Siemens

	T1S-020373
	Reference Compressed mode pattern modified from T1S-020269r2
	Panasonic

	T1S-020374
	Withdrawn( Minor correction and editorial modifications in clause 11.2 PDP context modification procedure)
	NEC

	T1S-020375
	Withdrawn( Correction of applicability table for secondary PDP context activation test cases)
	NEC

	T1S-020376
	Withdrawn( Addition of ICS/IXIT statement in Secondary PDP context activation procedures)
	NEC

	T1S-020377
	Correction of test cases, section 7.2.2 in TS34.123-1
	Siemens

	T1S-020378
	Withdrawn( Update of RLC test method)
	Anritsu

	T1S-020379
	LS regarding TSG-G5 change requests to test cases that are thought to be of interest to T1
	ETSI MCC

	T1S-020380
	CR to default message contents of TS34.108 REL4 as T1S-020347rev 1
	Panasonic

	T1S-020385
	Correction to test case 6.1.2.8 Cell reselection : Equivalent PLMN
	Motorola

	T1S-020386
	Update of radio bearer test cases (section 14) as per new RB test method
	Motorola

	T1S-020387
	Withdrawn( New test for RAB 23c: Interactive or background / UL:32 DL:32 kbps / PS RAB +UL:3.4 DL:3.4 kbps SRBs for DCCH (40ms TTI))
	Motorola

	T1S-020388
	Correction to test case 14.2.38.2 Conversational / speech / UL:12.2 DL:12.2kbps / CS RAB + Interactive or background / UL:32 DL:8 kbps / PS RAB / (TC, 10 msTTI)
	Motorola

	T1S-020412
	CR to 34.123-1 REL-5; Corrections and modifications to clause 9 of Package 2 test cases (MM)
	Ericsson

	T1S-020413
	CR to 34.123-1 REL-5; Modifications and corrections to clause 12 of Package 2 test cases (GMM)
	Ericsson

	T1S-020414
	CR to 34.123-1 REL-5; Introduction of test cases for additional reference configuration on S-CCPCH and PRACH
	Ericsson

	T1S-020415
	Withdrawn (CR to 34.123-1 REL-5; Correction to clause 14 of Package 2 (RB test cases))
	Ericsson

	T1S-020416
	CR to 34.123-1 REL-5; Removal of test cases for unidirectional streaming CS RABs above 64 kbps
	Ericsson

	T1S-020417
	Withdrawn( CR to 34.123-1 REL-5; Corrections to package 3 RB test cases 14.2.4a and 14.2.7a)
	Ericsson

	T1S-020418
	CR to 34.123-1 REL-5; Corrections to package 3 RB test cases 14.2.43.1, 14.2.49.1 and 14.2.51.1.
	Ericsson

	T1S-020419
	CR to 34.123-1 REL-5; Clarification of package 1 and 2 RB test cases.
	Ericsson

	T1S-020420
	CR to 34.123-1 REL-5; Addition of details for package 3 RB test cases
	Ericsson

	T1S-020421
	CR to 34.123-2 REL-5; Removal of test cases for unidirectional streaming CS RABs above 64 kbps
	Ericsson

	T1S-020422
	CR to 34.123-2 REL-5; Correction of applicability of RLC test cases
	Ericsson

	T1S-020423
	CR to 34.123-2 REL-5; Update of applicability tables due to changed and new test cases.
	Ericsson

	T1S-020424
	34.123-3 V140
	ETSI, Task 160

	T1S-020425
	TTCN report July 02
	ETSI, Task 160

	T1S-020426
	Update ASP for TGPS short list
	ETSI, Task 160

	T1S-020427
	TTCN CRs
	ETSI, Task 160

	T1S-020428
	Update of RLC test method as T1S-020378rev1
	Anritsu

	T1S-020429
	CR to MM test case 
	Fijitsu

	T1S-020430
	Details of radio bearer tests in clause 14.4.4 Combinations on SCCPCH
	Nokia

	T1S-020431
	Applicability update of test case 14.4.4
	Nokia

	T1S-020432
	Clarification to applicability statements for interoperability Radio Bearer test cases
	Nokia

	T1S-020433
	Addition of ITU Band 3 reference test frequencies to Table 6.3
	ETSI, Task 160

	T1S-020434
	CR to 34.123-2, applicability for RLC test cases
	ETSI, Task 160

	T1S-020458
	Corrections to clause 8.4 as T1S-020390rev1
	Motorola

	T1S-020435
	CR to 34.123-1 clause 8 on editorial changes to table format
	ETSI MCC

	T1S-020436
	UE Positioning Signaling Test Aspect
	Qualcomm

	T1S-020437
	Withdrawn (Discussion paper on RB testing)
	Ericsson

	T1S-020480
	Additional test cases in clause 8 of TS34.123-1 as T1S-020365rev1
	Panasonic

	T1S-020438
	CR to 34.123-1 REL-5; Additional test case for timing re-initialised inter-frequency handover
	Ericsson

	T1S-020439
	New Tests for Radio Bearers 14.2.38d and 14.2.57
	mmO2

	T1S-020440
	CR to default message contents of TS34.108 R99 as T1S-020346rev1
	Panasonic

	T1S-020441
	Correction to SMS test cases in clause 16
	Denso

	T1S-020442
	CR to 34.108 R99; Removal of referense radio bearer configurations for unidirectional streaming CS RABa above 64 kbps
	Ericsson

	T1S-020443
	CR to 34.108 REL-4; Removal of referense radio bearer configurations for unidirectional streaming CS RABa above 64 kbps
	Ericsson

	T1S-020444
	CR to 34.123-1 REL-5; Correction to MAC clause 7.1.2.1
	Ericsson

	T1S-020445
	CR to 34123-1 REL-5 to correct TCs 7.1.1.2 and 7.1.1.8.doc
	Ericsson

	T1S-020446
	CR to 34.123-2 REL-5;  Correction to applicability table for MAC test cases
	Ericsson

	T1S-020447
	CR to 34.109 R99 Correction of figure 5.3.2.6.1.1
	Ericsson

	T1S-020448
	CR to 34.108 R99; Introduction of reference configurations on S-CCPCH and PRACH with two interactive PS domain RABs
	Ericsson

	T1S-020449
	Update of Conformance requirement in test case 11.1.1.1 as T1S-020344rev1
	NEC

	T1S-020450
	Clarifications in PDP Context deactivation test cases as T1S-020345rev1
	NEC

	T1S-020451
	Minor correction and editorial modifications in clause 11.2 PDP context modification procedure as T1S-020374rev1
	NEC

	T1S-020452
	Correction of applicability table for secondary PDP context activation test cases asT1S-020375rev1
	NEC

	T1S-020453
	Addition of ICS/IXIT statement in Secondary PDP context activation procedures asT1S=020376rev1
	NEC

	T1S-020455
	Test cases for new RABs in TS34.123-1 as T1S-020382rev1
	Hatchison 3G

	T1S-020456
	Withdrawn( New test for RAB 23c: Interactive or background / UL:32 DL:32 kbps / PS RAB +UL:3.4 DL:3.4 kbps SRBs for DCCH (40ms TTI) as T1S-020387rev1.)
	Motorola

	T1S-020457
	CR to correct errors in 12.9.11
	Nokia

	CRs for TS 34.123-1 Clause 9: MM

	T1S-020393
	Change to test case 8.4.1.31
	Nokia

	T1S-020394
	CR to 34.108, R99: Default message for RF tests
	Rohde&Schwarz

	T1S-020395
	CR to 34.108, Rel-4: Default messages for RF tests
	Rohde&Schwarz

	T1S-020396
	CR to 34.108 REL-99; Corrections related to SIB11, SIB12 and to the MEASUREMENT CONTROL message
	Ericsson

	T1S-020397
	CR to 34.108 REL-4; Corrections related to SIB11, SIB12 and to the MEASUREMENT CONTROL message
	Ericsson

	T1S-020398
	CR to 34.108 REL-4; Introduction of reference configurations on S-CCPCH and PRACH with two interactive PS domain RABs
	Ericsson

	T1S-020399
	CR to 34.108 REL-99; Alignment of reference configurations on S-CCPCH with default system information messages
	Ericsson

	T1S-020400
	CR to 34.108 REL-4; Alignment of reference configurations on S-CCPCH with default system information messages
	Ericsson

	T1S-020401
	CR to 34.123-1 REL-5; Corrections to clause 6 for Package 2 test cases  (Idle Mode)
	Ericsson

	T1S-020402
	CR to 34.123-1 REL-5; Corrections to clause 7.2 for Package 1 test cases  (RLC)
	Ericsson

	T1S-020403
	CR to 34.123-1 REL-5; Corrections to reference compressed mode pattern
	Ericsson

	T1S-020404
	CR to 34.123-1 REL-5; Corrections to clause 8.3.1 for Package 2 test cases (Cell Update)
	Ericsson

	T1S-020405
	CR to 34.123-1 REL-5; Corrections to clause 8.3.7.1- 8.3.7.4 for Package 2 test cases  (Inter System HO)
	Ericsson

	T1S-020406
	CR to 34.123-1 REL-5; Corrections to clause 8.4.1 for Package 2 test cases (Measurement)
	Ericsson

	T1S-020407
	CR to 34.123-1 REL-5; Corrections to clause 8.2.6 of Package 2 test cases (Phy Ch Reconfiguration)
	Ericsson

	T1S-020408
	CR to 34.123-1 REL-5; Corrections to clause 8.2.2 for Package 2 test cases (RB Reconfiguration)
	Ericsson

	T1S-020409
	CR to 34.123-1 REL-5; Corrections to Clause 8.1.10 for Package 2 test cases (System Information).
	Ericsson

	T1S-020410
	CR to 34.123-1 REL-5; Corrections to clause 8.2.4 for Package 2 test cases (TrCH reconfiguration)
	Ericsson

	T1S-020411
	CR to 34.123-1 REL-5; Corrections to clause 8.3.2.X for Package 2 test cases (URA update)
	Ericsson

	T1S-020412
	CR to 34.123-1 REL-5; Corrections and modifications to clause 9 of Package 2 test cases (MM)
	Ericsson

	T1S-020413
	CR to 34.123-1 REL-5; Modifications and corrections to clause 12 of Package 2 test cases (GMM)
	Ericsson

	T1S-020414
	CR to 34.123-1 REL-5; Introduction of test cases for additional reference configuration on S-CCPCH and PRACH
	Ericsson

	T1S-020415
	Withdrawn (CR to 34.123-1 REL-5; Correction to clause 14 of Package 2 (RB test cases))
	Ericsson

	T1S-020416
	CR to 34.123-1 REL-5; Removal of test cases for unidirectional streaming CS RABs above 64 kbps
	Ericsson

	T1S-020417
	Withdrawn( CR to 34.123-1 REL-5; Corrections to package 3 RB test cases 14.2.4a and 14.2.7a)
	Ericsson

	T1S-020418
	CR to 34.123-1 REL-5; Corrections to package 3 RB test cases 14.2.43.1, 14.2.49.1 and 14.2.51.1.
	Ericsson

	T1S-020419
	CR to 34.123-1 REL-5; Clarification of package 1 and 2 RB test cases.
	Ericsson

	T1S-020420
	CR to 34.123-1 REL-5; Addition of details for package 3 RB test cases
	Ericsson

	T1S-020421
	CR to 34.123-2 REL-5; Removal of test cases for unidirectional streaming CS RABs above 64 kbps
	Ericsson

	T1S-020422
	CR to 34.123-2 REL-5; Correction of applicability of RLC test cases
	Ericsson

	T1S-020423
	CR to 34.123-2 REL-5; Update of applicability tables due to changed and new test cases.
	Ericsson

	T1S-020424
	34.123-3 V140
	ETSI, Task 160

	T1S-020425
	TTCN report July 02
	ETSI, Task 160

	T1S-020426
	Update ASP for TGPS short list
	ETSI, Task 160

	T1S-020427
	TTCN CRs
	ETSI, Task 160

	T1S-020428
	Update of RLC test method as T1S-020378rev1
	Anritsu

	T1S-020474
	CR to MM test case as T1S-020429rev1
	Fujitsu

	CRs for TS 34.123-1 Clause 10: CC

	
	
	

	CRs for TS 34.123-1 Clause 11: SM

	T1S-020449
	Update of Conformance requirement in test case 11.1.1.1 as T1S-020344rev1
	NEC

	T1S-020450
	Clarifications in PDP Context deactivation test cases as T1S-020345rev1
	NEC

	T1S-020451
	Minor correction and editorial modifications in clause 11.2 PDP context modification procedure as T1S-020374rev1
	NEC

	T1S-020453
	Addition of ICS/IXIT statement in Secondary PDP context activation procedures asT1S=020376rev1
	NEC

	T1S-020472
	Editorial corrections in test case 11.2.3.1
	NEC

	T1S-020473
	Test case 11.1.2: Correction in 'Test Procedure'
	NEC

	CRs for TS 34.123-1 Clause 12: GMM

	T1S-020383
	CR to TS34.123-1 V5.0.1 : Update to GMM test cases
	SONY

	T1S-020384
	CR to package2 clause 8.4 of TS34.123-1 as T1S-020359rev1
	Panasonic

	T1S-020385
	Correction to test case 6.1.2.8 Cell reselection : Equivalent PLMN
	Motorola

	T1S-020386
	Update of radio bearer test cases (section 14) as per new RB test method
	Motorola

	T1S-020387
	Withdrawn( New test for RAB 23c: Interactive or background / UL:32 DL:32 kbps / PS RAB +UL:3.4 DL:3.4 kbps SRBs for DCCH (40ms TTI))
	Motorola

	T1S-020388
	Correction to test case 14.2.38.2 Conversational / speech / UL:12.2 DL:12.2kbps / CS RAB + Interactive or background / UL:32 DL:8 kbps / PS RAB / (TC, 10 msTTI)
	Motorola

	T1S-020389
	Correction to Inter-frequency measurement test cases (8.4.1.24, 8.4.1.25, 8.4.1.26).
	Motorola

	T1S-020390
	Withdrawn( Corrections to clause 8.4)
	Motorola

	T1S-020413
	CR to 34.123-1 REL-5; Modifications and corrections to clause 12 of Package 2 test cases (GMM)
	Ericsson

	T1S-020391
	Correction to test case 12.6.1.3.3 Authentication rejected by the UE / fraudulent network
	Motorola

	T1S-020392
	Correction to test case 9.3.2 Handling of IMSI shorter than the maximum length
	Motorola

	T1S-020393
	Change to test case 8.4.1.31
	Nokia

	T1S-020394
	CR to 34.108, R99: Default message for RF tests
	Rohde&Schwarz

	T1S-020395
	CR to 34.108, Rel-4: Default messages for RF tests
	Rohde&Schwarz

	T1S-020396
	CR to 34.108 REL-99; Corrections related to SIB11, SIB12 and to the MEASUREMENT CONTROL message
	Ericsson

	T1S-020397
	CR to 34.108 REL-4; Corrections related to SIB11, SIB12 and to the MEASUREMENT CONTROL message
	Ericsson

	T1S-020398
	CR to 34.108 REL-4; Introduction of reference configurations on S-CCPCH and PRACH with two interactive PS domain RABs
	Ericsson

	T1S-020399
	CR to 34.108 REL-99; Alignment of reference configurations on S-CCPCH with default system information messages
	Ericsson

	T1S-020400
	CR to 34.108 REL-4; Alignment of reference configurations on S-CCPCH with default system information messages
	Ericsson

	T1S-020401
	CR to 34.123-1 REL-5; Corrections to clause 6 for Package 2 test cases  (Idle Mode)
	Ericsson

	T1S-020402
	CR to 34.123-1 REL-5; Corrections to clause 7.2 for Package 1 test cases  (RLC)
	Ericsson

	T1S-020403
	CR to 34.123-1 REL-5; Corrections to reference compressed mode pattern
	Ericsson

	T1S-020404
	CR to 34.123-1 REL-5; Corrections to clause 8.3.1 for Package 2 test cases (Cell Update)
	Ericsson

	T1S-020405
	CR to 34.123-1 REL-5; Corrections to clause 8.3.7.1- 8.3.7.4 for Package 2 test cases  (Inter System HO)
	Ericsson

	T1S-020406
	CR to 34.123-1 REL-5; Corrections to clause 8.4.1 for Package 2 test cases (Measurement)
	Ericsson

	T1S-020407
	CR to 34.123-1 REL-5; Corrections to clause 8.2.6 of Package 2 test cases (Phy Ch Reconfiguration)
	Ericsson

	T1S-020408
	CR to 34.123-1 REL-5; Corrections to clause 8.2.2 for Package 2 test cases (RB Reconfiguration)
	Ericsson

	T1S-020409
	CR to 34.123-1 REL-5; Corrections to Clause 8.1.10 for Package 2 test cases (System Information).
	Ericsson

	T1S-020410
	CR to 34.123-1 REL-5; Corrections to clause 8.2.4 for Package 2 test cases (TrCH reconfiguration)
	Ericsson

	T1S-020411
	CR to 34.123-1 REL-5; Corrections to clause 8.3.2.X for Package 2 test cases (URA update)
	Ericsson

	T1S-020412
	CR to 34.123-1 REL-5; Corrections and modifications to clause 9 of Package 2 test cases (MM)
	Ericsson

	T1S-020414
	CR to 34.123-1 REL-5; Introduction of test cases for additional reference configuration on S-CCPCH and PRACH
	Ericsson

	T1S-020415
	Withdrawn (CR to 34.123-1 REL-5; Correction to clause 14 of Package 2 (RB test cases))
	Ericsson

	T1S-020416
	CR to 34.123-1 REL-5; Removal of test cases for unidirectional streaming CS RABs above 64 kbps
	Ericsson

	T1S-020417
	Withdrawn( CR to 34.123-1 REL-5; Corrections to package 3 RB test cases 14.2.4a and 14.2.7a)
	Ericsson

	T1S-020418
	CR to 34.123-1 REL-5; Corrections to package 3 RB test cases 14.2.43.1, 14.2.49.1 and 14.2.51.1.
	Ericsson

	T1S-020419
	CR to 34.123-1 REL-5; Clarification of package 1 and 2 RB test cases.
	Ericsson

	T1S-020420
	CR to 34.123-1 REL-5; Addition of details for package 3 RB test cases
	Ericsson

	T1S-020421
	CR to 34.123-2 REL-5; Removal of test cases for unidirectional streaming CS RABs above 64 kbps
	Ericsson

	T1S-020422
	CR to 34.123-2 REL-5; Correction of applicability of RLC test cases
	Ericsson

	T1S-020423
	CR to 34.123-2 REL-5; Update of applicability tables due to changed and new test cases.
	Ericsson

	T1S-020424
	34.123-3 V140
	ETSI, Task 160

	T1S-020425
	TTCN report July 02
	ETSI, Task 160

	T1S-020426
	Update ASP for TGPS short list
	ETSI, Task 160

	T1S-020427
	TTCN CRs
	ETSI, Task 160

	T1S-020428
	Update of RLC test method as T1S-020378rev1
	Anritsu

	T1S-020429
	CR to MM test case 
	Fijitsu

	T1S-020430
	Details of radio bearer tests in clause 14.4.4 Combinations on SCCPCH
	Nokia

	T1S-020431
	Applicability update of test case 14.4.4
	Nokia

	T1S-020432
	Clarification to applicability statements for interoperability Radio Bearer test cases
	Nokia

	T1S-020433
	Addition of ITU Band 3 reference test frequencies to Table 6.3
	ETSI, Task 160

	T1S-020434
	CR to 34.123-2, applicability for RLC test cases
	ETSI, Task 160

	T1S-020435
	CR to 34.123-1 clause 8 on editorial changes to table format
	ETSI MCC

	T1S-020436
	UE Positioning Signaling Test Aspect
	Qualcomm

	T1S-020437
	Withdrawn (Discussion paper on RB testing)
	Ericsson

	T1S-020438
	CR to 34.123-1 REL-5; Additional test case for timing re-initialised inter-frequency handover
	Ericsson

	T1S-020439
	New Tests for Radio Bearers 14.2.38d and 14.2.57
	mmO2

	T1S-020440
	CR to default message contents of TS34.108 R99 as T1S-020346rev1
	Panasonic

	T1S-020441
	Correction to SMS test cases in clause 16
	Denso

	T1S-020442
	CR to 34.108 R99; Removal of referense radio bearer configurations for unidirectional streaming CS RABa above 64 kbps
	Ericsson

	T1S-020443
	CR to 34.108 REL-4; Removal of referense radio bearer configurations for unidirectional streaming CS RABa above 64 kbps
	Ericsson

	T1S-020444
	CR to 34.123-1 REL-5; Correction to MAC clause 7.1.2.1
	Ericsson

	T1S-020445
	CR to 34123-1 REL-5 to correct TCs 7.1.1.2 and 7.1.1.8.doc
	Ericsson

	T1S-020446
	CR to 34.123-2 REL-5;  Correction to applicability table for MAC test cases
	Ericsson

	T1S-020447
	CR to 34.109 R99 Correction of figure 5.3.2.6.1.1
	Ericsson

	T1S-020448
	CR to 34.108 R99; Introduction of reference configurations on S-CCPCH and PRACH with two interactive PS domain RABs
	Ericsson

	T1S-020449
	Update of Conformance requirement in test case 11.1.1.1 as T1S-020344rev1
	NEC

	T1S-020450
	Clarifications in PDP Context deactivation test cases as T1S-020345rev1
	NEC

	T1S-020451
	Minor correction and editorial modifications in clause 11.2 PDP context modification procedure as T1S-020374rev1
	NEC

	T1S-020452
	Correction of applicability table for secondary PDP context activation test cases asT1S-020375rev1
	NEC

	T1S-020453
	Addition of ICS/IXIT statement in Secondary PDP context activation procedures asT1S=020376rev1
	NEC

	T1S-020454
	CR to package1 clause 8.4 of TS34.123-1 as T1S-020355rev1
	Panasonic

	T1S-020455
	Test cases for new RABs in TS34.123-1 as T1S-020382rev1
	Hatchison 3G

	T1S-020456
	Withdrawn( New test for RAB 23c: Interactive or background / UL:32 DL:32 kbps / PS RAB +UL:3.4 DL:3.4 kbps SRBs for DCCH (40ms TTI) as T1S-020387rev1.)
	Motorola

	T1S-020457
	CR to correct errors in 12.9.11
	Nokia

	CRs for TS 34.123-1 Clause 14: RAB test

	T1S-020386
	Update of radio bearer test cases (section 14) as per new RB test method
	Motorola

	T1S-020387
	Withdrawn( New test for RAB 23c: Interactive or background / UL:32 DL:32 kbps / PS RAB +UL:3.4 DL:3.4 kbps SRBs for DCCH (40ms TTI))
	Motorola

	T1S-020388
	Correction to test case 14.2.38.2 Conversational / speech / UL:12.2 DL:12.2kbps / CS RAB + Interactive or background / UL:32 DL:8 kbps / PS RAB / (TC, 10 msTTI)
	Motorola

	T1S-020389
	Correction to Inter-frequency measurement test cases (8.4.1.24, 8.4.1.25, 8.4.1.26).
	Motorola

	T1S-020390
	Withdrawn( Corrections to clause 8.4)
	Motorola

	T1S-020391
	Correction to test case 12.6.1.3.3 Authentication rejected by the UE / fraudulent network
	Motorola

	T1S-020392
	Correction to test case 9.3.2 Handling of IMSI shorter than the maximum length
	Motorola

	T1S-020393
	Change to test case 8.4.1.31
	Nokia

	T1S-020394
	CR to 34.108, R99: Default message for RF tests
	Rohde&Schwarz

	T1S-020395
	CR to 34.108, Rel-4: Default messages for RF tests
	Rohde&Schwarz

	T1S-020396
	CR to 34.108 REL-99; Corrections related to SIB11, SIB12 and to the MEASUREMENT CONTROL message
	Ericsson

	T1S-020397
	CR to 34.108 REL-4; Corrections related to SIB11, SIB12 and to the MEASUREMENT CONTROL message
	Ericsson

	T1S-020398
	CR to 34.108 REL-4; Introduction of reference configurations on S-CCPCH and PRACH with two interactive PS domain RABs
	Ericsson

	T1S-020399
	CR to 34.108 REL-99; Alignment of reference configurations on S-CCPCH with default system information messages
	Ericsson

	T1S-020400
	CR to 34.108 REL-4; Alignment of reference configurations on S-CCPCH with default system information messages
	Ericsson

	T1S-020401
	CR to 34.123-1 REL-5; Corrections to clause 6 for Package 2 test cases  (Idle Mode)
	Ericsson

	T1S-020402
	CR to 34.123-1 REL-5; Corrections to clause 7.2 for Package 1 test cases  (RLC)
	Ericsson

	T1S-020403
	CR to 34.123-1 REL-5; Corrections to reference compressed mode pattern
	Ericsson

	T1S-020404
	CR to 34.123-1 REL-5; Corrections to clause 8.3.1 for Package 2 test cases (Cell Update)
	Ericsson

	T1S-020405
	CR to 34.123-1 REL-5; Corrections to clause 8.3.7.1- 8.3.7.4 for Package 2 test cases  (Inter System HO)
	Ericsson

	T1S-020406
	CR to 34.123-1 REL-5; Corrections to clause 8.4.1 for Package 2 test cases (Measurement)
	Ericsson

	T1S-020407
	CR to 34.123-1 REL-5; Corrections to clause 8.2.6 of Package 2 test cases (Phy Ch Reconfiguration)
	Ericsson

	T1S-020408
	CR to 34.123-1 REL-5; Corrections to clause 8.2.2 for Package 2 test cases (RB Reconfiguration)
	Ericsson

	T1S-020409
	CR to 34.123-1 REL-5; Corrections to Clause 8.1.10 for Package 2 test cases (System Information).
	Ericsson

	T1S-020410
	CR to 34.123-1 REL-5; Corrections to clause 8.2.4 for Package 2 test cases (TrCH reconfiguration)
	Ericsson

	T1S-020411
	CR to 34.123-1 REL-5; Corrections to clause 8.3.2.X for Package 2 test cases (URA update)
	Ericsson

	T1S-020412
	CR to 34.123-1 REL-5; Corrections and modifications to clause 9 of Package 2 test cases (MM)
	Ericsson

	T1S-020413
	CR to 34.123-1 REL-5; Modifications and corrections to clause 12 of Package 2 test cases (GMM)
	Ericsson

	T1S-020482
	CR to 34.123-1 REL-5; Introduction of test cases for additional reference configuration on S-CCPCH and PRACH as T1S-020482rev1
	Ericsson

	T1S-020416
	CR to 34.123-1 REL-5; Removal of test cases for unidirectional streaming CS RABs above 64 kbps
	Ericsson

	T1S-020417
	Withdrawn( CR to 34.123-1 REL-5; Corrections to package 3 RB test cases 14.2.4a and 14.2.7a)
	Ericsson

	T1S-020477
	CR to 34.123-1 REL-5; Corrections to package 3 RB test cases 14.2.43.1, 14.2.49.1 and 14.2.51.1 as T1S-020418rev1
	Ericsson

	T1S-020463
	CR to 34.123-1 REL-5; Clarification of package 1 and 2 RB test cases as T1S-020419rev1.
	Ericsson

	T1S-020478
	CR to 34.123-1 REL-5; Addition of details for package 3 RB test cases as T1S-020420rev1
	Ericsson

	T1S-020421
	CR to 34.123-2 REL-5; Removal of test cases for unidirectional streaming CS RABs above 64 kbps
	Ericsson

	T1S-020422
	CR to 34.123-2 REL-5; Correction of applicability of RLC test cases
	Ericsson

	T1S-020423
	CR to 34.123-2 REL-5; Update of applicability tables due to changed and new test cases.
	Ericsson

	T1S-020424
	34.123-3 V140
	ETSI, Task 160

	T1S-020425
	TTCN report July 02
	ETSI, Task 160

	T1S-020426
	Update ASP for TGPS short list
	ETSI, Task 160

	T1S-020427
	TTCN CRs
	ETSI, Task 160

	T1S-020428
	Update of RLC test method as T1S-020378rev1
	Anritsu

	T1S-020429
	CR to MM test case 
	Fijitsu

	T1S-020430
	Details of radio bearer tests in clause 14.4.4 Combinations on SCCPCH
	Nokia

	T1S-020431
	Applicability update of test case 14.4.4
	Nokia

	T1S-020432
	Clarification to applicability statements for interoperability Radio Bearer test cases
	Nokia

	T1S-020433
	Addition of ITU Band 3 reference test frequencies to Table 6.3
	ETSI, Task 160

	T1S-020434
	CR to 34.123-2, applicability for RLC test cases
	ETSI, Task 160

	T1S-020435
	CR to 34.123-1 clause 8 on editorial changes to table format
	ETSI MCC

	T1S-020436
	UE Positioning Signaling Test Aspect
	Qualcomm

	T1S-020437
	Withdrawn (Discussion paper on RB testing)
	Ericsson

	T1S-020438
	CR to 34.123-1 REL-5; Additional test case for timing re-initialised inter-frequency handover
	Ericsson

	T1S-020464
	New Tests for Radio Bearers 14.2.38d and 14.2.57 as T1S-020439rev1
	mmO2

	T1S-020440
	CR to default message contents of TS34.108 R99 as T1S-020346rev1
	Panasonic

	T1S-020441
	Correction to SMS test cases in clause 16
	Denso

	T1S-020442
	CR to 34.108 R99; Removal of reference radio bearer configurations for unidirectional streaming CS RABa above 64 kbps
	Ericsson

	T1S-020443
	CR to 34.108 REL-4; Removal of reference radio bearer configurations for unidirectional streaming CS RAB above 64 kbps
	Ericsson

	T1S-020444
	CR to 34.123-1 REL-5; Correction to MAC clause 7.1.2.1
	Ericsson

	T1S-020445
	CR to 34123-1 REL-5 to correct TCs 7.1.1.2 and 7.1.1.8.doc
	Ericsson

	T1S-020446
	CR to 34.123-2 REL-5;  Correction to applicability table for MAC test cases
	Ericsson

	T1S-020447
	CR to 34.109 R99 Correction of figure 5.3.2.6.1.1
	Ericsson

	T1S-020448
	CR to 34.108 R99; Introduction of reference configurations on S-CCPCH and PRACH with two interactive PS domain RABs
	Ericsson

	T1S-020449
	Update of Conformance requirement in test case 11.1.1.1 as T1S-020344rev1
	NEC

	T1S-020450
	Clarifications in PDP Context deactivation test cases as T1S-020345rev1
	NEC

	T1S-020451
	Minor correction and editorial modifications in clause 11.2 PDP context modification procedure as T1S-020374rev1
	NEC

	T1S-020452
	Correction of applicability table for secondary PDP context activation test cases asT1S-020375rev1
	NEC

	T1S-020453
	Addition of ICS/IXIT statement in Secondary PDP context activation procedures asT1S=020376rev1
	NEC

	T1S-020454
	CR to package1 clause 8.4 of TS34.123-1 as T1S-020355rev1
	Panasonic

	T1S-020455
	Test cases for new RABs in TS34.123-1 as T1S-020382rev1
	Hutchison 3G

	T1S-020456
	Withdrawn( New test for RAB 23c: Interactive or background / UL:32 DL:32 kbps / PS RAB +UL:3.4 DL:3.4 kbps SRBs for DCCH (40ms TTI) as T1S-020387rev1.)
	Motorola

	T1S-020457
	CR to correct errors in 12.9.11
	Nokia

	T1S-020458
	Corrections to clause 8.4 as T1S-020390rev1
	Motorola

	T1S-020459
	New test for RAB 23c: Interactive or background / UL:32 DL:32 kbps / PS RAB +UL:3.4 DL:3.4 kbps SRBs for DCCH (40ms TTI) as T1S-020456rev1.
	Motorola

	T1S-020460
	CR to 34.123-1 REL-5; Corrections to package 3 RB test cases 14.2.4a and 14.2.7a as T1S-020417rev1
	Ericsson

	CRs for TS 34.123-1 Other clauses

	T1S-020471
	Correction to SMS test cases in clause 16 as T1S-020441rev1
	Denso

	T1S-020436
	UE Positioning Signaling Test Aspect
	Qualcomm

	CRs for TS 34.123-2

	T1S-020446
	CR to 34.123-2 REL-5;  Correction to applicability table for MAC test cases
	Ericsson

	T1S-020422
	CR to 34.123-2 REL-5; Correction of applicability of RLC test cases
	Ericsson

	T1S-020434
	CR to 34.123-2, applicability for RLC test cases
	ETSI, Task 160

	T1S-020481
	CR to RRC applicability of TS34.123-2 as T1S-020364rev1
	Panasonic

	T1S-020365
	Additional test cases in clause 8 of TS34.123-1
	Panasonic

	T1S-020366
	Summary of CRs to cover TDD (3.84 Mcps and 1.28 Mcps TDD) 
	Siemens

	T1S-020367
	Section 6.1 Updates needed for Rel 99 TDD
	Siemens

	T1S-020368
	Section 6.1 Updates needed for Rel 4 (3.84 Mcps and 1.28 Mcps TDD)
	Siemens

	T1S-020369
	Section 9.2 Default message contents for RF TDD 99
	Siemens

	T1S-020370
	Section 9.2 Default message contents for RF TDD(3.84 Mcps and 1.28 Mcps)R4
	Siemens

	T1S-020371
	Section 8.3 RRC connection mobility procedure TDD
	Siemens

	T1S-020373
	Reference Compressed mode pattern modified from T1S-020269r2
	Panasonic

	T1S-020374
	Withdrawn( Minor correction and editorial modifications in clause 11.2 PDP context modification procedure)
	NEC

	T1S-020375
	Withdrawn( Correction of applicability table for secondary PDP context activation test cases)
	NEC

	T1S-020376
	Withdrawn( Addition of ICS/IXIT statement in Secondary PDP context activation procedures)
	NEC

	T1S-020377
	Correction of test cases, section 7.2.2 in TS34.123-1
	Siemens

	T1S-020378
	Withdrawn( Update of RLC test method)
	Anritsu

	T1S-020379
	LS regarding TSG-G5 change requests to test cases that are thought to be of interest to T1
	ETSI MCC

	T1S-020380
	CR to default message contents of TS34.108 REL4 as T1S-020347rev 1
	Panasonic

	T1S-020381
	CR to package2 clause 8.2 of TS34.123-1 as T1S-020357rev 1
	Panasonic

	T1S-020382
	Withdrawn( Test cases for new RABs in TS34.123-1)
	Hatchison 3G

	T1S-020383
	CR to TS34.123-1 V5.0.1 : Update to GMM test cases
	SONY

	T1S-020384
	CR to package2 clause 8.4 of TS34.123-1 as T1S-020359rev1
	Panasonic

	T1S-020385
	Correction to test case 6.1.2.8 Cell reselection : Equivalent PLMN
	Motorola

	T1S-020386
	Update of radio bearer test cases (section 14) as per new RB test method
	Motorola

	T1S-020387
	Withdrawn( New test for RAB 23c: Interactive or background / UL:32 DL:32 kbps / PS RAB +UL:3.4 DL:3.4 kbps SRBs for DCCH (40ms TTI))
	Motorola

	T1S-020388
	Correction to test case 14.2.38.2 Conversational / speech / UL:12.2 DL:12.2kbps / CS RAB + Interactive or background / UL:32 DL:8 kbps / PS RAB / (TC, 10 msTTI)
	Motorola

	T1S-020389
	Correction to Inter-frequency measurement test cases (8.4.1.24, 8.4.1.25, 8.4.1.26).
	Motorola

	T1S-020390
	Withdrawn( Corrections to clause 8.4)
	Motorola

	T1S-020391
	Correction to test case 12.6.1.3.3 Authentication rejected by the UE / fraudulent network
	Motorola

	T1S-020392
	Correction to test case 9.3.2 Handling of IMSI shorter than the maximum length
	Motorola

	T1S-020393
	Change to test case 8.4.1.31
	Nokia

	T1S-020394
	CR to 34.108, R99: Default message for RF tests
	Rohde&Schwarz

	T1S-020395
	CR to 34.108, Rel-4: Default messages for RF tests
	Rohde&Schwarz

	T1S-020396
	CR to 34.108 REL-99; Corrections related to SIB11, SIB12 and to the MEASUREMENT CONTROL message
	Ericsson

	T1S-020397
	CR to 34.108 REL-4; Corrections related to SIB11, SIB12 and to the MEASUREMENT CONTROL message
	Ericsson

	T1S-020398
	CR to 34.108 REL-4; Introduction of reference configurations on S-CCPCH and PRACH with two interactive PS domain RABs
	Ericsson

	T1S-020399
	CR to 34.108 REL-99; Alignment of reference configurations on S-CCPCH with default system information messages
	Ericsson

	T1S-020400
	CR to 34.108 REL-4; Alignment of reference configurations on S-CCPCH with default system information messages
	Ericsson

	T1S-020401
	CR to 34.123-1 REL-5; Corrections to clause 6 for Package 2 test cases  (Idle Mode)
	Ericsson

	T1S-020402
	CR to 34.123-1 REL-5; Corrections to clause 7.2 for Package 1 test cases  (RLC)
	Ericsson

	T1S-020403
	CR to 34.123-1 REL-5; Corrections to reference compressed mode pattern
	Ericsson

	T1S-020404
	CR to 34.123-1 REL-5; Corrections to clause 8.3.1 for Package 2 test cases (Cell Update)
	Ericsson

	T1S-020405
	CR to 34.123-1 REL-5; Corrections to clause 8.3.7.1- 8.3.7.4 for Package 2 test cases  (Inter System HO)
	Ericsson

	T1S-020406
	CR to 34.123-1 REL-5; Corrections to clause 8.4.1 for Package 2 test cases (Measurement)
	Ericsson

	T1S-020407
	CR to 34.123-1 REL-5; Corrections to clause 8.2.6 of Package 2 test cases (Phy Ch Reconfiguration)
	Ericsson

	T1S-020408
	CR to 34.123-1 REL-5; Corrections to clause 8.2.2 for Package 2 test cases (RB Reconfiguration)
	Ericsson

	T1S-020409
	CR to 34.123-1 REL-5; Corrections to Clause 8.1.10 for Package 2 test cases (System Information).
	Ericsson

	T1S-020410
	CR to 34.123-1 REL-5; Corrections to clause 8.2.4 for Package 2 test cases (TrCH reconfiguration)
	Ericsson

	T1S-020411
	CR to 34.123-1 REL-5; Corrections to clause 8.3.2.X for Package 2 test cases (URA update)
	Ericsson

	T1S-020412
	CR to 34.123-1 REL-5; Corrections and modifications to clause 9 of Package 2 test cases (MM)
	Ericsson

	T1S-020413
	CR to 34.123-1 REL-5; Modifications and corrections to clause 12 of Package 2 test cases (GMM)
	Ericsson

	T1S-020414
	CR to 34.123-1 REL-5; Introduction of test cases for additional reference configuration on S-CCPCH and PRACH
	Ericsson

	T1S-020415
	Withdrawn (CR to 34.123-1 REL-5; Correction to clause 14 of Package 2 (RB test cases))
	Ericsson

	T1S-020416
	CR to 34.123-1 REL-5; Removal of test cases for unidirectional streaming CS RABs above 64 kbps
	Ericsson

	T1S-020417
	Withdrawn( CR to 34.123-1 REL-5; Corrections to package 3 RB test cases 14.2.4a and 14.2.7a)
	Ericsson

	T1S-020418
	CR to 34.123-1 REL-5; Corrections to package 3 RB test cases 14.2.43.1, 14.2.49.1 and 14.2.51.1.
	Ericsson

	T1S-020419
	CR to 34.123-1 REL-5; Clarification of package 1 and 2 RB test cases.
	Ericsson

	T1S-020420
	CR to 34.123-1 REL-5; Addition of details for package 3 RB test cases
	Ericsson

	T1S-020421
	CR to 34.123-2 REL-5; Removal of test cases for unidirectional streaming CS RABs above 64 kbps
	Ericsson

	T1S-020423
	CR to 34.123-2 REL-5; Update of applicability tables due to changed and new test cases.
	Ericsson

	T1S-020424
	34.123-3 V140
	ETSI, Task 160

	T1S-020425
	TTCN report July 02
	ETSI, Task 160

	T1S-020426
	Update ASP for TGPS short list
	ETSI, Task 160

	T1S-020427
	TTCN CRs
	ETSI, Task 160

	T1S-020428
	Update of RLC test method as T1S-020378rev1
	Anritsu

	T1S-020429
	CR to MM test case 
	Fijitsu

	T1S-020430
	Details of radio bearer tests in clause 14.4.4 Combinations on SCCPCH
	Nokia

	T1S-020433
	Addition of ITU Band 3 reference test frequencies to Table 6.3
	ETSI, Task 160

	T1S-020435
	CR to 34.123-1 clause 8 on editorial changes to table format
	ETSI MCC

	T1S-020436
	UE Positioning Signaling Test Aspect
	Qualcomm

	T1S-020437
	Withdrawn (Discussion paper on RB testing)
	Ericsson

	T1S-020438
	CR to 34.123-1 REL-5; Additional test case for timing re-initialised inter-frequency handover
	Ericsson

	T1S-020439
	New Tests for Radio Bearers 14.2.38d and 14.2.57
	mmO2

	T1S-020440
	CR to default message contents of TS34.108 R99 as T1S-020346rev1
	Panasonic

	T1S-020441
	Correction to SMS test cases in clause 16
	Denso

	T1S-020442
	CR to 34.108 R99; Removal of referense radio bearer configurations for unidirectional streaming CS RABa above 64 kbps
	Ericsson

	T1S-020443
	CR to 34.108 REL-4; Removal of referense radio bearer configurations for unidirectional streaming CS RABa above 64 kbps
	Ericsson

	T1S-020444
	CR to 34.123-1 REL-5; Correction to MAC clause 7.1.2.1
	Ericsson

	T1S-020445
	CR to 34123-1 REL-5 to correct TCs 7.1.1.2 and 7.1.1.8.doc
	Ericsson

	T1S-020447
	CR to 34.109 R99 Correction of figure 5.3.2.6.1.1
	Ericsson

	T1S-020448
	CR to 34.108 R99; Introduction of reference configurations on S-CCPCH and PRACH with two interactive PS domain RABs
	Ericsson

	T1S-020449
	Update of Conformance requirement in test case 11.1.1.1 as T1S-020344rev1
	NEC

	T1S-020450
	Clarifications in PDP Context deactivation test cases as T1S-020345rev1
	NEC

	T1S-020451
	Minor correction and editorial modifications in clause 11.2 PDP context modification procedure as T1S-020374rev1
	NEC

	T1S-020470
	Correction of applicability table for secondary PDP context activation test cases asT1S-020452rev1
	NEC

	T1S-020431
	Applicability update of test case 14.4.4
	Nokia

	T1S-020432
	Clarification to applicability statements for interoperability Radio Bearer test cases
	Nokia

	TTCN Issues

	T1S-020424
	34.123-3 V140
	ETSI, Task 160

	T1S-020425
	TTCN report July 02
	ETSI, Task 160

	T1S-020426
	Update ASP for TGPS short list
	ETSI, Task 160

	T1S-020427
	TTCN CRs
	ETSI, Task 160

	T1S-020428
	Update of RLC test method as T1S-020378rev1
	Anritsu

	CRs for support of TDD

	T1S-020367
	Section 6.1 Updates needed for Rel 99 TDD
	Siemens

	T1S-020368
	Section 6.1 Updates needed for Rel 4 (3.84 Mcps and 1.28 Mcps TDD)
	Siemens

	T1S-020368
	Section 6.1 Updates needed for Rel 4 (3.84 Mcps and 1.28 Mcps TDD)
	Siemens

	T1S-020369
	Section 9.2 Default message contents for RF TDD 99
	Siemens

	T1S-020369
	Section 9.2 Default message contents for RF TDD 99
	Siemens

	T1S-020370
	Section 9.2 Default message contents for RF TDD(3.84 Mcps and 1.28 Mcps)R4
	Siemens

	T1S-020371
	Section 8.3 RRC connection mobility procedure TDD
	Siemens

	T1S-020372
	Applicability table update for RRC connection mobility procedure
	Siemens

	Outgoing Liaison statements

	
	
	

	Postponed items

	
	
	


