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The joint SMG4 MExE / 3GPP T2 MExE meeting has considered the report and LS from the Applications and Automatic Execution Workshop.

The group is in broad agreement with the principles and requirements outlined, and has come to the following conclusions:-

1. MExE Release 98 support of requirements

Despite the late stage of the release year, MExE will incorporate many of the requirements into MExE Release 98 Stage 2.  Those requirements which cannot be, or can only be partially, implemented are explicitly identified in this LS.

2. Traceability

MExE cannot support network traceability of application-initiated connections until the signalling support is provided.  On the assumption that this will form part of Release 99, this requirement should be an input into the MExE Stage 1 to be generated by 3GPP SA1.

3. Format of application identity additional information field

It is suggested that a free format field of at least 32 characters is provided.  A refinement of this field may be suggested as part of MExE Release 99 work.

a) User Control and Security

b) Changing settings

c) It is noted that some settings for an application/applet may not be possible to be changed without re-installing the application/applet (if at all).  Many applications/applets will be obtained from outside the mobile telecommunications industry, and thus outside the control/influence of ETSI/3GPP standardisation.

d) Permissions to make automatic calls

Option i) the application is not allowed to make any calls is supported in Release 98.

Option ii) the application is allowed to make calls but the mobile must ask before a call is made is supported in Release 98 (there is a category of permissions/privileges which requires user permission).

e) Option iii) the application is allowed to make any calls without the mobile asking permission is supported in Release 98.

f) Recording of connection details

g) A minimum of the last call (manufacturer-defined format) is supported in Release 98.

h) Granularity of call authorisation and journalling of calls

The requirements have yet to be completed for this area.

SMG4 / 3GPP T2 MExE would advise that specification work is ongoing for Release 98, and further support for the Applications and Automatic Execution Workshop’s requirements will be considered as part of MExE Release 99.

