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4.5	User profile


The user profile (which may consist of one or more user profiles for a user) contains the characterisation of the MExE MS as defined by the user and service provider. The user profile is not unique to the MExE MS, and this clause identifies the usage and content of the user profile from a MExE perspective only, and does not identify the generic support of user profiles in general.  Refer to UMTS 22.01 [14] for further details on the user profile.


4.5.1	Location of, access to, and security of, the user profile


As multiple user profiles may be defined, the user is able to set up or receive calls/connections associated with different user profiles simultaneously by securely activating a user profile (with each user profile being associated with at least one unique address).  Refer to the Security clause for further details on user profile activation.


The user’s characterisation of the MExE MS in the user profile may be modified at any time by the user and the service provider, and changes affected at the earliest possible opportunity. Refer to the Security clause for further details of user and service provider modification of a user profile.


The security clause shall apply to all user profiles


The user profile is securely managed by the MExE MS as defined in the Security clause, and stored in a secure area (i.e the SIM or the ME) of the MExE MS.  The service provider may also retain parts of the user profile in the network.


4.5.2	User profile and capability negotiation relationship


The user profile contains the user preferences, which are supported  by the terminal as good as possible regarding its capabilities. If those capabilities will change, the support of the profile entries will also change. As the capability negotiation is driven by the support of the user profile, the MSE will serve a  MExE terminal with the lowest common denominator of the users preferences, the terminal capabilities and the provided service characteristics.
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Figure  �seq Figure_ \* ARABISCH �Error! Unknown switch argument.1�: Model of user profile and capability relationship


4.5.32	Characteristics of the user profile

















