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This input paper contains a list of things to be discussed regarding the 3GPP 33.101 “UICC Physical and Logical Characteristics” document at the ad-hoc meeting.

A general comment regarding the ad-hoc effort on 3GPP 33.101 is to investigate the revision marks in T3z99004 with special focus on the items listed below:

From the unofficial meeting report the following items needs to be addressed:

“-
is there a need to define a security environment?

-
what should be contents and coding of historical bytes?

-
should extended addressing be supported?

-
should the APDU format in table 9.1 in T3-99107 be used ?

-
Table 9.4: GSM commands begin with AX. Should the 3GPP commands start with 0X where appropriate?

-
should future commands be coded according to ISO/IEC (0X) or GSM (AX)?

· what is the impact of logical channels on existing card platforms? Card manufacturers are requested to check this issue.

Within the splinter group, two particular action items were recorded. Schlumberger undertook to produce an input paper on the linking of USIM and GSM applications and sharing of EFs. Nokia undertook to produce an input paper on memory organisation scenarios based on figures 5.1 and 5.2 in T3-99107.”

The following new items have been identified:

· Comparing T3z99004 with GSM 11.11 some relevant information may be missing, namely the peer information that is in GSM 11.11 ch.8 the overall description of the functionality of the commands – should this be included as well in 3GPP 33.101?.

· Generally the terminology should be clarified. It should be noted that if the document is to be used as a generic document for both GSM and 3G then the term UICC might be incorrect.

· If the document is to be considered as a base document for GSM also then it is needed to identify from which release of GSM phase 2+ we will make the split – it could be release 99!

· As further elaboration’s on the above should 5V be mentioned in 3GPP 33.101?

