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	Reason for change:
	JobType is included in MdtConfiguration, with the description:

This IE shall indicate the Job type for MDT, see 3GPP TS 32.422 [19].

But the following Job types are also defined:

"TRACE_ONLY"
"RLF_REPORTS_ONLY"
"LOGGED_MBSFN_MDT"

Based on the definition in clause 5.9a of 3GPP TS 32.422, "RLF_REPORTS_ONLY" and "LOGGED_MBSFN_MDT" are only related to management based trace activation, not needed in signalling based trace activation:
NOTE 1:	The Job type "RLF reports only" and "RCEF reports only" are applicable only in management based trace activation in E-UTRAN. 
"TRACE_ONLY" is not related to MDT. It shall be included in TraceData data type.

It is proposed to remove the unused Job Types and include jobType in TraceData.

	
	

	Summary of change:
	Remove "RLF_REPORTS_ONLY" and "LOGGED_MBSFN_MDT" from JobType
Include jobType in TraceData.
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	Incorrect definition may cause different implementation

	
	

	Clauses affected:
	5.6.3.3, 5.6.4.1, A.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This contribution introduces backward compatible corrections to the following YAML files:
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TS29571_CommonData.yaml.

	
	

	This CR's revision history:
	



Page 1



* * * First Change * * * *

[bookmark: _Toc27592906][bookmark: _Toc43026147][bookmark: _Toc49763681][bookmark: _Toc56754377][bookmark: _Toc88743164][bookmark: _Toc101254076][bookmark: _Toc101254515][bookmark: _Toc104112227][bookmark: _Toc104192404][bookmark: _Toc104192968][bookmark: _Toc133336354][bookmark: _Toc143984850][bookmark: _Toc144147627][bookmark: _Toc153885431][bookmark: _Toc161915295]5.6.3.3	Enumeration: JobType
The enumeration JobType defines Job Type in the trace. See 3GPP TS 32.422 [19] for further description of the values. It shall comply with the provisions defined in table 5.6.3.3-1.
Table 5.6.3.3-1: Enumeration JobType
	Enumeration value
	Description

	"IMMEDIATE_MDT_ONLY"
	Immediate MDT only

	"LOGGED_MDT_ONLY"
	Logged MDT only

	"TRACE_ONLY"
	Trace only

	"IMMEDIATE_MDT_AND_TRACE"
	Immediate MDT and Trace

	"RLF_REPORTS_ONLY"
	RLF reports only

	"RCEF_REPORTS_ONLY"
	RCEF reports only

	"LOGGED_MBSFN_MDT"
	Logged MBSFN MDT



* * * Next Change * * * *

[bookmark: _Toc24925916][bookmark: _Toc24926094][bookmark: _Toc24926270][bookmark: _Toc33964130][bookmark: _Toc33980897][bookmark: _Toc36462698][bookmark: _Toc36462894][bookmark: _Toc43026162][bookmark: _Toc49763696][bookmark: _Toc56754396][bookmark: _Toc88743183][bookmark: _Toc101254095][bookmark: _Toc101254534][bookmark: _Toc104112246][bookmark: _Toc104192423][bookmark: _Toc104192987][bookmark: _Toc133336373][bookmark: _Toc143984871][bookmark: _Toc144147648][bookmark: _Toc153885452][bookmark: _Toc161915316]5.6.4.1	Type: TraceData
Table 5.6.4.1-1: Definition of type TraceData
	Attribute name
	Data type
	P
	Cardinality
	Description

	traceRef
	string
	M
	1
	Trace Reference (see 3GPP TS 32.422 [19]).

It shall be encoded as the concatenation of MCC, MNC and Trace ID as follows:
<MCC><MNC>-<Trace ID>

The Trace ID shall be encoded as a 3 octet string in hexadecimal representation. Each character in the Trace ID string shall take a value of "0" to "9", "a" to "f" or "A" to "F" and shall represent 4 bits. The most significant character representing the 4 most significant bits of the Trace ID shall appear first in the string, and the character representing the 4 least significant bit of the Trace ID shall appear last in the string.

Pattern: '^[0-9]{3}[0-9]{2,3}-[A-Fa-f0-9]{6}$'


	traceDepth
	TraceDepth
	M
	1
	Trace Depth (see 3GPP TS 32.422 [19]).

	neTypeList
	string
	M
	1
	List of NE Types (see 3GPP TS 32.422 [19]).

It shall be encoded as an octet string in hexadecimal representation. Each character in the string shall take a value of "0" to "9", "a" to "f" or "A" to "F" and shall represent 4 bits. The most significant character representing the 4 most significant bits shall appear first in the string, and the character representing the 4 least significant bit shall appear last in the string.

Octets shall be coded according to 3GPP TS 32.422 [19].

Pattern: '^[A-Fa-f0-9]+$'


	eventList
	string
	M
	1
	Triggering events (see 3GPP TS 32.422 [19]).

It shall be encoded as an octet string in hexadecimal representation. Each character in the string shall take a value of "0" to "9", "a" to "f" or "A" to "F" and shall represent 4 bits. The most significant character representing the 4 most significant bits shall appear first in the string, and the character representing the 4 least significant bit shall appear last in the string.

Octets shall be coded according to 3GPP TS 32.422 [19].

Pattern: '^[A-Fa-f0-9]+$'


	collectionEntityIpv4Addr
	Ipv4Addr
	C
	0..1
	IPv4 Address of the Trace Collection Entity (see 3GPP TS 32.422 [19].
At least one of the collectionEntityIpv4Addr or collectionEntityIpv6Addr attributes shall be present.

	collectionEntityIpv6Addr
	Ipv6Addr
	C
	0..1
	IPv6 Address of the Trace Collection Entity (see 3GPP TS 32.422 [19].
At least one of the collectionEntityIpv4Addr or collectionEntityIpv6Addr attributes shall be present.

	traceReportingConsumerUri
	Uri
	O
	0..1
	URI of the Trace Reporting Consumer (see 3GPP TS 32.422 [19]).


	interfaceList
	string
	O
	0..1
	List of Interfaces (see 3GPP TS 32.422 [19]).

It shall be encoded as an octet string in hexadecimal representation. Each character in the string shall take a value of "0" to "9", "a" to "f" or "A" to "F" and shall represent 4 bits. The most significant character representing the 4 most significant bits shall appear first in the string, and the character representing the 4 least significant bit shall appear last in the string.

Octets shall be coded according to 3GPP TS 32.422 [19].

If this attribute is not present, all the interfaces applicable to the list of NE types indicated in the neTypeList attribute should be traced.

Pattern: '^[A-Fa-f0-9]+$'


	jobType
	JobType
	C
	0..1
	This IE shall be present if it is available.
When present, the IE shall be set to the value "TRACE_ONLY".



* * * Next Change * * * *

[bookmark: _Toc24925935][bookmark: _Toc24926113][bookmark: _Toc24926289][bookmark: _Toc33964149][bookmark: _Toc33980916][bookmark: _Toc36462718][bookmark: _Toc36462914][bookmark: _Toc43026185][bookmark: _Toc49763719][bookmark: _Toc56754420][bookmark: _Toc88743220][bookmark: _Toc101254144][bookmark: _Toc101254585][bookmark: _Toc104112297][bookmark: _Toc104192471][bookmark: _Toc104193035][bookmark: _Toc133336429][bookmark: _Toc143984951][bookmark: _Toc144147728][bookmark: _Toc153885533][bookmark: _Toc161915400]A.2	Data related to Common Data Types
openapi: 3.0.0

info:
  version: '1.5.0-alpha.6'


  title: 'Common Data Types'
  description: |
    Common Data Types for Service Based Interfaces.  
    © 2024, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.  
[…]
    JobType:
      anyOf:
        - type: string
          enum:
            - IMMEDIATE_MDT_ONLY
            - LOGGED_MDT_ONLY
[bookmark: _GoBack]            - TRACE_ONLY
            - IMMEDIATE_MDT_AND_TRACE
            - RLF_REPORTS_ONLY
            - RCEF_REPORTS_ONLY
            - LOGGED_MBSFN_MDT
        - type: string
      description: >
        The enumeration JobType defines Job Type in the trace. See 3GPP TS 32.422 for further 
        description of the values. It shall comply with the provisions defined in table 5.6.3.3-1.
[…]
[bookmark: _Hlk164116584]    TraceData:
      description: contains Trace control and configuration parameters.
      type: object
      nullable: true
      properties:
        traceRef:
          type: string
          pattern: '^[0-9]{3}[0-9]{2,3}-[A-Fa-f0-9]{6}$'
          description: >
            Trace Reference (see 3GPP TS 32.422).It shall be encoded as the concatenation
            of MCC, MNC and Trace ID as follows: <MCC><MNC>-<Trace ID>
            The Trace ID shall be encoded as a 3 octet string in hexadecimal
            representation. Each character in the Trace ID string shall
            take a value of "0" to "9", "a" to "f" or "A" to "F" and shall represent 4 bits.
            The most significant character representing the 4 most significant bits of the
            Trace ID shall appear first in the string, and the character representing the
            4 least significant bit of the Trace ID shall appear last in the string.

        traceDepth:
          $ref: '#/components/schemas/TraceDepth'
        neTypeList:
          type: string
          pattern: '^[A-Fa-f0-9]+$'
          description: >
            List of NE Types (see 3GPP TS 32.422). It shall be encoded as an octet string
            in hexadecimal representation. Each character in the string shall take a value
            of "0" to "9", "a" to "f" or "A" to "F" and shall represent 4 bits.
            The most significant character representing the 4 most significant bits shall
            appear first in the string, and the character representing the 4 least
            significant bit shall appear last in the string. Octets shall be coded
            according to 3GPP TS 32.422.
        eventList:
          type: string
          pattern: '^[A-Fa-f0-9]+$'
          description: >
            Triggering events (see 3GPP TS 32.422). It shall be encoded as an octet string in
            hexadecimal representation. Each character in the string shall take a value of "0"
            to "9", "a" to "f" or "A" to "F" and shall represent 4 bits.
            The most significant character representing the 4 most significant bits shall
            appear first in the string, and the character representing the 4 least
            significant bit shall appear last in the string. Octets shall be coded
            according to 3GPP TS 32.422.
        collectionEntityIpv4Addr:
          $ref: '#/components/schemas/Ipv4Addr'
        collectionEntityIpv6Addr:
          $ref: '#/components/schemas/Ipv6Addr'
        traceReportingConsumerUri:
          $ref: '#/components/schemas/Uri'
        interfaceList:
          type: string
          pattern: '^[A-Fa-f0-9]+$'
          description: >
            List of Interfaces (see 3GPP TS 32.422). It shall be encoded as an octet string in
            hexadecimal representation.
            Each character in the string shall take a value of "0" to "9", "a" to "f" or "A" to "F"
            and shall represent 4 bits. The most significant character representing the 4 most
            significant bits shall appear first in the string, and the character representing the 
            4 least significant bit shall appear last in the string. Octets shall be coded
            according to 3GPP TS 32.422. If this attribute is not present, all the interfaces
            applicable to the list of NE types indicated in the neTypeList attribute should
            be traced.
        jobType:
          $ref: '#/components/schemas/JobType'
      required:
        - traceRef
        - traceDepth
        - neTypeList
        - eventList
[…]
* * * End of Changes * * * *
