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* * * First Change * * * *
[bookmark: _Toc510696636][bookmark: _Toc35971431][bookmark: _Toc160488941]6.1.6.2.2	Type: SessionEventNotification
Table 6.1.6.2.2-1: Definition of type SessionEventNotification
	Attribute name
	Data type
	P
	Cardinality
	Description

	notificationEvent
	NotificationEvent
	M
	1
	The NotificationEvent corresponds to a report on one subscribed event.

	sessionId
	SessionId
	M
	1
	The session ID is the identity of the IMS session for which the event relates to.
This IE contains the information in the Call-ID header which is the typical header of SIP message.

	sessionInfo
	SessionInfo
	C
	0..1
	The sessionInfo is the IMS session related information, e.g. the calling and called identity. It shall be contained when the attribute eventyType of the notificationEvent is "SESSION_ESTABLISHMENT_REQUEST".

	mediaInfoList
	map(MediaInfo)
	C
	1..N
	Media info list includes a list of media related information, e.g. media identity, media type and media specifications.
The mediaId attribute within the MediaInfo data type is the key of the map.
It shall be contained when the attribute eventyType of the notificationEvent is one of the "SESSION_ESTABLISHMENT_REQUEST", "SESSION_ESTABLISHMENT_PROGRESS", 
"SESSION_ESTABLISHMENT_ALERTING", 
"SESSION_ESTABLISHMENT_SUCCESS", 
"MEDIA_CHANGE_REQUEST", 
"MEDIA_CHANGE_SUCCESS", or
"MEDIA_CHANGE_FAILURE".



* * * Next Change * * * *

[bookmark: _Toc510696637][bookmark: _Toc35971432][bookmark: _Toc160488942]6.1.6.2.3	Type: NotificationEvent
Table 6.1.6.2.3-1: Definition of type NotificationEvent
	Attribute name
	Data type
	P
	Cardinality
	Description

	eventType
	EventType
	M
	1
	The event type of the event for which the notification is generated.

	eventInitiator
	EventInitiator
	OC
	0..1
	Event initiator indicates initiator of the event, e.g. "served IMS subscriber" vs "remote IMS subscriber".
It shall be contained when the eventType is "SESSION_ESTABLISHMENT_REQUEST" or "MEDIA_CHANGE_REQUEST".




* * * End of Changes * * * *


