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	Reason for change:
	The stage 3 implementation in TS 29.503 was agreed to add the missing information in the subscription information that the UE is allowed to receive Ranging/SL positioning result related to other UE subscribers by using the Ranging/SL Positioning exposure service over the control plane, in CR#1226 in CT WG4 Meeting #121. 

However, as stated in LS from SA plenary, SP-240497, SA plenary has agreed to remove the feature of “Ranging/SL Positioning service exposure to Client UE through 5GC” for Rel-18 in both TS 23.586(CR#0129) and TS 33.533(CR#0067), and all the related solution developments will not be considered for Rel-18.

So the related stage 3 implementation needs to be aligned.
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	This CR's revision history:
	



Page 1


*** First Change ***
[bookmark: _Toc27585296][bookmark: _Toc36457275][bookmark: _Toc45028174][bookmark: _Toc45029009][bookmark: _Toc67681770][bookmark: _Toc161827892][bookmark: _Toc26202292][bookmark: _Toc22624231][bookmark: _Toc22141029][bookmark: _Toc18853029][bookmark: _Toc26202478][bookmark: _Toc34804186][bookmark: _Toc35935757][bookmark: _Toc45029977][bookmark: _Toc51922337][bookmark: _Toc51922751][bookmark: _Toc122015804][bookmark: _Toc130844967][bookmark: _Toc138344464][bookmark: _Toc145946970][bookmark: _Toc153817410]6.1.6.3.11	Enumeration: LcsMoServiceClass
Table 6.1.6.3.11-1: Enumeration LcsMoServiceClass
	Enumeration value
	Description

	"BASIC_SELF_LOCATION"
	UE requests own location

	"AUTONOMOUS_SELF_LOCATION"
	UE requests location assistance data

	"TRANSFER_TO_THIRD_PARTY"
	UE requests transfer of own location to another LCS Client

	"RANGING_SL_POS_EXPOSURE"
	UE requests ranging and sidelink positioning result related to other UE subscribers



[bookmark: _Hlk158928646]*** Next Change ***
[bookmark: _Toc11338878][bookmark: _Toc27585639][bookmark: _Toc36457662][bookmark: _Toc45028581][bookmark: _Toc45029416][bookmark: _Toc67682190][bookmark: _Toc161828471]A.2	Nudm_SDM API
openapi: 3.0.0

info:
  version: '2.3.0-alpha.6'
  title: 'Nudm_SDM'
  description: |
    Nudm Subscriber Data Management Service.  
    © 2024, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.

[…]
    LcsMoServiceClass:
      description: >
        Indicates the MO-LR services allowed for a UE subscriberrequirement of the UE to request
        its own location or location related to other UE.
      anyOf:
        - type: string
          enum:
          - BASIC_SELF_LOCATION
          - AUTONOMOUS_SELF_LOCATION
          - TRANSFER_TO_THIRD_PARTY
          - RANGING_SL_POS_EXPOSURE
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.

[…]


*** End of Changes ***

