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* * * First Change * * * *
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Table 6.1.6.2.2-1: Definition of type UeSmsContextData
	Attribute name
	Data type
	P
	Cardinality
	Description

	supi
	Supi
	M
	1
	This IE shall be present, and it shall contain the subscriber permanent identify of the service user.

	gpsi
	Gpsi
	O
	0..1
	When present, this IE shall contain the generic public subscriber identifier of the service user.

	pei
	Pei
	O
	0..1
	When present, this IE shall contain the IMEI or IMEISV of the service user.

	accessType
	AccessType
	M
	1
	This IE shall be present, and it shall contain the access type from which the service user accesses to network.

	additionalAccessType
	AccessType
	C
	0..1
	This IE shall be present in activate service operations to indicate that the service user accesses the network and request SMS service from both 3GPP access and Non-3GPP access.
This IE shall be absent in deactivate service operations to indicate that service user is no longer served with SMS service via two access types. In this case the accessType attribute shall indicate the remaining access type.

	amfId
	NfInstanceId
	M
	1
	This IE shall be present, and it shall contain the NF instance ID of the requesting AMF.

	guamis
	array(Guami)
	O
	1..N
	When present, this IE shall contain the GUAMI(s) of the AMF.

	ueLocation
	UserLocation
	O
	0..1
	When present, this IE shall contain the UE location information (e.g. TAI and CGI).

	ueTimeZone
	TimeZone
	O
	0..1
	When present, this IE shall contain the current time zone of the service user.

	traceData
	TraceData
	O
	0..1
	Trace Data. The Null value indicates that trace is not active.

	backupAmfInfo
	array(BackupAmfInfo)
	C
	1..N
	This IE shall be included if the NF service consumer is an AMF and the AMF supports the AMF management without UDSF when the UE Context for SMS to be created in the SMSF, or to be updated in the SMSF.
The SMSF uses this attribute to do an NRF query in order to invoke later services in a backup AMF e.g. Namf_MT.
Absence of this attribute indicates the backup AMF Info is not provided or the previous provided backup AMF Info is removed.

	udmGroupId
	NfGroupId
	O
	0..1
	Identity of the UDM group serving the supi

	routingIndicator
	string
	O
	0..1
	When present, it shall indicate the Routing Indicator of the UE.

	hNwPubKeyId
	integer
	O
	0..1
	When present, it shall indicate the Home Network Public Key Identifier of the UE. (see NOTE).

	ratType
	RatType
	C
	0..1
	When present, it shall indicate the RAT type of the UE.

	additionalRatType
	RatType
	C
	0..1
	When present, it shall indicate the RAT type of the UE corresponding to additionalAccessType. This IE shall not be included if additionalAccessType IE is not present.

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.1.8 is supported. 

	NOTE:	If present, this attribute shall be used together with routingIndicator. This attribute is only used by the HPLMN in roaming scenarios.
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The optional features in table 6.1.8-1 are defined for the Nsmsf_SMService API. They shall be negotiated using the extensibility mechanism defined in clause 6.6 of 3GPP TS 29.500 [4].
Table 6.1.8-1: Features of supportedFeatures attribute used by Nsmsf_SMService service
	Feature Number
	Feature
	M/O
	Description

	1
	ES3XX
	M
	Extended Support of HTTP 307/308 redirection

An NF Service Consumer (e.g. AMF) that supports this feature shall support handling of HTTP 307/308 redirection for any service operation of the Nsmsf_SMService service. An NF Service Consumer that does not support this feature does only support HTTP redirection as specified for 3GPP Release 15.

	2
	PatchReport
	O
	If some of the modifications included in the PATCH request are not successfully implemented, the SMSF reports the result of PATCH request execution to the consumer. See clause 5.2.7.2 of 3GPP TS 29.500 [4].

	Feature number: The order number of the feature within the supportedFeatures attribute (starting with 1).
Feature: A short name that can be used to refer to the bit and to the feature.
M/O: Defines if the implementation of the feature is mandatory ("M") or optional ("O").
Description: A clear textual description of the feature.




* * * End of Changes * * * *

