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* * * First Change * * * *
[bookmark: _Toc510696633][bookmark: _Toc35971428][bookmark: _Toc85462127][bookmark: _Toc88667388][bookmark: _Toc161913420]6.1.6.1	General
This clause specifies the application data model supported by the API.
Table 6.1.6.1-1 specifies the data types defined for the Neasdf_DNSContext service based interface protocol.
Table 6.1.6.1-1: Neasdf_DNSContext specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	DnsContextCreateData
	6.1.6.2.2
	Data in DNS Context Create request 
	

	DnsContextCreatedData
	6.1.6.2.3
	Data in DNS Context Create response 
	

	DnsRule
	6.1.6.2.4
	DNS handling rule
	

	DnsQueryMdt
	6.1.6.2.5
	DNS Query Message Detection Template
	

	DnsRspMdt
	6.1.6.2.6
	DNS Response Message Detection Template
	

	Ipv4AddressRange
	6.1.6.2.7
	IPv4 addresses range
	

	Ipv6PrefixRange
	6.1.6.2.8
	IPv6 addresses range
	

	Action
	6.1.6.2.9
	Action to apply to DNS messages matching a message detection template
	

	DnsContextNotification
	6.1.6.2.10
	DNS context notification
	

	ForwardingParameters
	6.1.6.2.11
	Forwarding instructions 
	

	EcsOption
	6.1.6.2.12
	ECS Option information
	

	DnsContextEventReport
	6.1.6.2.13
	DNS context Event report
	

	DnsQueryReport
	6.1.6.2.14
	DNS Query Event Report 
	

	DnsRspReport
	6.1.6.2.15
	DNS Response Event Report 
	

	EcsOptionInfo
	6.1.6.2.16
	ECS option information
	

	DnsServerAddressInfo
	6.1.6.2.17
	DNS Server address information
	

	BaselineDnsMdtId
	6.1.6.2.18
	Baseline DNS Message Detection Template Identifier
	

	BaselineDnsAitId
	6.1.6.2.19
	Baseline DNS Action Information Template Identifier
	

	BaselineDnsQueryMdtInfo
	6.1.6.2.20
	Baseline DNS Query MDT ID and
optionally associated information
	

	BaselineDnsRspMdtInfo
	6.1.6.2.21
	Baseline DNS Response MDT ID and
optionally associated information
	

	RespondParameters
	6.1.6.2.22
	Instructions to apply to build a DNS response message
	

	N6RoutingInfo
	6.1.6.2.23
	N6 traffic routing information
	

	ApplyAction
	6.1.6.3.3
	Action to apply to the DNS packet
	



Table 6.1.6.1-2 specifies data types re-used by the Neasdf_DNSContext service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Neasdf_DNSContext service based interface.
Table 6.1.6.1-2: Neasdf_DNSContext re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	IPv4Addr
	3GPP TS 29.571 [16]
	IPv4 address
	

	IPv6Prefix
	3GPP TS 29.571 [16]
	IPv6 prefix
	

	Dnn
	3GPP TS 29.571 [16]
	DNN
	

	Uri
	3GPP TS 29.571 [16]
	URI
	

	Uint32
	3GPP TS 29.571 [16]
	Unsigned 32-bit integer
	

	IpAddr
	3GPP TS 29.571 [16]
	IP address
	

	IPv6Addr
	3GPP TS 29.571 [16]
	IPv6 address
	

	SupportedFeatures
	3GPP TS 29.571 [16]
	Supported features
	

	DateTime
	3GPP TS 29.571 [16]
	Date and time
	

	PatchResult
	3GPP TS 29.571 [16]
	
	

	FqdnPatternMatchingRule
	3GPP TS 29.571 [16]
	FQDN Pattern Matching Rule
	

	Fqdn
	3GPP TS 29.571 [16]
	
	

	Snssai
	3GPP TS 29.571 [16]
	
	

	PlmnId
	3GPP TS 29.571 [16]
	PLMN Identity
	




* * * Next Change * * * *
[bookmark: _Toc85462191][bookmark: _Toc88667450][bookmark: _Toc161913476]6.2.6.1	General
This clause specifies the application data model supported by the API.
Table 6.2.6.1-1 specifies the data types defined for the Neasdf_BaselineDNSPattern service based interface protocol.
Table 6.2.6.1-1: Neasdf_BaselineDNSPattern specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	BaseDnsPatternCreateData
	6.2.6.2.2
	Data in Baseline DNS Pattern Create request 
	

	BaseDnsPatternCreatedData
	6.2.6.2.3
	Data in Baseline DNS Pattern Create response 
	

	BaselineDnsMdt
	6.2.6.2.4
	Baseline DNS message detection template
	

	BaselineDnsAit
	6.2.6.2.5
	Baseline DNS action information Template
	

	VarNfId
	6.2.6.2.6
	SMF or SMF Set Id or Set Id part in SMF set identifier
	



Table 6.2.6.1-2 specifies data types re-used by the Neasdf_BaselineDNSPattern service based interface protocol from other specifications and from other service APIs in current specification, including a reference to their the respective specifications and when needed, a short description of their use within the Neasdf_BaselineDNSPattern service based interface.
Table 6.2.6.1-2: Neasdf_BaselineDNSPattern re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	DnsQueryMdt
	6.1.6.2.5
	Defined in the Neasdf_DNSContext API.
DNS Query Message Detection Template
	

	DnsRspMdt
	6.1.6.2.6
	Defined in the Neasdf_DNSContext API.
DNS Response Message Detection Template
	

	EcsOption
	6.1.6.2.12
	Defined in the Neasdf_DNSContext API.
ECS Option information
	

	IpAddr
	3GPP TS 29.571 [16]
	IP address
	

	NfSetId
	3GPP TS 29.571 [16]
	NF Set Id
	

	NfInstanceId
	3GPP TS 29.571 [16]
	NF Instance Id
	

	PatchResult
	3GPP TS 29.571 [16]
	
	




* * * End of Changes * * * *

