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* * * First Change * * * *
[bookmark: _Toc11342337][bookmark: _Toc36460743][bookmark: _Toc45029951][bookmark: _Toc25156597][bookmark: _Toc34124902][bookmark: _Toc43208037][bookmark: _Toc49857504][bookmark: _Toc56677349][bookmark: _Toc56691872][bookmark: _Toc56699136][bookmark: _Toc89035409][bookmark: _Toc89065207][bookmark: _Toc89180506][bookmark: _Toc97072199][bookmark: _Toc120051604][bookmark: _Toc161843696][bookmark: _Toc25156483][bookmark: _Toc34124787][bookmark: _Toc43207913][bookmark: _Toc49857386][bookmark: _Toc56677227][bookmark: _Toc56691750][bookmark: _Toc56699014][bookmark: _Toc89035264][bookmark: _Toc89065062][bookmark: _Toc89180361][bookmark: _Toc97072040][bookmark: _Toc120051445][bookmark: _Toc161843535][bookmark: _Toc25156618][bookmark: _Toc34124923][bookmark: _Toc43208059][bookmark: _Toc49857526][bookmark: _Toc56677372][bookmark: _Toc56691895][bookmark: _Toc56699159][bookmark: _Toc89035528][bookmark: _Toc89065327][bookmark: _Toc89180628][bookmark: _Toc97072323][bookmark: _Toc120051739][bookmark: _Toc161843844]6.1.3.2.3.1	GET
This method shall support the URI query parameters specified in table 6.1.3.2.3.1-1.
Table 6.1.3.2.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	pei
	Pei
	M
	1
	The PEI of the UE shall be included for equipment identify checking

	supi
	Supi
	O
	0..1
	The SUPI of the UE

	gpsi
	Gpsi
	O
	0..1
	The GPSI of the UE

	supported-features
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.1.6 is supported.



* * * Next Change * * * *
[bookmark: _Toc11342351][bookmark: _Toc36460757][bookmark: _Toc45029965][bookmark: _Toc155089296]6.1.6	Feature Negotiation
The optional features in table 6.1.6-1 are defined for the N5g-eir_EquipmentIdentityCheck API. They shall be negotiated using the extensibility mechanism defined in clause 6.6 of 3GPP TS 29.500 [4].
Table 6.1.6-1: Supported Features
	Feature number
	Feature Name
	M/O
	Description

	1
	ES3XX
	M
	Extended Support of HTTP 307/308 redirection

An NF Service Consumer (e.g. AMF) that supports this feature shall support handling of HTTP 307/308 redirection for any service operation of the EquipmentIdentityCheck service. An NF Service Consumer that does not support this feature does only support HTTP redirection as specified for 3GPP Release 15.




* * * End of Changes * * * *

