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* * * First Change * * * *
[bookmark: _Toc36457561][bookmark: _Toc45028479][bookmark: _Toc45029314][bookmark: _Toc67682087][bookmark: _Toc153807911]6.5.6.2.13	Type: PlmnEcInfo
Table 6.5.6.2.13-1: Definition of type PlmnEcInfo
	Attribute name
	Data type
	P
	Cardinality
	Description

	plmnId
	PlmnId
	M
	1
	Indicates PLMN where Enhanced Coverage shall be restricted.

	ecRestrictionDataWb
	EcRestrictionDataWb
	O
	0..1
	If present, it shall contain Enhanced Coverage Restriction Data for WB-N1 mode.
If absent, it shall indicate that Enhanced Coverage is not restricted for WB-N1 mode.

	ecRestrictionDataNb
	boolean
	O
	0..1
	If present, this IE shall indicate whether Enhanced Coverage for NB-N1 mode is restricted or not.

true: Enhanced Coverage for NB-N1 mode is restricted.
false or absent: Enhanced Coverage for NB-N1 mode is allowed.

	NOTE:	At least one of the properties "ecRestrictionDataWb" and "ecRestrictionDataNb" shall be included.



* * * Next Change * * * *
6.5.6.2.27	Type: MbsAssistanceInfo
Table 6.5.6.2.27-1: Definition of type MbsAssistanceInfo
	Attribute name
	Data type
	P
	Cardinality
	Description

	mbsSessionId
	MbsSessionId
	M
	1
	The IE shall contain the MBS session id of the MBS session for which the MBS Session Assistance Information is applicable.

	assistanceInfo
	array(Gpsi)
	C
	1..N
	The IE shall be present to contain a list of UEs eligible for MBS Session assistance for the MBS session except for the case when all UEs in the external group are eligible for MBS Session assistance.




* * * End of Changes * * * *
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