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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
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This clause specifies the application data model supported by the API.
Table 5.1.6.1-1 specifies the data types defined for the Nnwdaf_EventsSubscription service based interface protocol.
Table 5.1.6.1-1: Nnwdaf_EventsSubscription specific Data Types
	Data type
	Section defined
	Description
	Applicability

	AbnormalBehaviour
	5.1.6.2.15
	Represents the abnormal behaviour information.
	AbnormalBehaviour

	Accuracy
	5.1.6.3.5
	Represents the preferred level of accuracy of the analytics.
	

	AccuracyInfo
	5.1.6.2.89
	The analytics accuracy information.
	AnalyticsAccuracy

	AccuracyReq
	5.1.6.3.88
	Represents the analytics accuracy requirement information.
	AnalyticsAccuracy

	AdditionalMeasurement
	5.1.6.2.26
	Represents additional measurement information.
	AbnormalBehaviour

	AddressList
	5.1.6.2.28
	Represents a list of IPv4 and/or IPv6 addresses.
	AbnormalBehaviour

	AnalyticsContextIdentifier
	5.1.6.2.43
	Contains information about available analytics contexts.
	AnaSubTransfer

	AnalyticsAccuracyIndication
	5.1.6.3.37
	Represents the analytics accuracy indication.
	AnalyticsAccuracy

	AnalyticsFeedbackInfo
	5.1.6.2.105
	Contains analytics feedback information.
	AnalyticsAccuracy

	AnalyticsMetadata
	5.1.6.3.14
	Represents the types of analytics metadata information that can be requested.
	Aggregation

	AnalyticsMetadataIndication
	5.1.6.2.36
	Contains analytics metadata values indicated to be used during analytics generation.
	Aggregation

	AnalyticsMetadataInfo
	5.1.6.2.37
	Contains analytics metadata information required for analytics aggregation.
	Aggregation

	AnalyticsSubscriptionsTransfer
	5.1.6.2.40
	Contains information about a request to transfer analytics subscriptions.
	AnaSubTransfer

	AnalyticsSubset
	5.1.6.3.18
	Analytics subset used to indicate the content of the analytics.
	EneNA

	AnySlice
	5.1.6.3.2
	Represents the any slices.
	

	ApplicationVolume
	5.1.6.2.55
	Application data volume per application Id.
	Dispersion

	AppListForUeComm
	5.1.6.2.64
	Represents the analytics of the application list used by UE.
	UeCommunicationExt

	BwRequirement
	5.1.6.2.25
	Represents bandwidth requirement.
	ServiceExperience

	ClassCriterion
	5.1.6.2.51
	Disperion class criterion.
	Dispersion

	CircumstanceDescription
	5.1.6.2.29
	Contains the description of a circumstance.
	AbnormalBehaviour

	CongestionInfo
	5.1.6.2.18
	Represents the congestion information
	UserDataCongestion

	CongestionType
	5.1.6.3.8
	Identification congestion analytics type.
	UserDataCongestion

	ConsumerNfInformation
	5.1.6.2.49
	Represents the analytics consumer NF Information.
	AnaSubTransfer

	DatasetStatisticalProperty
	5.1.6.3.15
	Dataset statistical properties of the data used to generate the analytics.
	Aggregation

	DataVolume
	5.1.6.2.85
	Indicates a specific data volume transmitted once from UE to AF and/or from AF to UE
	E2eDataVolTransTime

	DataVolumeTransferTime
	5.1.6.2.90
	Indicates the E2E data volume transfer time and the data volume used to derive the transfer time.
	E2eDataVolTransTime

	DeviceType
	5.1.6.3.31
	The type of device.
	QoSSustainabilityExt_eNA

	Direction
	5.1.6.3.39
	Heading directions of the UE flow in the target area.
	MovementBehaviour

	DirectionInfo
	5.1.6.2.75
	Represents the UE direction information.
	UeMobilityExt2_eNA
MovementBehaviour

	DispersionClass
	5.1.6.3.20
	Dispersion class.
	Dispersion

	DispersionCollection
	5.1.6.2.54
	Dispersion collections per UE location or per slice.
	Dispersion

	DispersionCollection
	5.1.6.2.54
	Dispersion collections per UE location or or per slice.
	Dispersion

	DispersionInfo
	5.1.6.2.53
	Dispersion analytics information.
	Dispersion

	DispersionRequirement
	5.1.6.2.50
	Dispersion analytics requirement.
	Dispersion

	DispersionType
	5.1.6.3.19
	Dispersion type.
	Dispersion

	DispersionOrderingCriterion
	5.1.6.3.21
	Ordering criterion for the list of Dispersion.
	Dispersion

	DnPerf
	5.1.6.2.46
	Represents DN performance information.
	DnPerformance

	DnPerfInfo
	5.1.6.2.45
	Represents DN performances for the application.
	DnPerformance

	DnPerfOrderingCriterion
	5.1.6.3.25
	Ordering criterion for the list of DN performance analytics.
	DnPerformance

	DnPerformanceReq
	5.1.6.2.66
	Represents DN performance analytics requirement.
	DnPerformance

	E2eDataVolTransTimeCriterion
	5.1.6.3.35
	Ordering criterion for the list of E2E data volume transfer time.
	E2eDataVolTransTime

	E2eDataVolTransTimeInfo
	5.1.6.2.83
	Represents the E2E data volume transfer time Information.
	E2eDataVolTransTime

	E2eDataVolTransTimeReq
	5.1.6.2.82
	Represents the E2E data volume transfer time requirement.
	E2eDataVolTransTime

	E2eDataVolTransTimePerTS
	5.1.6.2.84
	Represents the E2E data volume transfer time requirement per Time slot.
	E2eDataVolTransTime

	E2eDataVolTransTimePerUe
	5.1.6.2.86
	Represents the E2E data volume transfer time per UE.
	E2eDataVolTransTime

	E2eDataVolTransTimeUeList
	5.1.6.2.87
	Represents the E2E data volume transfer time per UE list.
	E2eDataVolTransTime

	EventNotification
	5.1.6.2.5
	Describes Notifications about events that occurred.
	

	EventReportingRequirement
	5.1.6.2.7
	Represents the type of reporting the subscription requires.
	

	EventSubscription
	5.1.6.2.3
	Represents the subscription to a single event.
	

	Exception
	5.1.6.2.16
	Describes the Exception information.
	AbnormalBehaviour

	ExceptionId
	5.1.6.3.6
	Describes the Exception Id.
	AbnormalBehaviour

	ExceptionTrend
	5.1.6.3.7
	Describes the Exception Trend.
	AbnormalBehaviour

	ExpectedAnalyticsType
	5.1.6.3.11
	Represents expected UE analytics type.
	AbnormalBehaviour

	FailureEventInfo
	5.1.6.2.35
	Contains information on the event for which the subscription is not successful.
	

	GeoDistributionInfo
	5.1.6.2.76
	Represents the geographical distribution of the UEs.
	UeMobilityExt_AIML

	GeoLocation
	5.1.6.2.95
	Represents a geographic location, using either standard or local coordinates and optionally including the altitude.
	LocAccuracy

	IpEthFlowDescription
	5.1.6.2.27
	Contains the description of an Uplink and/or Downlink Ethernet flow.
	AbnormalBehaviour

	LoadLevelInformation
	5.1.6.3.2
	Represents load level information of the network slice and the optionally associated network slice instance.
	

	LocAccuracyInfo
	5.1.6.2.97
	Contains Location Accuracy information.
	LocAccuracy

	LocAccuracyPerMethod
	5.1.6.2.98
	Contains Location Accuracy information per Positioning Method.
	LocAccuracy

	LocAccuracyReq
	5.1.6.2.96
	Contains Location Accuracy analytics requirements.
	LocAccuracy

	LocationInfo
	5.1.6.2.11
	Represents UE location information.
	UeMobility


	LocInfoGranularity
	5.1.6.3.32
	Represents the preferred granularity of location information.
	ServiceExperienceExt2_eNA
UeMobilityExt2_eNA
DispersionExt_eNA
MovementBehaviour

	LocationOrientation
	5.1.6.3.38
	Represents preferred orientation of location information.
	MovementBehaviour

	MatchingDirection
	5.1.6.3.12
	Defines the matching direction when crossing a threshold.
	NfLoad, QoSSustainability, UserDataCongestion, NetworkPerformance
Dispersion
RedundantTransmissionExp
WlanPerformance
ServiceExperienceExt
NsiLoadExt
LocAccuracy

	MLModelInfo
	5.1.6.2.69
	The information of the ML model.
	AnaSubTransfer

	ModelInfo
	5.1.6.2.42
	Contains information about an ML model.
	AnaSubTransfer

	MovBehav
	5.1.6.2.93
	Represents the Movement Behaviour information per time slot.
	MovementBehaviour

	MovBehavInfo
	5.1.6.2.92
	Represents the Movement Behaviour information.
	MovementBehaviour

	MovBehavReq
	5.1.6.2.91
	Represents the Movement Behaviour analytics requirements.
	MovementBehaviour

	NetworkPerfInfo
	5.1.6.2.23
	Represents the network performance information.
	NetworkPerformance

	NetworkPerfOrderCriterion
	5.1.6.3.30
	The ordering criterion for the list of network performance analytics.
	NetworkPerformanceExt_eNA

	NetworkPerfRequirement
	5.1.6.2.22
	Represents a network performance requirement.
	NetworkPerformance

	NetworkPerfType
	5.1.6.3.10
	Represents the network performance types.
	NetworkPerformance

	NfLoadLevelInformation
	5.1.6.2.31
	Represents load level information of a given NF instance.
	NfLoad

	NfStatus
	5.1.6.2.32
	Provides the percentage of time spent on various NF states.
	NfLoad

	NnwdafEventsSubscription
	5.1.6.2.2
	Represents an Individual NWDAF Event Subscription resource.
	

	NnwdafEventsSubscriptionNotification
	5.1.6.2.4
	Represents an Individual NWDAF Event Subscription Notification resource.
	

	NumberAverage
	5.1.6.2.38
	Represents average and variance information.
	NsiLoadExt

	NwdafEvent
	5.1.6.3.4
	Describes the NWDAF Events.
	

	NwdafFailureCode
	5.1.6.3.13
	Identifies the failure reason.
	

	NotificationMethod
	5.1.6.3.3
	Represents the notification methods that can be subscribed.
	

	NsiIdInfo
	5.1.6.2.33
	Represents the S-NSSAI and the optionally associated Network Slice Instance Identifier(s).
	ServiceExperience
NsiLoad
DnPerformance


	NsiLoadLevelInfo
	5.1.6.2.34
	Represents the load level information for an S-NSSAI and the optionally associated network slice instance.
	NsiLoad 


	ObservedRedundantTransExp
	5.1.6.2.70
	Represents the observed Redundant Transmission Experience.
	RedundantTransmissionExp

	OutputStrategy
	5.1.6.3.16
	Represents the output strategy used for the reporting of the analytics.
	Aggregation

	PerfData
	5.1.6.2.47
	Represents DN performance information.
	DnPerformance

	PfdDeterminationInfo
	5.1.6.2.73
	Represents the PFD Determination information.
	PfdDetermination

	PrevSubInfo
	5.1.6.2.68
	Information of the previous subscription.
	AnaCtxTransfer

	QosRequirement
	5.1.6.2.20
	Represents the QoS requirements.
	QoSSustainability

	QosSustainabilityInfo
	5.1.6.2.19
	Represents the QoS Sustainability information.
	QoSSustainability

	RankingCriterion
	5.1.6.2.52
	Ranking criterion.
	Dispersion

	RatFreqInformation
	5.1.6.2.67
	Represents the RAT type and/or Frequency information.
	ServiceExperienceExt

	RedTransExpOrderingCriterion
	5.1.6.3.22
	Ordering criterion for the list of Redundant Transmission Experience.
	RedundantTransmissionExp

	RedundantTransmissionExpInfo
	5.1.6.2.57
	Redundant transmission experience analytics information.
	RedundantTransmissionExp

	RedundantTransmissionExpPerTS
	5.1.6.2.58
	Redundant Transmission Experience per Time Slot.
	RedundantTransmissionExp

	RedundantTransmissionExpReq
	5.1.6.2.56
	Redundant transmission experience analytics requirement.
	RedundantTransmissionExp

	RelProxInfo
	5.1.6.2.100
	Relative Proximity analytics information.
	RelativeProximity

	RelProxReq
	5.1.6.2.99
	Relative Proximity analytics requirements.
	RelativeProximity

	ResourceUsage
	5.1.6.2.48
	The current usage of the virtual resources assigned to the NF instances belonging to a particular network slice instance.
	NsiLoadExt

	ResourceUsageRequirement
	5.1.6.2.81
	Indicates more requirements when providing resource usage information for network performance.
	NetworkPerformanceExt_AIML

	RetainabilityThreshold
	5.1.6.2.21
	Represents a QoS flow retainability threshold.
	QoSSustainability

	RoamingInfo
	5.1.6.2.106
	Contains information related to roaming analytics.
	RoamingAnalytics

	PduSessionInfo
	5.1.6.2.74
	Represents combination of PDU Session parameters.
	ServiceExperienceExt2_eNA

	ServiceExperienceInfo
	5.1.6.2.24
	Represents the service experience information.
	ServiceExperience

	ServiceExperienceType
	5.1.6.3.24
	Represents the type of Service Experience Analytics.
	ServiceExperienceExt

	SessInactTimerForUeComm
	5.1.6.2.65
	Represents the N4 Session inactivity timer.
	UeCommunicationExt

	SliceLoadLevelInformation
	5.1.6.2.6
	Represents the slices and their load level information.
	

	SpeedThresholdInfo
	5.1.6.2.94
	UEs information whose speed is faster than the speed threshold.
	MovementBehaviour

	SubscriptionTransferInfo
	5.1.6.2.41
	Contains information about subscriptions that are requested to be transferred.
	AnaSubTransfer

	TargetUeInformation
	5.1.6.2.8
	Identifies the target UE information.
	ServiceExperience
NfLoad
NetworkPerformance
UserDataCongestion
UeMobility
UeCommunication
AbnormalBehaviour
QoSSustainability
Dispersion
RedundantTransmissionExp
WlanPerformance
DnPerformance
PduSesTraffic
E2eDataVolTransTime

	TdTraffic
	5.1.6.2.78
	Represents traffic that matches or unmatches Traffic Descriptor over the established PDU Session(s).
	PduSesTraffic

	TermCause
	5.1.6.3.26
	Represents a cause for requesting to terminate an analytics subscription.
	TermRequest

	ThresholdLevel
	5.1.6.2.30
	Describes a threshold level.
	UserDataCongestion
NfLoad
DnPerformance
ServiceExperienceExt
MovementBehaviour

	TimestampedLocation
	5.1.6.2.103
	The timestamped locations of the trajectory of the UE.
	RelativeProximity

	TimeToCollisionInfo
	5.1.6.2.104
	Time To Collision (TTC) information.
	RelativeProximity

	TimeUnit
	5.1.6.3.9
	Represents the unit for the session active time.
	QoSSustainability

	TopApplication
	5.1.6.2.39
	Top application that contributes the most to the traffic.
	UserDataCongestionExt

	TrafficCharacterization
	5.1.6.2.14
	Identifies the detailed traffic characterization.
	UeCommunication

	TrafficDirection
	5.1.6.3.33
	The traffic direction for the resource usage information.
	NetworkPerformanceExt_AIML

	TrafficInformation
	5.1.6.2.63
	Traffic information including UL/DL data rate and/or Traffic volume.
	WlanPerformance

	TransferRequestType
	5.1.6.3.17
	Represents the type of a request for analytics subscription transfer.
	AnaSubTransfer

	UeAnalyticsContextDescriptor
	5.1.6.2.44
	Contains information about available UE related analytics contexts.
	AnaSubTransfer

	UeCommunication
	5.1.6.2.13
	Represents UE communication information.
	UeCommunication

	UeCommOrderCriterion
	5.1.6.3.29
	The ordering criterion for the list of UE communication analytics.
	UeCommunicationExt_eNA

	UeCommReq
	5.1.6.2.72
	UE communication analytics requirement.
	UeCommunicationExt_eNA

	UeMobilityOrderCriterion
	5.1.6.3.28
	The ordering criterion for the list of UE mobility analytics.
	UeMobilityExt2_eNA

	UeMobilityReq
	5.1.6.2.71
	UE mobility analytics requirement.
	UeMobilityExt2_eNA

	UeMobility
	5.1.6.2.10
	Represents UE mobility information.
	UeMobility

	UeProximity
	5.1.6.2.101
	Observed or Predicted proximity information.
	RelativeProximity

	UeTrajectory
	5.1.6.2.102
	Relative timestamped UE positions.
	RelativeProximity

	PduSesTrafficInfo
	5.1.6.2.77
	Represents PDU Session traffic analytics information.
	PduSesTraffic

	PduSesTrafficReq
	5.1.6.2.79
	Represents PDU Session traffic analytics requirement.
	PduSesTraffic

	UserDataConOrderCrit
	5.1.6.3.27
	The ordering criterion for the list of User Data Congestion analytics.
	UserDataCongestionExt2_eNA

	UserDataCongestionInfo
	5.1.6.2.17
	Represents the user data congestion information.
	UserDataCongestion

	ValueExpression
	5.1.6.3.34
	Indicates average or peak value of the resource usage for the network performance type
	NetworkPerformanceExt_AIML

	WlanOrderingCriterion
	5.1.6.3.23
	Ordering criterion for the list of WLAN performance information.
	WlanPerformance

	WlanPerformanceReq
	5.1.6.2.59
	WLAN performance analytics requirement.
	WlanPerformance

	WlanPerformanceInfo
	5.1.6.2.60
	WLAN performance analytics information.
	WlanPerformance

	WlanPerSsIdPerformanceInfo
	5.1.6.2.61
	WLAN performance information per SSID of WLAN access points deployed in the Area of Interest.
	WlanPerformance

	WlanPerTsPerformanceInfo
	5.1.6.2.62
	WLAN performance information per Time Slot during the analytics target period.
	WlanPerformance

	WlanPerUeIdPerformanceInfo
	5.1.6.2.80
	WLAN performance information per UE ID of WLAN access points deployed in the Area of Interest.
	WlanPerformanceExt_AIML



Table 5.1.6.1-2 specifies data types re-used by the Nnwdaf_EventsSubscription service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nnwdaf service based interface. 
Table 5.1.6.1-2: Nnwdaf_EventsSubscription re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	5Qi
	3GPP TS 29.571 [8]
	Identifies the 5G QoS identifier
	QoSSustainability
E2eDataVolTransTime

	AccessType
	3GPP TS 29.571 [8]
	Identifies the access type.
	ServiceExperienceExt2_eNA

	AddrFqdn
	3GPP TS 29.517 [22]
	Represents the IP address or FQDN of the Application Server.
	DnPerformance
ServiceExperienceExt

	ApplicationId
	3GPP TS 29.571 [8]
	Identifies the application identifier.
	ServiceExperience 
UeCommunication
AbnormalBehaviour
Dispersion
DnPerformance
PduSesTraffic

	ArfcnValueNR
	3GPP TS 29.571 [8]
	Integer value indicating the ARFCN applicable for a downlink, uplink or bi-directional (TDD) NR global frequency raster.

Minimum = 0. Maximum = 3279165.
	ServiceExperienceExt

	BitRate
	3GPP TS 29.571 [8]
	String representing a bit rate that shall be formatted as follows:

pattern: "^\d+(\.\d+)? (bps|Kbps|Mbps|Gbps|Tbps)$"
Examples: 
"125 Mbps", "0.125 Gbps", "125000 Kbps".
	ServiceExperience
QoSSustainability
WlanPerformance
DnPerformance
E2eDataVolTransTime

	DateTime
	3GPP TS 29.571 [8]
	Identifies the time.
	

	Dnai
	3GPP TS 29.571 [8]
	Identifies a user plane access to one or more DN(s).
	ServiceExperience
DnPerformance

	Dnn
	3GPP TS 29.571 [8]
	Identifies the DNN.
	ServiceExperience
AbnormalBehaviour
UeCommunication
DnPerformance
SMCCE
PduSesTraffic
E2eDataVolTransTime

	DomainNameProtocol
	3GPP TS 29.122 [19]
	Indicates the additional protocol and protocol field for domain names to be matched.
	PfdDetermination

	DurationSec
	3GPP TS 29.571 [8]
	
	

	EthFlowDescription
	3GPP TS 29.514 [21]
	
	UeCommunication
AbnormalBehaviour

	ExpectedUeBehaviourData
	3GPP TS 29.503 [23]
	
	AbnormalBehaviour

	Float
	3GPP TS 29.571 [8]
	
	

	FlowDescription
	3GPP TS 29.514 [21]
	
	UeCommunication
AbnormalBehaviour
PduSesTraffic

	FlowInfo
	3GPP TS 29.122 [19]
	
	UserDataCongestionExt

	GeographicalArea
	3GPP TS 29.522 [32]
	Identifies the geographical location (longitude and latitude level).
	UeMobilityExt2_eNA
ServiceExperienceExt2_eNA
QoSSustainabilityExt_eNA
MovementBehaviour

	Gpsi
	3GPP TS 29.571 [8]
	The GPSI for an UE.
	UserDataCongestionExt
UeMobilityExt_AIML

	GroupId
	3GPP TS 29.571 [8]
	Identifies a group of UEs.
	UeMobility
UeCommunication NetworkPerformance 
AbnormalBehaviour
ServiceExperience
Dispersion
RedundantTransmissionExp
WlanPerformance
PduSesTraffic

	Ipv4Addr
	3GPP TS 29.571 [8]
	
	

	Ipv6Addr
	3GPP TS 29.571 [8]
	
	

	LocalOrigin
	3GPP TS 29.572 [30]
	Represents a reference point for modelling locations in relation to it.
	LocAccuracy

	NetworkAreaInfo
	3GPP TS 29.554 [18]
	Identifies the network area.
	ServiceExperience
QoSSustainability
AbnormalBehaviour
UeMobility
UserDataCongestion
NetworkPerformance 
NsiLoadExt
NfLoadExt
Dispersion
RedundantTransmissionExp
WlanPerformance
UeCommunication
DnPerformance
PduSesTraffic
E2eDataVolTransTime
MovementBehaviour

	NfInstanceId
	3GPP TS 29.571 [8]
	Identifies an NF instance.
	NfLoad

	NfSetId
	3GPP TS 29.571 [8]
	Identifies an NF Set instance.
	NfLoad

	NFType
	3GPP TS 29.510 [12]
	Indentifies a type of NF.
	NfLoad

	NsiId
	3GPP TS 29.531 [24]
	Identifies a Network Slice Instance.
	ServiceExperience
NsiLoad
DnPerformance


	PacketDelBudget
	3GPP TS 29.571 [8]
	
	QoSSustainability
DnPerformance
RedundantTransExpExt_eNA

	PacketErrRate
	3GPP TS 29.571 [8]
	
	QoSSustainability

	PacketLossRate
	3GPP TS 29.517 [22]
	Indicates Packet Loss Rate.
	DnPerformance
RedundantTransExpExt_eNA

	PduSessionId
	3GPP TS 29.571 [8]
	Identifies PDU Session
	

	PduSessionType
	3GPP TS 29.571 [8]
	Identifies the PDU Session Type.
	ServiceExperienceExt2_eNA

	PlmnIdNid
	3GPP TS 29.571 [8]
	PLMN identifier.
	RoamingAnalytics

	Point
	3GPP TS 29.572 [30]
	Represents a location in geographical co-ordinates.
	LocAccuracy

	PointAltitude
	3GPP TS 29.572 [30]
	Represents a location including an altitude in geographical co-ordinates.
	LocAccuracy

	PositioningMethod
	3GPP TS 29.572 [30]
	Represents a positioning method.
	LocAccuracy

	ProblemDetails
	3GPP TS 29.571 [8]
	Used in error responses to provide more detailed information about an error.
	

	QosResourceType
	3GPP TS 29.571 [8]
	Identifies the resource type in QoS characteristics.
	QoSSustainability

	RatType
	3GPP TS 29.571 [8]
	Identifies the RAT type.
	ServiceExperienceExt

	RedirectResponse
	3GPP TS 29.571 [8]
	Contains redirection related information.
	ES3XX

	RelativeCartesianLocation
	3GPP TS 29.572 [30]
	Represents distances from a reference point.
	LocAccuracy

	ReportingInformation
	3GPP TS 29.523 [20]
	Represents the type of reporting the subscription requires.
	

	SamplingRatio
	3GPP TS 29.571 [8]
	
	

	ScheduledCommunicationTime
	3GPP TS 29.122 [19]
	
	UeMobility UeCommunication

	SmcceInfo
	5.2.6.2.12
	Represents the analytics of Session Management Congestion Control Experience information.
	SMCCE

	Snssai
	3GPP TS 29.571 [8]
	Identifies the S-NSSAI (Single Network Slice Selection Assistance Information).
	

	SscMode
	3GPP TS 29.571 [8]
	Identifies te SSC Mode of the PDU Session.
	ServiceExperienceExt2_eNA

	Supi
	3GPP TS 29.571 [8]
	The SUPI for an UE.
	ServiceExperience,
NfLoad
NetworkPerformance,
UserDataCongestion
UeMobility
UeCommunication
AbnormalBehaviour
Dispersion
RedundantTransmissionExp
WlanPerformance
PduSesTraffic

	SupportedFeatures
	3GPP TS 29.571 [8]
	Used to negotiate the applicability of the optional features defined in table 5.1.8-1.
	

	SvcExperience
	3GPP TS 29.517 [22]
	
	ServiceExperience

	Tai
	3GPP TS 29.571 [8]
	Tracking Area Information.
	AnaSubTransfer

	TimeWindow
	3GPP TS 29.122 [19]
	
	

	Uinteger
	3GPP TS 29.571 [8]
	Unsigned Integer, i.e. only value 0 and integers above 0 are permissible.
	

	UpfInformation
	3GPP TS 29.508 [29]
	The information of the UPF serving the UE.
	ServiceExperienceExt
DnPerformance

	Uri
	3GPP TS 29.571 [8]
	
	

	UserLocation
	3GPP TS 29.571 [8]
	
	UeMobility 
Dispersion

	VelocityEstimate
	3GPP TS 29.572 [30]
	Velocity estimate
	QoSSustainabilityExt_eNA

	Volume
	3GPP TS 29.122 [19]
	
	UeCommunication
AbnormalBehaviour
Dispersion
WlanPerformance
PduSesTraffic
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[bookmark: _Toc160736083]5.1.8	Feature negotiation
The optional features in table 5.1.8-1 are defined for the Nnwdaf_EventsSubscription API. They shall be negotiated using the extensibility mechanism defined in clause 6.6 of 3GPP TS 29.500 [6].
Table 5.1.8-1: Supported Features
	Feature number
	Feature Name
	Description

	1
	ServiceExperience
	This feature indicates support for the event related to service experience.

	2
	UeMobility
	This feature indicates the support of analytics based on UE mobility information.

	3
	UeCommunication
	This feature indicates the support of analytics based on UE communication information.

	4
	QoSSustainability
	This feature indicates support for the event related to QoS sustainability.

	5
	AbnormalBehaviour
	This feature indicates support for the event related to abnormal behaviour information.

	6
	UserDataCongestion
	This feature indicates support for the event related to user data congestion.

	7
	NfLoad
	This feature indicates the support of the analytics related to the load of NF instances.

	8
	NetworkPerformance
	This feature indicates the support of analytics based on network performance.

	9
	NsiLoad
	This feature indicates the support of the event related to the load level of Network Slice and the optionally associated Network Slice Instance.

	10
	ES3XX
	Extended Support for 3xx redirections. This feature indicates the support of redirection for any service operation, according to Stateless NF procedures as specified in clauses 6.5.3.2 and 6.5.3.3 of 3GPP TS 29.500 [6] and according to HTTP redirection principles for indirect communication, as specified in clause 6.10.9 of 3GPP TS 29.500 [6]. 

	11
	EneNA
	This feature indicates support for the enhancements of network data analytics requirements.

	12
	UserDataCongestionExt
	This feature indicates support for the extensions to the event related to user data congestion, including support of GPSI and/or list of Top applications. Supporting this feature also requires the support of feature UserDataCongestion.

	13
	Aggregation
	This feature indicates support for analytics aggregation.

	14
	NsiLoadExt
	This feature indicates support for the extensions to the event related to the load level of Network Slice and the optionally associated Network Slice Instance, including support of area of interest, NF load information and number of UE or number of PDU Session. Supporting this feature also requires the support of feature NsiLoad.

	15
	ServiceExperienceExt
	This feature indicates support for the extensions to the event related to service experience, including support of RAT type and/or Frequency. Supporting this feature also requires the support of feature ServiceExperience.

	16
	DnPerformance
	This feature indicates the support of the analytics related to DN performance.

	17
	NfLoadExt
	This feature indicates support for the extensions to the event related to the load of NF instances, including NF load over area of interest. Supporting this feature also requires the support of feature NfLoad.

	18
	Dispersion
	This feature indicates support of the analytics related to dispersion analytics information.

	19
	RedundantTransmissionExp
	This feature indicates support of the analytics related to redundant transmission experience analytics information.

	20
	WlanPerformance
	This feature indicates support of the analytics related to WLAN performance information.

	21
	UeCommunicationExt
	This feature indicates the support for the extensions to the event related to UE communication, including support of reporting the analytics of the application list used by UE, N4 Session inactivity timer, and whether the UE communicates periodically or not.
Supporting this feature also requires the support of UeCommunication feature.

	22
	UeMobilityExt
	This feature indicates support for extensions to the event related to UE mobility, including support of LADN DNN to refer the LADN service area as the AOI. Supporting this feature also requires the support of feature UeMobility.

	23
	AnaCtxTransfer
	This feature indicates support for functionality related to Analytics Context Transfer.

	24
	AnaSubTransfer
	This feature indicates support for Analytics Subscription Transfer initiated by the source NWDAF.

	25
	UserConsent
	Indicates the support of detailed handling of user consent, e.g. error responses related to the lack of user consent.

	26
	TermRequest
	This feature indicates support for Analytics Subscription termination requests sent by the NWDAF to the NF service consumer.

	27
	ENAExt
	This feature indicates support for the general enhancements of network data analytics requirements, including support more level of accuracy and support for use case context sent by the NF service consumer to the NWDAF.

	28
	EnAbnormalBehaviour
	This feature indicates support for the enhancements of UE Abnormal Behaviour.
Supporting this feature also requires the support of AbnormalBehaviour feature.

	29
	EnQoSSustainability
	This feature indicates support for the enhancements of QoS Sustainability.
Supporting this feature also requires the support of QoSSustainability feature.

	30
	UserDataCongestionExt2_eNA
	This feature indicates support for the enhancements of user data congestion, including support of ordering criterion. Supporting this feature also requires the support of UserDataCongestion and UserDataCongestionExt features.

	31
	UeMobilityExt2_eNA
	This feature indicates support for the enhancements of UE mobility, including support of ordering criterion and linear distance threshold. Supporting this feature also requires the support of UeMobility and UeMobilityExt features.

	32
	UeCommunicationExt_eNA
	This feature indicates support for the enhancements of UE Communication, including to indicate the ordering criterion for the list of analytics. Supporting this feature also requires the support of UeCommunication feature.

	33
	NetworkPerformanceExt_eNA
	This feature indicates support for the enhancements of Network Performance, including support of ordering criterion for the list of analytics and analytics target period subset. Supporting this feature also requires the support of NetworkPerformance feature.

	34
	QoSSustainabilityExt_eNA
	This feature indicates support for the enhancements of QoS Sustainability, including enhancements of filter information. Supporting this feature also requires the support of QoSSustainability feature.

	35
	PartialAnalyticsSubTransfer
	This feature indicates support for partial successful analytics subscription transfer.

	36
	Void
	Void

	37
	PfdDetermination
	This feature indicates support for functionality related to NWDAF assisted PFD Determination information for known application identifier(s).

	38
	ServiceExperienceExt2_eNA
	This feature indicates support for the extensions to the event related to service experience supporting eNA, including support for PDU Session parameters information for service experience analytics. Supporting this feature also requires the support of feature ServiceExperience.

	39
	DnPerformanceExt_AIML
	This feature indicates support for extensions to the event related to DN Performance supporting AIML, including support of extended DN Performance Analytics for group of UEs. Supporting this feature also requires the support of feature DnPerformance.

	40
	UeMobilityExt_AIML
	This feature indicates support for further extensions to the event related to UE mobility supporting AIML, including UE’s geographical distribution and direction analytics. Supporting this feature also requires the support of feature UeMobility.

	41
	PduSesTraffic
	This feature indicates support of the analytics related to PDU Session traffic information.

	42
	E2eDataVolTransTi
me
	This feature indicates support for E2E data volume transfer time analytics

	43
	DispersionExt_eNA
	This feature indicates support for the enhancements of Dispersion, including the support of preferred granularity of UE location. Supporting this feature also requires the support of Dispersion feature.

	44
	WlanPerformanceExt_AIML
	This feature indicates support for the enhancements of WLAN performance supporting AIML, including support of analytics per UE granularity. Supporting this feature also requires the support of feature WlanPerformance.

	45
	NetworkPerformanceExt_AIML
	This feature indicates support of the network performance enhancements for AI/ML-based Services. Within this feature the following enhacements are covered:
-	support of providing gNB resource usage for GBR traffic and Delay-critical GBR traffic.

Supporting this feature also requires the support of NetworkPerformance feature.

	46
	DnPerformanceExt_eNA
	This feature indicates support for extensions to the event related to DN Performance, including support of number of UEs. Supporting this feature also requires the support of feature DnPerformance.

	47
	AnalyticsAccuracy
	This feature indicates support for the Analytics Accuracy information.

	48
	RedundantTransExpExt_eNA
	This feature indicates support extensions to the event related to redundant transmission experience analytics information including:
-	support of providing the E2E UL/DL packet loss rate (average, variance), E2E UL/DL packet delay (average, variance) in the analytics.
-	support of spatial and temporal granularity size.

Supporting this feature also requires the support of feature RedundantTransmissionExp.

	49
	WlanPerfExt_eNA
	This feature indicates support for the enhancements of WLAN performance supporting AIML, including support of temporal granularity size. Supporting this feature also requires the support of feature WlanPerformance.

	50
	MovementBehaviour
	This feature indicates support for the Movement Behaviour information.

	51
	LocAccuracy
	This feature indicates support for the Location Accuracy analytics.

	52
	RelativeProximity
	This feature indicates support for the Relative Proximity analytics.

	53
	StatisticsFailure
	This feature indicates support for partial failure report for statistics during event notification.

Supporting this feature also requires the support of EneNA feature.

	54
	RoamingAnalytics
	This feature indicates support for the Roaming analytics.

	55
	PredictionError
	This feature indicates support for Prediction Error handling.




*** Next Changes ***
[bookmark: _Toc98233807][bookmark: _Toc90656004][bookmark: _Toc85557209][bookmark: _Toc120702483][bookmark: _Toc112951303][bookmark: _Toc85553110][bookmark: _Toc101244585][bookmark: _Toc113031843][bookmark: _Toc88667719][bookmark: _Toc94064409][bookmark: _Toc136562582][bookmark: _Toc138754416][bookmark: _Toc145705911][bookmark: _Toc114133982][bookmark: _Toc104539180][bookmark: _Toc70550726][bookmark: _Toc148522821][bookmark: _Toc83233181][bookmark: _Toc160736167]5.3.4	Custom Operations without associated resources
None in this release of the specification.
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[bookmark: _Toc153364111]5.7.6.2.2	Type RoamingDataSub
Table 5.7.6.2.2-1: Definition of type RoamingDataSub
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	notificationUri
	Uri
	M
	1
	Notification target address.
	

	notifCorrId
	string
	M
	1
	Notification correlation identifier.
	

	plmnId
	PlmnId
	M
	1
	PLMN ID of the consumer.
	

	dataSub
	DataSubscription
	C
	0..1
	Subscribed data events.
(NOTE 1)
	

	anaSub
	NnwdafEventsSubscription
	C
	0..1
	Analytics subscription information to be used by the NWDAF to determine the data that can be used to generate these analytics, specified by the "anaSub" attribute.
(NOTE 1)
	

	formatInstruct
	FormattingInstruction
	O
	0..1
	Formatting instructions to be used for sending event notifications. If provided, they take precedence over any potentially conflicting event reporting requirements provided within the "dataSub" attribute.
	

	procInstructs
	array(ProcessingInstruction)
	O
	1..N
	Processing instructions to be used for sending event notifications.
	

	timePeriod
	TimeWindow
	O
	0..1
	Represents a start time and a stop time during which the data was collected or is requested to be collected.
If provided, the time period related attributes contained in "dataSub" attribute shall be ignored.
(NOTE 2)
	

	targetNfId
	NfInstanceId
	O
	0..1
	The NF instance identifier from which the NWDAF may collect the requested data.
(NOTE 3)
	

	targetNfSetId
	NfSetId
	O
	0..1
	NF set identifier from which the NWDAF may collect the requested data.
(NOTE 3)
	

	immReports
	array(NnwdafDataManagementNotif)
	O
	1..N
	Immediately reported roaming data notifications. It may only be provided in the HTTP POST response of a subscription creation/update and only if the immediate reporting flag was set to "true" in the HTTP POST request.
	

	suppFeat
	SupportedFeatures
	C
	0..1
	List of Supported features used as described in clause 5.7.8.
It shall be present in the POST request if at least one feature defined in clause 5.17.8 is supported, and it shall be present in the POST response if the NF service consumer included the"suppFeat" attribute in the POST request.
	

	NOTE 1:	One of these attributes shall be provided.
NOTE 2:	It includes the time period either in the past or in the future (i.e., start time as past time and stop time as future time is not allowed).
NOTE 3:	The "targetNfId" and "targetNfSetId" attributes are mutually exclusive.
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Table 5.8.6.2.2-1: Definition of type RoamingAnalyticsSubscription
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	roamEventSubs
	array(EventSubscription)
	M
	1..N
	Subscribed events.
 (NOTE 1)
	

	evtReq
	ReportingInformation
	O
	0..1
	Represents the reporting requirements of the event subscription.
 (NOTE 2, NOTE 3)
If omitted, the default values within the ReportingInformation data type apply.
	

	notifUri
	Uri
	M
	1
	Identifies the recipient of Notifications sent by the NWDAF.
	

	notifCorrId
	string
	M
	1
	Notification correlation identifier.
	

	consPlmnId
	PlmnId
	M
	1
	The PLMN ID of the NF service consumer.
	

	roamEventNotifs
	array(EventNotification)
	C
	1..N
	Notifications about Individual Events.
Shall only be present in the response to a subscription creation or modification if the immediate reporting indication in the "immRep" attribute within the "evtReq" attribute was set to true in the request and the reports are available.
 (NOTE 4)
	

	failEventReports
	array(FailureEventInfo)
	O
	1..N
	It may be supplied by the NWDAF in the response to a subscription creation or modification. When available, it contains the event(s) for which the subscription was not successful including the failure reason(s). 
	

	suppFeatsupportedFeatures
	SupportedFeatures
	C
	0..1
	List of Supported features used as described in clause 5.8.8.
This parameter shall be included in the response to the subscription creation or modification if it was included in the request.
	

	NOTE 1:	The attributes "useCaseCxt", "accuReq", "pauseFlg", "resumeFlg", as well as the attributes "anaMeta" and "anaMetaInd" within the "extraReportReq" attribute, are not applicable here.
NOTE 2:	If the "evtReq" attribute (of data type ReportingInformation) is provided and contains the "notifMethod" attribute, the notification method indicated by the "notifMethod" attribute within the ReportingInformation data type takes precedence over the notification method indicated by the "notificationMethod" attribute within the EventSubscription data type. 
NOTE 3:	If the "evtReq" attribute (of data type ReportingInformation) is provided and contains the "repPeriod" attribute, the periodic reporting time indicated by the "repPeriod" attribute in the ReportingInformation data type takes precedence over the periodic reporting time indicated by the "repetitionPeriod" attribute in the EventSubscription data type.
NOTE 4:	The attributes "anaMetaInfo", "accuInfo", "cancelAccuInd", "pauseInd", and "resumeInd" are not applicable here.
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openapi: 3.0.0

info:
  title: Nnwdaf_DataManagement
  version: 1.1.0-alpha.4
  description: |
    Nnwdaf_DataManagement API Service.  
    © 2023, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.

externalDocs:
  description: 3GPP TS 29.520 V18.4.0; 5G System; Network Data Analytics Services.
  url: 'https://www.3gpp.org/ftp/Specs/archive/29_series/29.520/'

servers:
  - url: '{apiRoot}/nnwdaf-datamanagement/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause 4.4 of 3GPP TS 29.501

security:
  - {}
  - oAuth2ClientCredentials:
    - nnwdaf-datamanagement

paths:
  /subscriptions:
    post:
      summary: subscribe to notifications
      operationId: CreateIndividualSubcription
      tags:
        - Subscriptions (Collection)
      requestBody:
        required: true
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/NnwdafDataManagementSubsc'
      responses:
        '201':
          description: Success
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/NnwdafDataManagementSubsc'
          headers:
            Location:
              description: >
                Contains the URI of the newly created resource, according to the structure
                {apiRoot}/nnwdaf-datamanagement/<apiVersion>/subscriptions/{subId}.
              required: true
              schema:
                type: string
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '502':
          $ref: 'TS29571_CommonData.yaml#/components/responses/502'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
      callbacks:
        myNotification:
          '{$request.body#/notificURI}':
            post:
              requestBody:
                required: true
                content:
                  application/json:
                    schema:
                      $ref: '#/components/schemas/NnwdafDataManagementNotif'
              responses:
                '200':
                  description: The notification is acknowledged and a planned action is provided.
                  content:
                    application/json:
                      schema:
                        $ref: 'TS29574_Ndccf_DataManagement.yaml#/components/schemas/NotifResponse'
                '204':
                  description: No Content, Notification was succesfull
                '307':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/307'
                '308':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/308'
                '400':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/400'
                '401':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/401'
                '403':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/403'
                '404':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/404'
                '411':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/411'
                '413':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/413'
                '415':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/415'
                '429':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/429'
                '500':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/500'
                '502':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/502'
                '503':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/503'
                default:
                  $ref: 'TS29571_CommonData.yaml#/components/responses/default'
              callbacks:
                Fetch:
                  '{request.body#/fetchInstruct/fetchUri}':
                    post:
                      requestBody:
                        required: true
                        content:
                          application/json:
                            schema: 
                              type: array
                              items:
                                type: string
                              minItems: 1
                              description: Indicate the fetch correlation identifier.
                      responses:
                        '200':
                          description: Expected response to a valid request
                          content:
                            application/json:
                              schema:
                                $ref: '#/components/schemas/NnwdafDataManagementNotif'
                        '307':
                          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
                        '308':
                          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
                        '400':
                          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
                        '401':
                          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
                        '403':
                          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
                        '404':
                          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
                        '406':
                          $ref: 'TS29571_CommonData.yaml#/components/responses/406'
                        '411':
                          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
                        '413':
                          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
                        '415':
                          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
                        '429':
                          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
                        '500':
                          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
                        '502':
                          $ref: 'TS29571_CommonData.yaml#/components/responses/502'
                        '503':
                          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
                        default:
                          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
  /subscriptions/{subscriptionId}:
    put:
      summary: Update an existing Individual NWDAF Data Subscription.
      operationId: UpdateNWDAFDataSubscription
      tags:
        - Individual NWDAF Data Management Subscription (Document)
      requestBody:
        required: true
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/NnwdafDataManagementSubsc'
      parameters:
        - name: subscriptionId
          in: path
          description: Event Subscription ID
          required: true
          schema:
            type: string
      responses:
        '200':
          description: OK. Resource was succesfully modified and representation is returned
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/NnwdafDataManagementSubsc'
        '204':
          description: No Content. Resource was succesfully modified
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '502':
          $ref: 'TS29571_CommonData.yaml#/components/responses/502'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
    delete:
      summary: unsubscribe from notifications
      operationId: DeleteNWDAFDataSubscription
      tags:
        - Individual NWDAF Data Management Subscription (Document)
      parameters:
        - name: subscriptionId
          in: path
          description: Event Subscription ID
          required: true
          schema:
            type: string
      responses:
        '204':
          description: No Content. Resource was succesfully deleted
[bookmark: _Hlk146628964]        '200':
          description: >
            Resource was succesfully deleted and including the stored unsent events in the response.
                  content:
                    application/json:
                      schema:
                        $ref: '#/components/schemas/NwdafDataManagementNotif'
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '502':
          $ref: 'TS29571_CommonData.yaml#/components/responses/502'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'

components:
  securitySchemes:
    oAuth2ClientCredentials:
      type: oauth2
      flows:
        clientCredentials:
          tokenUrl: '{nrfApiRoot}/oauth2/token'
          scopes:
            nnwdaf-datamanagement: Access to the Nnwdaf_DataManagement API

  schemas:
    NnwdafDataManagementSubsc:
      description: Represents an Individual NWDAF Data Management Subscription resource.
      type: object
      properties:
        adrfId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        adrfSetId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfSetId'
        anaSub:
          $ref: 'TS29520_Nnwdaf_EventsSubscription.yaml#/components/schemas/NnwdafEventsSubscription'
        dataCollectPurposes:
          type: array
          items:
            $ref: 'TS29574_Ndccf_DataManagement.yaml#/components/schemas/DataCollectionPurpose'
          minItems: 1
          description: >
            The purposes of data collection. This attribute may only be provided if user consent
            is reqiured depending on local policy and regulations and the consumer has
            not checked user consent.
        checkedConsentInd:
          type: boolean
          description: Indication that the NF service consumer has already checked the user consent.
        dataSub:
          $ref: 'TS29575_Nadrf_DataManagement.yaml#/components/schemas/DataSubscription'
        formatInstruct:
          $ref: 'TS29574_Ndccf_DataManagement.yaml#/components/schemas/FormattingInstruction'
        notifCorrId:
          type: string
          description: Notification correlation identifier.
        notificURI:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        notifEndpoints:
          type: array
          items:
            $ref: 'TS29574_Ndccf_DataManagement.yaml#/components/schemas/NotifyEndpoint'
          minItems: 1
          description: The information of notification endpoints.
        procInstruct:
          $ref: 'TS29574_Ndccf_DataManagement.yaml#/components/schemas/ProcessingInstruction'
        multiProcInstructs:
          type: array
          items:
            $ref: 'TS29574_Ndccf_DataManagement.yaml#/components/schemas/ProcessingInstruction'
          minItems: 1
          description: Processing instructions to be used for sending event notifications.
        suppFeat:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        targetNfId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        targetNfSetId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfSetId'
        timePeriod:
          $ref: 'TS29122_CommonData.yaml#/components/schemas/TimeWindow'
        immReport:
          $ref: '#/components/schemas/NnwdafDataManagementNotif'
        storeHandl:
          $ref: 'TS29574_Ndccf_DataManagement.yaml#/components/schemas/StorageHandlingInformation'
      required:
        - notifCorrId
        - notificURI
      oneOf:
        - required: [anaSub]
        - required: [dataSub]

    NnwdafDataManagementNotif:
      description: Represents an Individual Notification.
      type: object
      properties:
        dataNotification:
          $ref: 'TS29575_Nadrf_DataManagement.yaml#/components/schemas/DataNotification'
        dataReports:
          type: array
          items:
            $ref: 'TS29574_Ndccf_DataManagement.yaml#/components/schemas/NotifSummaryReport'
          minItems: 1
          description: List of summary reports of processed notifications.
        delAlert:
          $ref: 'TS29574_Ndccf_DataManagement.yaml#/components/schemas/DeletionAlert'
        notifCorrId:
          type: string
          description: Notification correlation identifier.
        terminationReq:
          type: string
          description: >
            It indicates that the termination of the data management subscription
            is requested by the NWDAF.
[bookmark: _Hlk96682415]        fetchInstruct:
          $ref: 'TS29576_Nmfaf_3caDataManagement.yaml#/components/schemas/FetchInstruction'
        notifTimestamp:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        pendNotifCause:
          $ref: '#/components/schemas/PendingNotificationCause'
      required:  
        - notifCorrId
        - notifTimestamp
      oneOf:
        - required: [dataNotification]
        - required: [dataReports]
        - required: [fetchInstruct]

#
# ENUMERATIONS DATA TYPES
#
    PendingNotificationCause:
      anyOf:
      - type: string
        enum:
          - UE_OUT_OF_NF_SERVING_AREA
          - OTHER
      - type: string
        description: >
          This string provides forward-compatibility with future extensions to the enumeration but
          is not used to encode content defined in the present version of this API.
      description: |
[bookmark: _Hlk146628768]        Represents the Pending Notification Cause for the stored unsent data.  
        Possible values are:
          - UE_OUT_OF_NF_SERVING_AREA: The UE moved out of the NF serving area.
          - OTHER: Other cause.

*** End of Changes ***

