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	Reason for change:
	Refer to the DP C3-242099, remove the not aligned Websocket Notification definition in MBS related APIs, that is only resource description including Websocket notification while no definition in the corresponding data model.

	
	

	Summary of change:
	Clause 5.4.2.2.3.2 and 5.27.4.2.3.2, remove misaligned websocket notification resource definition, also directly remove the wrong clause of 5.4.2.2.3.2.
Clause 5.27.6 remove the not used feature upon no related definition in the data model.

	
	

	Consequences if not approved:
	Not aligned websocket notification definition in this specification for MBS related APIs.
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[bookmark: _Hlk163494649][bookmark: _Toc153804014][bookmark: _Toc160551361]* * * 1st Change * * * *
[bookmark: _Toc114212420][bookmark: _Toc136555171][bookmark: _Toc151993619][bookmark: _Toc152000399][bookmark: _Toc152159004][bookmark: _Toc160584903][bookmark: _Toc129203715][bookmark: _Toc136555515][bookmark: _Toc151994015][bookmark: _Toc152000795][bookmark: _Toc152159400][bookmark: _Toc160585303]5.4.2.2.3.2	Notification via Websocket 
If supported by both AF and NEF and successfully negotiated, the MBS Session Status Notification may alternatively be delivered through the Websocket mechanism as defined in clause 5.2.5.4 of 3GPP TS 29.122 [4].
* * * 2nd Change * * * *
[bookmark: _Toc114212685][bookmark: _Toc136555437][bookmark: _Toc151993895][bookmark: _Toc152000675][bookmark: _Toc152159280][bookmark: _Toc160585181]5.27.4.2.3.2	VoidNotification via Websocket 
If supported by both AF and NEF and successfully negotiated, the MBS User Data Ingest Session Status Change Notification may alternatively be delivered through the Websocket mechanism as defined in clause 5.2.5.4 of 3GPP TS 29.122 [4].
* * * 3rd Change * * * *
[bookmark: _Toc114212693][bookmark: _Toc136555445][bookmark: _Toc151993903][bookmark: _Toc152000683][bookmark: _Toc152159288][bookmark: _Toc160585189]5.27.6	Used Features
The table below defines the features applicable to the MBSUserDataIngestSession API. Those features are negotiated as described in clause 5.2.7 of 3GPP TS 29.122 [4].
Table 5.27.6-1: Features used by MBSUserDataIngestSession API
	Feature number
	Feature Name
	Description

	1
	VoidNotification_websocket
	The delivery of notifications over Websocket is supported as described in 3GPP TS 29.122 [4]. This feature requires that the Notification_test_event feature is also supported.

	2
	VoidNotification_test_event
	The testing of notification connection is supported as described in 3GPP TS 29.122 [4].

	3
	5MBS2
	This feature indicates the support of the Rel-18 enhancements to 5G Multicast/Broadcast services.

The following functionalities are supported:
-	Support the provisioning of the Associated Session Identifier to enable 5MBS MOCN Network Sharing scenarios (e.g., MOCN with multiple broadcast MBS sessions transmitting the same content via different CNs).
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