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	Reason for change:
	There is an inconsistency within TS 29.222 about Service API category wherein:
api-cat is the service API category parameter, which is applicable for CAPIF1, CAPIF4 & CAPIF-6/6e.
wherein serviceAPICategory as part of ServiceAPIDescription in clause 8.2.4.2.2, 8.2.4.2.11 are applicable to CAPIF-6/6e only now.
There is a need to resolve this inconsistency: api-cat query parameter in GET method of CAPIF_Discover_Service is only applicable for CAPIF-6/6e interface as part of clause 8.1.2.2.3.1.
As per SA6 LS response (S6-241626), SA6 would like to inform that “service API category” applies also to CAPIF-1/1e and it is embedded within “service API information” IE (misleadingly under the name of “service API type”).
Also, the clarification is missing in domainName description of AefProfile.

	
	

	Summary of change:
	The following changes are proposed.

1) The serviceAPICategory is updated.

2) The clarification text about domainName description is provided.

	
	

	Consequences if not approved:
	The inconsistent defintion about Service API category within the specification and also missing clarity on Domain Name usage within AefProfile.
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* * * * First Change * * * *
[bookmark: _Toc28009839][bookmark: _Toc34061958][bookmark: _Toc36036714][bookmark: _Toc43284961][bookmark: _Toc45132740][bookmark: _Toc51193434][bookmark: _Toc51760633][bookmark: _Toc59015083][bookmark: _Toc59015599][bookmark: _Toc68165641][bookmark: _Toc83229737][bookmark: _Toc90648936][bookmark: _Toc105593829][bookmark: _Toc114209543][bookmark: _Toc138681407][bookmark: _Toc151977827][bookmark: _Toc152148510][bookmark: _Toc161988296][bookmark: _Toc28013390][bookmark: _Toc34222302][bookmark: _Toc36040485][bookmark: _Toc39134414][bookmark: _Toc43283361][bookmark: _Toc45134401][bookmark: _Toc49930001][bookmark: _Toc50024121][bookmark: _Toc51763609][bookmark: _Toc56594473][bookmark: _Toc67493815][bookmark: _Toc68169719][bookmark: _Toc73459327][bookmark: _Toc73459450][bookmark: _Toc74742987][bookmark: _Toc112918272][bookmark: _Toc120652773][bookmark: _Toc129205560][bookmark: _Toc129244379][bookmark: _Toc136530151][bookmark: _Toc136614748][bookmark: _Toc148460874][bookmark: _Toc151914871][bookmark: _Toc162005316][bookmark: _Toc28013453][bookmark: _Toc34222367][bookmark: _Toc36040550][bookmark: _Toc39134479][bookmark: _Toc43283426][bookmark: _Toc45134466][bookmark: _Toc49930066][bookmark: _Toc50024186][bookmark: _Toc51763674][bookmark: _Toc56594539][bookmark: _Toc67493881][bookmark: _Toc68169785][bookmark: _Toc73459395][bookmark: _Toc73459519][bookmark: _Toc74743056][bookmark: _Toc112918341][bookmark: _Toc120652842][bookmark: _Toc129205629][bookmark: _Toc129244448][bookmark: _Toc136530222][bookmark: _Toc136614819][bookmark: _Toc148460949][bookmark: _Toc151914949][bookmark: _Toc162005398]8.2.4.2.2	Type: ServiceAPIDescription
Table 8.2.4.2.2-1: Definition of type ServiceAPIDescription
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	apiName
	string
	M
	1
	API name, it is set as {apiName} part of the URI structure as defined in clause 5.2.4 of 3GPP TS 29.122 [14].
	

	apiId
	string
	O
	0..1
	API identifier assigned by the CAPIF core function to the published service API. Shall not be present in the HTTP POST request from the API publishing function to the CAPIF core function. Shall be present in the HTTP POST response from the CAPIF core function to the API publishing function and in the HTTP GET response from the CAPIF core function to the API invoker (discovery API).
	

	apiStatus
	ApiStatus
	O
	0..1
	Indicates the API status.
If this attribute is omitted, the Service API is active at all AEF(s) present in the "aefProfiles" attribute.
	ApiStatusMonitoring

	aefProfiles
	array(AefProfile)
	C
	1..N
	AEF profile information, which includes the exposed API details (e.g. protocol). For CAPIF-4/4e interface, API publishing function shall provide this attribute to the CAPIF core function in service API publishing. For CAPIF-1/1e interface, the CAPIF core function shall provide this attribute to the API Invoker during service API discovery. (NOTE 2)
	

	description
	string
	O
	0..1
	Text description of the API
	

	supportedFeatures
	SupportedFeatures
	O
	0..1
	The supported optional features of the CAPIF API. (NOTE 1)
	

	shareableInfo
	ShareableInformation
	O
	0..1
	Represents whether the service API and/or the service API category can be published to other CCFs.
	

	serviceAPICategory
	string
	C
	0..1
	The service API category to which the service API belongs to. This attribute is only applicable for CAPIF-6/6e interface. (NOTE  2)
	

	ccfId
	string
	C
	0..1
	CAPIF core function identifier which can be contacted further for discovering the details of service API information. This attribute is only applicable for CAPIF-6/6e interface and shall be provided with serviceAPICategory. (NOTE 2)
	

	apiSuppFeats
	SupportedFeatures
	O
	0..1
	Provided by the consumer to indicate the features supported by the service API.
	ApiSupportedFeaturePublishing

	pubApiPath
	PublishedApiPath
	C
	0..1
	It contains the published API path within the same CAPIF provider domain. it shall be provided by the CCF when publishing the service API to other CCF via the CAPIF-6 reference point.
	

	apiProvName
	string
	O
	0..1
	Represents the API provider name.
	RNAA

	NOTE 1:	For CAPIF_Publish_Service_API, the supported features attribute shall be provided in the HTTP POST request and in the response of successful resource creation. In addition, the supportedFeatures attribute may include one or more the supported features as defined in clause 8.2.6.
NOTE 2:	For CAPIF-6/6e interface, at least one of aefProfiles or serviceAPICategory and the corresponding ccfId shall be provided.



* * * * Next changes * * * *
[bookmark: _Toc161988298]8.2.4.2.4	Type: AefProfile
Table 8.2.4.2.4-1: Definition of type AefProfile
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	aefId
	string
	M
	1
	AEF identifier 
	

	versions
	array(Version)
	M
	1..N
	API version
	

	protocol
	Protocol
	O
	0..1
	Protocol used by the API.

(NOTE 3)
	

	dataFormat
	DataFormat
	O
	0..1
	Data format used by the API

(NOTE 3)
	

	securityMethods
	array(SecurityMethod)
	O
	1..N
	Security methods supported by the AEF for all interfaces. Certain interfaces may have different security methods supported in the attribute interfaceDescriptions. (NOTE 4)
	

	domainName
	string
	O
	0..1
	Domain to which API belongs to Contains the domain name information used to construct the “apiRoot” variable of the API URI.
(NOTE 1)
	

	interfaceDescriptions
	array(InterfaceDescription)
	O
	1..N
	Interface details
(NOTE 1)
	

	aefLocation
	AefLocation
	O
	0..1
	The location information (e.g. civic address, GPS coordinates, data center ID) where the AEF providing the service API is located.
	

	serviceKpis
	ServiceKpis
	O
	0..1
	Contains information about the service characteristics provided by the service API.
	EdgeApp_2

	ueIpRange
	IpAddrRange
	O
	0..1
	The list of public IP ranges of UEs.
	RNAA

	NOTE 1:	Only one of the attributes "domainName" or "interfaceDescriptions" shall be included.
NOTE 2:	Notification or callback type of resource is not included.
NOTE 3:	 If the VendorExt feature is supported, vendor-specific extensions to the AefProfile data structure, using the mechanism defined in clause 7.11, may be used to convey vendor-specific information.
[bookmark: _Hlk159047604]NOTE 4:	For AEFs defined by 3GPP interacting with API invokers via CAPIF-2e, at least one of the "securityMethods" attribute within this data type or the "securityMethods" attribute within the "interfaceDescriptions" attribute shall be present. For AEFs defined by 3GPP interacting with API invokers via CAPIF-2, the "securityMethods" attribute is optional. For AEFs not defined by 3GPP, the "securityMethods" attribute is optional.



* * * * Next changes * * * *
[bookmark: _Toc105593838][bookmark: _Toc114209552][bookmark: _Toc138681416][bookmark: _Toc151977836][bookmark: _Toc152148519][bookmark: _Toc161988305]8.2.4.2.11	Type: ServiceAPIDescriptionPatch
Table 8.2.4.2.11-1: Definition of type ServiceAPIDescriptionPatch
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	apiStatus
	ApiStatus
	O
	0..1
	Indicates the API status.
	ApiStatusMonotiring

	aefProfiles
	array(AefProfile)
	O
	1..N
	AEF profile information, which includes the exposed API details (e.g. protocol).
	

	description
	string
	O
	0..1
	Text description of the API
	

	shareableInfo
	ShareableInformation
	O
	0..1
	Represents whether the service API and/or the service API category can be published to other CCFs.
	

	serviceAPICategory
	string
	O
	0..1
	The service API category to which the service API belongs. This attribute is only applicable for CAPIF-6/6e interface.
(NOTE)
	

	ccfId
	string
	C
	0..1
	CAPIF core function identifier which can be contacted further for discovering the details of service API information. This attribute is only applicable for CAPIF-6/6e interface and shall be provided if the "serviceAPICategory" attribute is provided.
(NOTE)
	

	apiSuppFeats
	SupportedFeatures
	O
	0..1
	Indicates the features supported by the service API.
	ApiSupportedFeaturePublishing

	pubApiPath
	PublishedApiPath
	O
	0..1
	It contains the published API path within the same CAPIF provider domain. It is applicable only for the CAPIF-6 reference point.
	

	NOTE:	For CAPIF-6/6e interface, either the "aefProfiles" attribute or the "serviceAPICategory" attribute and the corresponding "ccfId" attribute may be provided.



* * * * End of Changes * * * *
