

	
[bookmark: _Hlk166315287]3GPP TSG CT WG3 Meeting #135	C3-243104
Hyderabad, IN, 27th – 31st May, 2024
	CR-Form-v12.3

	CHANGE REQUEST

	

	
	29.435
	CR
	0030
	rev
	-
	Current version:
	18.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Corrections to the data structures in the response body.

	
	

	Source to WG:
	Nokia 

	Source to TSG:
	CT3

	
	

	Work item code:
	NSCALE
	
	Date:
	2024-05-20

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19) 
Rel-20	(Release 20)

	
	

	Reason for change:
	In the Table 6.9.4.2.2-2, Presence and Cardinality fields are updated with values for 204 No Content, when actually its not applicable.  
The same is corrected.

	
	

	Summary of change:
	Table 6.9.4.2.2-2 is corrected

	
	

	Consequences if not approved:
	Incorrect stage-3 specification.


	
	

	Clauses affected:
	6.9.4.2.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This CR does not impact any open APIs defined in this specification. 

	
	

	This CR's revision history:
	




* * * * First change * * * *
Page 1


[bookmark: _Toc160650175][bookmark: _Toc161902883]6.9.4.2.2	Operation Definition
This operation shall support the request data structures specified in table 6.9.4.2.2-1 and the response data structures and response codes specified in table 6.9.4.2.2-2.
Table 6.9.4.2.2-1: Data structures supported by the POST Request Body for this operation
	Data type
	P
	Cardinality
	Description

	MultiSlicesOptReq
	M
	1
	Contains the parameters to request multiple slices optimization.



Table 6.9.4.2.2-2: Data structures supported by the POST Response Body for this operation
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	M
	1
	204 No Content
	Successful case. The multiple slices optimization request is successfully received and processed.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection.

The response shall include a Location header field containing an alternative target URI located in an alternative NSCE Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection.

The response shall include a Location header field containing an alternative target URI located in an alternative NSCE Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	NOTE:	The mandatory HTTP error status codes for the HTTP POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [2] shall also apply.



Table 6.9.4.2.2-3: Headers supported by 307 Response Code for this operation
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative target URI located in an alternative NSCE Server.



Table 6.9.4.2.2-4: Headers supported by 308 Response Code for this operation
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative target URI located in an alternative NSCE Server.
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