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[bookmark: _Toc164928122]6.2.6.2.1	Type: NSLCMSubsc
Table 6.2.6.2.1-1: Definition of type NSLCMSubscPolUsageSubsc
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	notifUri
	Uri
	M
	1
	Contains the URI via which the Network Slice Lifecycle Management Notifications shall be delivered.
	

	triggerConds
	array(TriggerCond)
	O
	1..N
	Contains the monitored parameters and the corresponding thresholds which could trigger the AppLayer-NS-LCM.
	

	expTime
	DateTime
	O
	0..1
	Indicates the time at which the Network Slice Lifecycle Management subscription shall expire.

This attribute may only be present in Network Slice Lifecycle Management subscription creation/update responses.

If this attribute is absent, this means that the Network Slice Lifecycle Management subscription shall not expire, until explicitly deleted by the service consumer.
	

	suppFeat
	SupportedFeatures
	C
	0..1
	Contains the list of supported features among the ones defined in clause 6.2.8.

This attribute shall be present only if feature negotiation needs to take place.
	



* * * * Next change * * * *
[bookmark: _Toc157434736][bookmark: _Toc157436451][bookmark: _Toc157440291][bookmark: _Toc160649963][bookmark: _Toc164928245]6.4.3.3.3.1	GET
The HTTP GET method allows a service consumer to retrieve an existing "Individual Network Slice Optimization Subscription" resource at the NSCE Server.
This method shall support the URI query parameters specified in the table 6.4.3.3.3.1-1.
Table 6.4.3.3.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.4.3.3.3.1-2 and the response data structures and response codes specified in table 6.4.3.3.3.1-3.
Table 6.4.3.3.3.1-2: Data structures supported by the GET Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.4.3.3.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	NetSliceOptSubsc
	M
	1
	200 OK
	Successful case. The requested "Individual Network Slice Optimization Subscription" resource shall be returned.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative NSCE Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative NSCE Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	NOTE:	The manadatory HTTP error status codes for the GET method listed in Table 5.2.6-1 of 3GPP TS 29.122 [2] shall also apply.



Table 6.4.3.3.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NSCE server.



Table 6.4.3.3.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NSCE server.



* * * * Next change * * * *
[bookmark: _Toc157434737][bookmark: _Toc157436452][bookmark: _Toc157440292][bookmark: _Toc160649964][bookmark: _Toc164928246]6.4.3.3.3.2	PUT
The HTTP PUT method allows a service consumer to request the update of an existing "Individual Network Slice Optimization Subscription" resource at the NSCE Server.
This method shall support the URI query parameters specified in the table 6.4.3.3.3.2-1.
Table 6.4.3.3.3.2-1: URI query parameters supported by the PUT method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.4.3.3.3.2-2 and the response data structures and response codes specified in table 6.4.3.3.3.2-3.
Table 6.4.3.3.3.2-2: Data structures supported by the PUT Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	NetSliceOptSubsc
	M
	1
	Represents the updated representation of the "Individual Network Slice Optimization Subscription" resource.



Table 6.4.3.3.3.2-3: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	NetSliceOptSubsc
	M
	1
	200 OK
	Successful case. The "Individual Network Slice Optimization Subscription" resource is successfully updated and a representation of the updated resource shall be returned in the response body.

	n/a
	
	
	204 No Content
	Successful case. The "Individual Network Slice Optimization Subscription" resource is successfully updated and no content is returned in the response body.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative NSCE Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative NSCE Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	NOTE:	The manadatory HTTP error status codes for the PUT method listed in Table 5.2.6-1 of 3GPP TS 29.122 [2] shall also apply.



Table 6.4.3.3.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NSCE server.



Table 6.4.3.3.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NSCE server.



* * * * Next change * * * *
[bookmark: _Toc160650447]6.16.3.2.4.2.2	Operation Definition
This operation shall support the request data structures specified in table 6.16.3.2.4.2.2-1 and the response data structure and response codes specified in table 6.16.3.2.4.2.2-2.
Table 6.16.3.2.4.2.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	[bookmark: _Hlk154532198]NSInfoDelReq
	M
	1
	Contains the parameters to request Network Slice Information delivery.



Table 6.16.3.2.4.2.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Successful case. The Network Slice Information delivery request is successfully received, processed and completed.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection.

The response shall include a Location header field containing an alternative target URI for the resource custom operation located in an alternative NSCE Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection.

The response shall include a Location header field containing an alternative target URI for the resource custom operation located in an alternative NSCE Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].

	NOTE:	The manadatory HTTP error status codes for the HTTP POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [2] shall also apply.



Table 6.16.3.2.4.2.2-3: Headers supported by the 307 Response Code on this resource custom operation
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative target URI for the resource custom operation located in an alternative NSCE Server.



Table 6.16.3.2.4.2.2-4: Headers supported by the 308 Response Code on this resource custom operation
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative target URI for the resource custom operation located in an alternative NSCE Server.



* * * * Next change * * * *
[bookmark: _Toc160650172][bookmark: _Toc164928485]6.9.4.1	Overview
The structure of the custom operation URIs of the NSCE_MultiSlicesOptimization API is shown in Figure 6.9.4.1-1.

Figure 6.9.4.1-1: Custom operation URI structure of the NSCE_MultiSlicesOptimization API
Table 6.9.4.1-1 provides an overview of the custom operation and applicable HTTP methods defined for the NSCE_MultiSlicesOptimization API.
Table 6.9.4.1-1: Custom operations without associated resources
	Operation name
	Custom operation URI
	Mapped HTTP method
	Description

	Request
	/request
	POST
	Enables a service consumer to request multiple slices optimization.



The custom operations shall support the URI variables defined in table 6.9.4.1-2.
Table 6.9.4.1-2: URI variables for this custom operation
	Name
	Data type
	Definition

	apiRoot
	Sstring
	See clause 6.9.1.



* * * * Next change * * * *
[bookmark: _Toc157435022][bookmark: _Toc157436737][bookmark: _Toc157440577][bookmark: _Toc160650322][bookmark: _Toc164928636]6.13.6.2.4	Type: ServDgradInfo
Table 6.13.6.2.4-1: Definition of type ServDgradInfo
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	valServiceId
	Sstring
	M
	1
	Represents the identifier of the targeted VAL service.
	

	reqErrors
	array(ErrorInfo)
	M
	1..N
	Contains the list of requested errors causing service degradation and the related information.
	



* * * * End of changes * * * *
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