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* * * * Start of changes * * * *
[bookmark: _Toc73369120][bookmark: _Toc122117820][bookmark: _Toc120679878][bookmark: _Toc133434258][bookmark: _Toc138760735][bookmark: _Toc161998789]6.1.4.2.2	Operation Definition
This operation shall support request data structures specified in table 6.1.4.2.2-1 and response data structures specified in table 6.1.4.2.2-2.
Table 6.1.4.2.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	AuthDisReqData
	M
	1
	Contains the request data to obtain the authorization for a UE of a 5G ProSe Discovery Request.



Table 6.1.4.2.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	AuthDisResData
	M
	1
	200 OK
	Contains the response data for the authorization of a 5G ProSe Direct Discovery Request for a UE.

	N/A
	
	
	307 Temporary Redirect
	Temporary redirection.

 The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative AF.

	N/A
	
	
	308 Permanent Redirect
	Permanent redirection.

 The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative AF.

	ProblemDetails
	O
	0..1
	403 Forbidden
	(NOTE 2)

	NOTE 1:	The mandatory HTTP error status code for the POST method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	Failure cases are described in clause 6.1.7.3.



Table 6.1.4.2.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains Aan alternative URI representing the end point of an alternative AF.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Contains the identifier of the alternative AF towards which the request is redirected.



Table 6.1.4.2.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains Aan alternative URI representing the end point of an alternative AF.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Contains the identifier of the alternative AF towards which the request is redirected.



* * * * Next changes * * * *
[bookmark: _Toc122117823]6.1.4.3.2	Operation Definition
This operation shall support request data structures specified in table 6.1.4.3.2-1 and response data structures specified in table 6.1.4.3.2-2.
Table 6.1.4.3.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	AuthUpdateData
	M
	1
	Contains the result of the revocation request to update authorization information for Restricted ProSe Direct Discovery.



Table 6.1.4.3.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	This case represents successful report of discovery authorization update result.

	N/A
	
	
	307 Temporary Redirect
	Temporary redirection.

 The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative AF.

	N/A
	
	
	308 Permanent Redirect
	Permanent redirection.

 The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative AF.

	ProblemDetails
	O
	0..1
	403 Forbidden
	(NOTE 2)

	NOTE 1:	The mandatory HTTP error status code for the POST method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	Failure cases are described in clause 6.1.7.3.



Table 6.1.4.3.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains Aan alternative URI representing the end point of an alternative AF.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Contains the identifier of the alternative AF towards which the request is redirected.



Table 6.1.4.3.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains Aan alternative URI representing the end point of an alternative AF.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Contains the identifier of the alternative AF towards which the request is redirected.



* * * * Next changes * * * *
[bookmark: _Toc26202332][bookmark: _Toc22624271][bookmark: _Toc22141069][bookmark: _Toc11343370][bookmark: _Toc26202518][bookmark: _Toc34804228][bookmark: _Toc35935799][bookmark: _Toc45030019][bookmark: _Toc51922379][bookmark: _Toc51922798][bookmark: _Toc90664051][bookmark: _Toc122117830]6.1.5.2.3.1	POST
This method sends a discovery authorization update notification to the NF service consumer.
This method shall support the request and response data structures and response codes specified in table 6.1.5.2.3.1-1 and table 6.1.5.2.3.1-2.
Table 6.1.5.2.3.1-1: Data structures supported by the POST Request Body
	Data type
	P
	Cardinality
	Description

	AuthUpdateData
	M
	1
	Input parameters to the "DiscoveryAuthorizationUpdateNotify" service operation, including the updated authorization information for Restricted ProSe Direct Discovery.



Table 6.1.5.2.3.1-2: Data structures supported by the POST Response Body
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	This case represents successful notification of the event. 

	N/A
	
	
	307 Temporary Redirect
	Temporary redirection.

 The response shall include a Location header field containing an alternative URI representing the end point of an alternative NF consumer (service) instance towards which the notification should be redirecteda different URI. The URI shall be an alternative URI of the resource located on an alternative AF.

	N/A
	
	
	308 Permanent Redirect
	Permanent redirection.

 The response shall include a Location header field containing an alternative URI representing the end point of an alternative NF consumer (service) instance towards which the notification should be redirecteda different URI. The URI shall be an alternative URI of the resource located on an alternative AF.

	ProblemDetails
	O
	0..1
	403 Forbidden
	(NOTE 2)

	NOTE 1:	The mandatory HTTP error status code for the POST method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	Failure cases are described in clause 6.1.7.3.



Table 6.1.5.2.3-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI representing the end point of an alternative NF consumer (service) instance towards which the notification should be redirectedAn alternative URI representing the end point of an alternative AF.

	3gpp-Sbi-Target-Nf-Id
	String
	O
	0..1
	Contains the identifier of the target NF (service) instance towards which the notification request is redirected.



Table 6.1.5.2.3-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI representing the end point of an alternative NF consumer (service) instance towards which the notification should be redirectedAn alternative URI representing the end point of an alternative AF.

	3gpp-Sbi-Target-Nf-Id
	String
	O
	0..1
	Contains the identifier of the target NF (service) instance towards which the notification request is redirected.



* * * * End of changes * * * *
