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	Reason for change:
	As specified in TS 23.501, clause 6.3.7.1, the PCF for a PDU session selects a (V-)PCF instance for UE Policy Association.

However, the procedures for PCF for a UE discovery and selection by the PCF for the PDU session are not covered yet in clause 8.




	
	

	Summary of change:
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[bookmark: _Toc28012084][bookmark: _Toc34122936][bookmark: _Toc36037886][bookmark: _Toc38875267][bookmark: _Toc43191746][bookmark: _Toc45133140][bookmark: _Toc51316644][bookmark: _Toc51761824][bookmark: _Toc56674801][bookmark: _Toc56675192][bookmark: _Toc59016178][bookmark: _Toc63167776][bookmark: _Toc66262285][bookmark: _Toc68166791][bookmark: _Toc73537908][bookmark: _Toc75351784][bookmark: _Toc83231593][bookmark: _Toc85534890][bookmark: _Toc88559353][bookmark: _Toc114209984]* * * First Change * * * *
[bookmark: _Toc28005519][bookmark: _Toc36038191][bookmark: _Toc45133388][bookmark: _Toc51762218][bookmark: _Toc59016623][bookmark: _Toc68167593][bookmark: _Toc161742883][bookmark: _Toc28005520][bookmark: _Toc36038192][bookmark: _Toc45133389][bookmark: _Toc51762219][bookmark: _Toc59016624][bookmark: _Toc68167594][bookmark: _Toc161742884]8.1	General
The PCF discovery and selection procedures are needed when there are multiple and separately addressable PCFs in a PLMN or an SNPN. It is also possible that a PCF may serve only specific DN(s).
For PCC deployments not supporting MBS, PCF discovery and selection procedures are described in this clause clauses 8.2, 8.3, 8.4, 8.4A, 8.4B and 8.5.
PCF discovery and selection procedures related to MBS PCC deployments as defined in 3GPP TS 23.247 [54] are described in clause 8.6.
These procedures correlate the AF service session establishment over N5 or Rx with the associated PDU session (Session binding) handled over N7. They also correlate the AF service request over N5 with the associated AM policy context or, in the case the AF is a 5G DDNMF, with the associated UE policy context, handled over N15.
These procedures enable the AMF and SMF to address the PCF.
These procedures enable a consumer NF (e.g. an AF, NEF or PCF for a UE) to address the PCF for a PDU Session or the PCF for the UE (see clause 8.4).
The SCP is involved in the case of delegated discovery and selection.
* * * Second Change * * * *
[bookmark: _Toc28005523][bookmark: _Toc36038195][bookmark: _Toc45133392][bookmark: _Toc51762222][bookmark: _Toc59016627][bookmark: _Toc68167597][bookmark: _Toc161742887]8.4.1	General
When multiple and separately addressable PCFs have been deployed, the BSF, as described in clause 8.4.2, is required in order to ensure that a consumer NF (e.g. an AF, NEF) for a certain PDU session reaches over N5/Rx the PCF holding the PDU session information, and that a consumer NF (e.g. an AF or NEF) for a certain UE context reaches e.g. over N5 the PCF holding the UE context information. The AF can also select a PCF based on local configuration for Ethernet PDU sessions.
For the integration with TSC networks the AF is either the TSN AF (integration with IEEE TSN networks) or the TSCTSF (integration with other TSC networks than IEEE TSN).

* * * Third Change * * * *
[bookmark: _Toc161742890]8.4B	PCF for a UE discovery and selection by the PCF for a PDU session
When the PCF for a PDU session determines that a UE Policy Association needs to be established with the (V-) PCF for the UE, e.g., the PCF for a PDU session receives a UE Policy Container or when the UE moves from 5GS to EPS as specified in 3GPP TS 29.512 [9], the PCF for the PDU session(s) handling the concerned PDN connection or PDU session(s) needs to discover the PCF for a UE to enable the provisioning of URSP rules to UE in EPS using the Npcf_UEPolicyControl service. The following alternatives are specified for the discovery and selection of the PCF for a UE by the PCF for a PDU session:
1)	When the PCF for a PDU session receives a UE Policy Container, the PCF for the PDU session behaves as an AMF for the discovery and selection of the (V-)(H-)PCF for a UE, and follows the procedures specified in clause 8.2, with the difference that (V-)PCF selection is performed as specified for AM Policy Association establishment.
2)	When the PCF for a PDU session detects that the UE moves from 5GS to EPS, the PCF for the PDU session shall query the BSF as described in clause 8.4.2 to retrieve the (V-)PCF addressing information of the PCF for the UE holding the UE context information while the UE was in 5GS. In this case, H-PCF discovery and selection is not performed by the PCF for the PDU session since the V-PCF maintains the UE Policy Association with the selected H-PCF.

* * * End Change * * * *

