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Additional discussion(if needed):
Proposed changes:
* * * First Change * * * *
[bookmark: _Toc151886194][bookmark: _Toc152076259][bookmark: _Toc153793975][bookmark: _Toc162006686][bookmark: _Toc131692884][bookmark: _Toc122516701][bookmark: _Toc122516723]7.10.1.3.2.2	Notification definition
The POST method shall be used for the event notification and the callback URI shall be the one provided by the service consumer during the subscription to the event.
Callback URI: {notifUri} 
This method shall support the URI query parameters specified in table 7.10.1.3.2.2-1.
Table 7.10.1.3.2.2-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 7.10.1.3.2.2-2 and the response data structures and response codes specified in table 7.10.1.3.2.2-3.
Table 7.10.1.3.2.2-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	AppPerfNotif
	M
	1
	Notification on VAL performance analytics. 



Table 7.10.1.3.2.2-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	The notification for the VAL performance analytics event is accepted.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection, during notification.

The response shall include a Location header field containing an alternative URI representing the end point of an alternative notification destination where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection, during notification.

The response shall include a Location header field containing an alternative URI representing the end point of an alternative notification destination where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [3] also apply.



Table 7.10.1.3.2.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative notification destination towards which the notification should be redirected.



Table 7.10.1.3.2.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative notification destination towards which the notification should be redirected.




* * * Next change * * * *
[bookmark: _Toc151886231][bookmark: _Toc152076296][bookmark: _Toc153794012][bookmark: _Toc162006721]7.10.2.3.2.2	Notification definition
The POST method shall be used for the event notification and the callback URI shall be the one provided by the consumer during the subscription to the event.
Callback URI: {notifUri} 
This method shall support the URI query parameters specified in table 7.10.2.3.2.2-1.
Table 7.10.2.3.2.2-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



If the notification is on the slice-specific application performance analytics, this method shall support the request data structures specified in table 7.10.2.3.2.2-2 and the response data structures and response codes specified in table 7.10.2.3.2.2-3.
Table 7.10.2.3.2.2-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	SliceAppPerfNotif
	M
	1
	Notification information of the slice-specific application performance analytics.



Table 7.10.2.3.2.2-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	Notification for the slice-specific application performance analytics event is accepted.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection, during notification.

The response shall include a Location header field containing an alternative URI representing the end point of an alternative notification destination where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection, during notification.

The response shall include a Location header field containing an alternative URI representing the end point of an alternative notification destination where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [3] also apply.



Table 7.10.2.3.2.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative notification destination towards which the notification should be redirected.



Table 7.10.2.3.2.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative notification destination towards which the notification should be redirected.




* * * Next change * * * *
[bookmark: _Toc151886256][bookmark: _Toc152076321][bookmark: _Toc153794037][bookmark: _Toc162006752]7.10.3.3.2.2	Notification definition
The POST method shall be used for the event notification and the callback URI shall be the one provided by the consumer during the subscription to the event.
Callback URI: {notifUri} 
This method shall support the URI query parameters specified in table 7.10.3.3.2.2-1.
Table 7.10.3.3.2.2-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



If the notification is on the UE-to-UE session performance analytics, this method shall support the request data structures specified in table 7.10.3.3.2.2-2 and the response data structures and response codes specified in table 7.10.3.3.2.2-3.
Table 7.10.3.3.2.2-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	U2UPerfNotif
	M
	1
	Notification information of the UE-to-UE session performance analytics.



Table 7.10.3.3.2.2-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	Notification for the UE-to-UE session performance analytics event is accepted.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection, during notification.

The response shall include a Location header field containing an alternative URI representing the end point of an alternative notification destination where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection, during notification.

The response shall include a Location header field containing an alternative URI representing the end point of an alternative notification destination where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.7.1-1 of 3GPP TS 29.122 [3] shall also apply.



Table 7.10.3.3.2.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative notification destination towards which the notification should be redirected.



Table 7.10.3.3.2.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative notification destination towards which the notification should be redirected.




* * * Next change * * * *
[bookmark: _Toc151886281][bookmark: _Toc152076346][bookmark: _Toc153794062][bookmark: _Toc162006784]7.10.4.3.2.2	Notification definition
The POST method shall be used for the event notification and the callback URI shall be the one provided by the consumer during the subscription to the event.
Callback URI: {notifUri} 
This method shall support the URI query parameters specified in table 7.10.4.3.2.2-1.
Table 7.10.4.3.2.2-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



If the notification is on the location accuracy analytics, this method shall support the request data structures specified in table 7.10.4.3.2.2-2 and the response data structures and response codes specified in table 7.10.4.3.2.2-3.
Table 7.10.4.3.2.2-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	LocAccurNotif
	M
	1
	Notification information of the location accuracy analytics.



Table 7.10.4.3.2.2-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	Notification for the location accuracy analytics event is accepted.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection, during notification.

The response shall include a Location header field containing an alternative URI representing the end point of an alternative notification destination where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection, during notification.

The response shall include a Location header field containing an alternative URI representing the end point of an alternative notification destination where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [3] also apply.



Table 7.10.4.3.2.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative notification destination towards which the notification should be redirected.



Table 7.10.4.3.2.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative notification destination towards which the notification should be redirected.




* * * Next change * * * *
[bookmark: _Toc151886306][bookmark: _Toc152076371][bookmark: _Toc153794087][bookmark: _Toc162006809]7.10.5.3.2.2	Notification definition
The POST method shall be used for the event notification and the callback URI shall be the one provided by the consumer during the subscription to the event.
Callback URI: {notifUri} 
This method shall support the URI query parameters specified in table 7.10.5.3.2.2-1.
Table 7.10.5.3.2.2-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



If the notification is on the service API analytics, this method shall support the request data structures specified in table 7.10.5.3.2.2-2 and the response data structures and response codes specified in table 7.10.5.3.2.2-3.
Table 7.10.5.3.2.2-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	SrvApiNotif
	M
	1
	Notification information of the service API analytics.



Table 7.10.5.3.2.2-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	Notification for the service API analytics event is accepted.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection, during notification.

The response shall include a Location header field containing an alternative URI representing the end point of an alternative notification destination where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection, during notification.

The response shall include a Location header field containing an alternative URI representing the end point of an alternative notification destination where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [3] also apply.



Table 7.10.5.3.2.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative notification destination towards which the notification should be redirected.



Table 7.10.5.3.2.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative notification destination towards which the notification should be redirected.




* * * Next change * * * *
[bookmark: _Toc151886370][bookmark: _Toc152076435][bookmark: _Toc153794151][bookmark: _Toc162006875]7.10.7.3.2.2	Notification definition
The POST method shall be used for the event notification and the callback URI shall be the one provided by the consumer during the subscription to the event.
Callback URI: {notifUri} 
This method shall support the URI query parameters specified in table 7.10.7.3.2.2-1.
Table 7.10.7.3.2.2-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



If the notification is on the edge load analytics and the edge load analytics data, this method shall support the request data structures specified in table 7.10.7.3.2.2-2 and the response data structures and response codes specified in table 7.10.7.3.2.2-3.
Table 7.10.7.3.2.2-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	EdgeNotif
	M
	1
	Notification information on edge load analytics or edge load analytics data.



Table 7.10.7.3.2.2-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	The receipt of the Notification is acknowledged.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection, during notification.

The response shall include a Location header field containing an alternative URI representing the end point of an alternative notification destination where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection, during notification.

The response shall include a Location header field containing an alternative URI representing the end point of an alternative notification destination where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [3] shall also apply.



Table 7.10.7.3.2.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative notification destination towards which the notification should be redirected.



Table 7.10.7.3.2.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative notification destination towards which the notification should be redirected.




* * * Next change * * * *
[bookmark: _Toc136562587][bookmark: _Toc138754421][bookmark: _Toc120702488][bookmark: _Toc145705916][bookmark: _Toc148522826][bookmark: _Toc153363883][bookmark: _Toc162006911]7.10.8.4.2.2	Notification definitionOperation Definition
Callback URI: {notifUri}
The operation shall support the callback URI variables defined in Table 7.10.8.4.2.2-1, the request data structures specified in table 7.10.8.4.2.2-2 and the response data structure and response codes specified in Table 7.10.8.4.2.2-3.
Table 7.10.8.4.2.2-1: Callback URI variables
	Name
	Data type
	Definition

	notifUri
	Uri
	The Notification Uri is assigned within the Individual A-ADRF Data Management Subscription Resource and described within the DataManageSub type.



Table 7.10.8.4.2.2-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	DataManageNotification
	M
	1
	Provides information about the requested data.



[bookmark: _Toc97037347][bookmark: _Toc97193131][bookmark: _Toc114133988][bookmark: _Toc112951309][bookmark: _Toc120702489][bookmark: _Toc104539186][bookmark: _Toc113031849]Table 7.10.8.4.2.2-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	The receipt of the Notification is acknowledged.

	RedirectResponsen/a
	O
	0..1
	307 Temporary Redirect
	Temporary redirection, during notification.

The response shall include a Location header field containing an alternative URI representing the end point of an alternative notification destination where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].Temporary redirection, during the event notification.

	RedirectResponsen/a
	O
	0..1
	308 Permanent Redirect
	Permanent redirection, during notification.

The response shall include a Location header field containing an alternative URI representing the end point of an alternative notification destination where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].Permanent redirection, during the event notification.

	NOTE:	The mandatory HTTP error status codes for the GET method listed in table 5.2.6-1 of 3GPP TS 29.122 [3] also apply.



Table 7.10.8.4.2.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI representing the end point of an alternative notification destination NF consumer (service) instance towards which the notification is redirected.



Table 7.10.8.4.2.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI representing the end point of an alternative notification destinationNF consumer (service) instance towards which the notification is redirected.




* * * End of changes * * * *
