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*** 1st Change ***
[bookmark: _Toc114212507][bookmark: _Toc136555259][bookmark: _Toc151993717][bookmark: _Toc152000497][bookmark: _Toc152159102][bookmark: _Toc162001460]5.22.4.1	General
This clause specifies the application data model supported by the ASTI API.
Table 5.22.4.1-1 specifies the data types defined for the ASTI API.
Table 5.22.4.1-1: ASTI API specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	AccessTimeDistributionData
	5.22.4.3.2
	Contains the parameters for the creation of 5G access stratum time distribution configuration and for the subscription of 5G access stratum time distribution status.
	

	ActiveUe
	5.22.4.3.5
	Contains the UE identifier whose status of the access stratum time distribution is active and the optional requested time synchronization error budget.
	

	AstiConfigNotification
	5.22.4.3.6
	Contains the report of a change in the 5G Access Stratum Time Distribution parameters applied to the UE(s).
	ASTIConfigReport
NetTimeSyncStatus

	AstiConfigStateNotification
	5.22.4.3.7
	Contains the report about a change in the 5G Access Stratum Time Distribution parameters for a UE
	ASTIConfigReport
NetTimeSyncStatus

	ClockQualityAcceptanceCriteriaResult
	5.15.4.3.20
	Contains the clock quality acceptance criteria result.
	NetTimeSyncStatus

	StatusRequestData
	5.22.4.3.3
	Contains the parameters for retrieval of the status of the access stratum time distribution for a list of UEs.
	

	StatusResponseData
	5.22.4.3.4
	Contains the parameters for the status of the access stratum time distribution for a list of UEs.
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