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	Reason for change:
	· In S2-2401402(CR5082), the minimum and maximum values are removed from the QoS monitoring measurement result.
· The reply LS S2-2401403 indicates that the UPF will not report the minimum and maximum measurement result during the Minimum waiting time. TS 29.244 was defined in this way starting from Rel-16, and 29.564 was defined in this way starting from Rel-17.

Based on the above reasons, the QoS monitoring report can be updated to indicate that based on the PCF report, the TSCTSF may only include one element within the ul/dl/rtt delay array(s).


	
	

	Summary of change:
	Update the descriptions of QoS monitoring report.
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	Misalignment with stage 2 requirement.
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Additional discussion(if needed):
Proposed changes:
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When the TSCTSF receives the notification about Service Data Flow QoS Monitoring control from the PCF as described in 3GPP TS 29.514 [20], the TSCTSF shall inform the NF service consumer accordingly if the NF service consumer has previously subscribed as described in clauses 5.3.2.2.6 and 5.3.2.3.6 and 5.3.2.6.3.
The TSCTSFPCF shall notify the NF service consumer by including the "EventsNotification" data type in the body of the HTTP POST request as described in clause 5.3.2.5.2.
The TSCTSF shall within an instance of "events" attribute include:
-	"QOS_MONITORING" within the "event" attribute;
-	the identification of the affected service flows (if not all the flows are affected) encoded in the "flowIds" attribute if applicable; and
-	the "qosMonReports" array with the monitored QoS information. For QoS monitoring for packet delay:
a)		one or twothe uplink packet delays within the "ulDelays" attribute;
b)	one or twothe downlink packet delays within the "dlDelays" attribute; and/or
c)	one or twothe round trip packet delays within the "rtDelays" attribute; andor
d)	if the feature "PacketDelayFailureReport" is supported, the packet delay measurement failure indicator within "pdmf" attribute.
NOTE:	The PCF reports one UL, DL and/or round-trip packet delay measurement for each periodic and/or event-triggered report as described in 3GPP TS 29.514 [20]. I.e, the TSCTSF can include only one element within the "ulDelays", "dlDelays", and/or "rtDelays" array(s) respectively, each one with the received report from the PCF for the UL, DL and/or round trip delay(s).
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