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Additional discussion(if needed):
Proposed changes:

[bookmark: _Toc98182983][bookmark: _Toc11247460][bookmark: _Toc27044584][bookmark: _Toc36033626][bookmark: _Toc45131763][bookmark: _Toc49776048][bookmark: _Toc51746968][bookmark: _Toc66360523][bookmark: _Toc68105028][bookmark: _Toc74755658][bookmark: _Toc75351369][bookmark: _Toc11247463][bookmark: _Toc27044587][bookmark: _Toc36033629][bookmark: _Toc45131766][bookmark: _Toc49776051][bookmark: _Toc51746971][bookmark: _Toc66360526][bookmark: _Toc68105031][bookmark: _Toc74755661][bookmark: _Toc75351372]*** 1st Change ***
[bookmark: _Toc148522506][bookmark: _Toc120702234][bookmark: _Toc136562281][bookmark: _Toc114133734][bookmark: _Toc145705602][bookmark: _Toc138754115][bookmark: _Toc160735790][bookmark: _Toc112951055][bookmark: _Toc113031595][bookmark: _Toc11247932][bookmark: _Toc27045114][bookmark: _Toc36034165][bookmark: _Toc45132313][bookmark: _Toc49776598][bookmark: _Toc51747518][bookmark: _Toc66361100][bookmark: _Toc68105605][bookmark: _Toc74756237][bookmark: _Toc105675114][bookmark: _Toc112943379]4.4.2.4.2	Notification about subscribed data 
Figure 4.2.2.4.2-1 shows a scenario where the NWDAF sends a request to the NF service consumer to notify for event notifications (see also 3GPP TS 23.288 [17]).
Figure 4.2.2.4.2-1 shows a scenario where the NWDAF sends a request to the NF service consumer to notify for event notifications (see also 3GPP TS 23.288 [17]).


Figure 4.4.2.4.2-1: NWDAF notifies the subscribed event
The NWDAF shall invoke the Nnwdaf_DataManagement_Notify service operation to notify the subscribed event. The NWDAF shall send an HTTP POST request with "{notificURI}" received in the Nnwdaf_DataManagement_Subscribe service operation as Resource URI, as shown in figure 4.4.2.4.2-1, step 1.
The NnwdafDataManagementNotif data structure provided in the request body that shall include:
[bookmark: _Hlk98948495]-	the notification correlation identifier within the "notifCorrId" attribute;
-	the timestamp of the notification within the "notifTimestamp" attribute;
-	one of the following: 
[bookmark: _Hlk98858351]-	data collected from data sources (e.g. SMF, NEF) in the "dataNotification" attribute;
-	summarized data derived from events that occurred based on processing and formatting instructions in the "dataReports" attribute;
-	information for fetching the contents of the notification in the "fetchInstruct" attribute.
-	a deletion alert in the "delAlert" attribute, if the "EnhDataMgmt" feature is supported.
The NnwdafDataManagementNotif data structure provided in the request body may include:
-	an indication that the NWDAF has requested a termination of the subscription within the "terminationReq" attribute; and/or
-	a pending notification cause for the stored unsent data in the "pendNotifCause" attribute if the "EnhDataMgmt" feature is supported.
Upon the reception of an HTTP POST request, if the NF service consumer successfully processed and accepted the received HTTP POST request, the NF Service Consumer shall store the notification and respond with HTTP "204 No Content" status code, or with HTTP "200 OK" status code and the NotifResponse data structure in the response body if the "EnhDataMgmt" feature is supported.
After the successful processing of the HTTP POST request:
-	if the NWDAF requests the NF service consumer with the "fetchInstruct" attribute to retrieve the data, the NF service consumer may invoke the Nnwdaf_DataManagement_Fetch service operation to retrieve the notified data as defined in clause 4.4.2.5.
-	if the NWDAF provided a deletion alert to the NF service consumer, the NF service consumer may invoke the Nadrf_DataManagement_RetrievalRequest service operation as defined in 3GPP TS 29.575 [27] clause 4.2.2.5, using the storage transaction identifier received within the "alertStorTransId" attribute of the "delAlert" attribute, in order to retrieve the data that are about to be deleted.
NOTE:	The "alertStorTransId" attribute, which is used for retrieving data prior to deletion, does not have to be the same with or related to the storage transaction identifier that is assigned and returned during the storage of the data in the ADRF.
If errors occur when processing the HTTP POST request, the NF service consumer shall send an HTTP error response as specified in clause 5.3.7.
If the NF service consumer determines the received HTTP POST request needs to be redirected, the NF service consumer shall send an HTTP redirect response as specified in clause 6.10.9 of 3GPP TS 29.500 [6].
*** 2nd Change ***
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Table 5.3.6.2.2-1: Definition of type NnwdafDataManagementSubsc
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	adrfId
	NfInstanceId
	O
	0..1
	Identifier of the ADRF to be used by the NWDAF.
If the subscription is for runtime dataanalytics (i.e. the "timePeriod" attribute is either absent or contains a time window in the future) then the NWDAF shall store the notifications in this ADRF.
If the subscription is for historical dataanalytics (i.e. the "timePeriod" attribute contains a time window in the past) then the NWDAF shall retrieve the data from this ADRF. (NOTE 2)
	

	adrfSetId
	NfSetId
	O
	0..1
	Identifier of the ADRF Set to be used by the NWDAF.
If the subscription is for runtime dataanalytics (i.e. the "timePeriod" attribute is either absent or contains a time window in the future) then the NWDAF shall store the notifications in this ADRF Set.
If the subscription is for historical dataanalytics (i.e. the "timePeriod" attribute contains a time window in the past) then the NWDAF shall retrieve the data from this ADRF Set. (NOTE 2)
	

	anaSub
	NnwdafEventsSubscription
	C
	0..1
	Analytics subscription information to be used by the NWDAF to determine the data that is relevant to these analytics and shall thus be collected and reported, i.e. the "anaSub" attribute may be provided when the consumer requests from the NWDAF data that it needs in order to compute the analytics that is specified by the "anaSub" attribute.
(NOTE 1)
	

	checkedConsentInd
	boolean
	O
	0..1
	If set to "true", it indicates that the NF service consumer has already checked the user consent. The default value is "false".
	UserConsent

	dataCollectPurposes
	array(DataCollectionPurpose)
	O
	1..N
	The purpose of data collection. This attribute may only be provided if user consent is required depending on local policy and regulations, and the consumer has not checked user consent.
	

	dataSub
	DataSubscription
	C
	0..1
	Subscribed data events.
(NOTE 1) (NOTE 6) (NOTE 7)
	

	formatInstruct
	FormattingInstruction
	O
	0..1
	Formatting instructions to be used for sending event notifications. If provided, they take precedence over any potentially conflicting event reporting requirements provided within the "dataSub" attribute.
	

	notifCorrId
	string
	M
	1
	Notification correlation identifier.
	

	notificURI
	Uri
	M
	1
	Notification target address.
	

	notifEndpoints
	array(NotifyEndpoint)
	O
	1..N
	The additional information of notification target address and correlation identifier.
	DataAnaCollect

	procInstruct
	ProcessingInstruction
	O
	0..1
	Processing instructions to be used for sending event notifications.
This attribute may only be provided if the "dataSub" attribute is provided. (NOTE 4)
	

	multiProcInstructs
	array(ProcessingInstruction)
	O
	1..N
	Processing instructions to be used for sending event notifications.
This attribute may only be provided if the "dataSub" attribute is provided. (NOTE 4)
	MultiProcessingInstruction

	suppFeat
	SupportedFeatures
	C
	0..1
	This IE represents a list of Supported features as described in clause 5.3.8.
(NOTE 5)
	

	targetNfId
	NfInstanceId
	O
	0..1
	NF instance identifier to which the NWDAF shall create the requested subscription. (NOTE 2)
	

	targetNfSetId
	NfSetId
	O
	0..1
	NF set identifier to which the NWDAF shall create the requested subscription. (NOTE 2)
	

	timePeriod
	TimeWindow
	O
	0..1
	Represents a start time and a stop time during which data was collected or is requested to be collected. If this attribute is included, then the internal attributes of the data subscription that indicate a subscription duration (e.g. the "targetPeriod" attribute of an "eventSubs" attribute of an "smfDataSub" attribute, or the "monDur" attribute of the ReportingInformation data type) shall not be provided.
(NOTE 3)
	

	immReport
	NnwdafDataManagementNotif
	O
	0..1
	Immediate report including available NWDAF data management notification.
May only be present in the response to a subscription request and only if the immediate reporting indication and formatting or processing instructions were included in the subscription request.
	DataAnaCollect

	storeHandl
	StorageHandlingInformation
	O
	0..1
	Contains storage handling information for the data that will be collected and stored in an ADRF based on the requested subscription.
	EnhDataMgmt

	NOTE 1:	Exactly one of these attributes shall be provided.
NOTE 2:	"targetNfId" and "targetNfSetId" are mutually exclusive. "adrfId" and "adrfSetId" are also mutually exclusive.
NOTE 3:	It includes the time period either in the past or in the future (i.e., start time as past time and stop time as future time is not allowed).
NOTE 4:	The "multiProcInstructs" attribute shall be used instead of the "procInstruct" attribute when the "MultiProcessingInstruction" feature is supported.
NOTE 5:	It shall be present in the POST request if at least one feature defined in clause 5.3.8 is supported, and it shall be present in the POST response if the NF service consumer includes the "suppFeat" attribute in the POST request.
NOTE 6:	The event reporting information within the "dataSub" attribute (e.g. "eventsRepInfo" attribute in the case of AF events) may include muting instructions (e.g. within the "notifFlagInstruct" attribute in the case of AF events) and/or muting notifications settings (e.g. within the "mutingSetting" attribute in the case of AF events) only if the EnhDataMgmt feature is supported.
NOTE 7:	The "upfDataSub" attribute within the "dataSub" attribute is applicable only if the "UpEvents" feature is supported. The "gmlcDataSub" attribute within the "dataSub" attribute is applicable only if the "LocEvents" feature is supported.



*** End of Changes ***
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