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	Reason for change:
	As described in this TS, in order for the PCF to apply DNN replacement functionality, the PCF needs to be updated with the latest information related to the Allowed NSSAI and, if the feature PartNetSliceSupport or NetSliceRepl is supported, related to the Partially Allowed NSSAI.
There are a couple instances in the specification that only refer to Allowed NSSAI and thus need to be updated.


	
	

	Summary of change:
	Clause 4.2.2.3.4 is updated to indicate that the PCF is updated with both Allowed NSSAI and Partially Allowed NSSAI if the applicable features are supported.
Clause 5.6.2.8 is updated to indicate that the S-NSSAI that is included within the CandidateForReplacement data type can also refer to the S-NSSAI of the Partially Allowed NSSAI. 
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Additional discussion(if needed):
Proposed changes:
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[bookmark: _Toc28011087][bookmark: _Toc34137950][bookmark: _Toc36037545][bookmark: _Toc39051647][bookmark: _Toc43363239][bookmark: _Toc45132846][bookmark: _Toc49871577][bookmark: _Toc50023467][bookmark: _Toc51761147][bookmark: _Toc67492630][bookmark: _Toc74838363][bookmark: _Toc104311185][bookmark: _Toc104385865][bookmark: _Toc104407059][bookmark: _Toc104408352][bookmark: _Toc104545946][bookmark: _Toc160617725][bookmark: _Toc114212219][bookmark: _Toc144157214]4.2.2.3.4	SMF Selection Management
If the "DNNReplacementControl" feature is supported, when SMF Selection Management is enabled, the SMF selection information is encoded using the "SmfSelectionData" data type, which consists of:
-	the conditions upon which the AMF shall request to the PCF the replacement of SMF selection data, which may include:
a)	an indication of whether the AMF shall request DNN replacement when the UE requested an unsupported DNN during PDU session establishment encoded in the "unsuppDnn" attribute; and/or
b)	a list of candidate DNNs for replacement encoded in the "candidates" map, where: 
i)	the key of the map is the S-NSSAI; and
ii)	each entry of the map is of "CandidateForReplacement" data type, which:
-	shall include the S-NSSAI encoded in the "snssai" attribute; and
-	may include the list of candidate DNNs for the S-NSSAI encoded in the "dnns" attribute; 
NOTE 1:	The S-NSSAIs included in the map are S-NSSAIs of the allowed NSSAI and/or the Partially Allowed NSSAI, if the "PartNetSliceSupport" feature and/or "NetSliceRepl" feature is/are supported, valid in the serving network. The PCF keeps updated information of the Allowed NSSAI and/or the Partially Allowed NSSAI valid in the serving network by subscribing to the policy control request trigger(s) Change of Allowed NSSAI and/or Change of the Partially Allowed NSSAI of the served UE.
NOTE 2:	When the PCF provides URSP rules (see 3GPP TS 29.525 [29]) to the UE with new DNN information and in order to provide uniform service experience for UEs from earlier Releases, the candidate DNNs for replacement will consider those included within the traffic descriptors in addition to those included as part of the Route Selection Descriptor(s) of the URSP rule(s) provided to the UE.
-	and, 
a)	when included within the Npcf_AMPolicyControl_Update request, the UE requested DNN and S-NSSAI at PDU session establishment that matched an entry of the "candidates" map, encoded in the "dnn" attribute and in the "snssai" attribute respectively, and the mapping to the home S-NSSAI encoded in the "mappingSnssai" attribute if available; and
b)	when included within the Npcf_AMPolicyControl_Update response, the PCF selected DNN encoded in the "dnn" attribute.;
NOTE 32:	The PCF can select the same DNN and S-NSSAI as the UE requested DNN and S-NSSAI. When the PCF returns an unsupported DNN, the AMF applies internal policies to reject the PDU session establishment.
When the "dnns" attribute is omitted in an entry of the "candidates" map it represents that the AMF shall invoke the procedure for any UE request matching the S-NSSAI value included in the "snssai" attribute. 
*** 2nd Change ***
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Table 5.6.2.8-1: Definition of type CandidateForReplacement
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	snssai
	Snssai
	M
	1
	Contains tThe S-NSSAI ofin the serving PLMN. It shall contain either a S-NSSAI fromwithin the Allowed NSSAI, or if the "PartNetSliceSupport" feature and/or "NetSliceRepl" feature is/are supported, a S-NSSAI from the Partially Allowed NSSAI.
	

	dnns
	array(Dnn)
	O
	1..N
	List of candidate DNNs for replacement for the S-NSSAI included in the "snssai" attribute. If omitted, any DNN for the provided S-NSSAI is candidate for replacement. The DNN shall contain the Network Identifier only.
(NOTE)
	

	NOTE:	The AMF shall match the PDU session that contain a candidate DNN Network Identifier for any Operator Identifier value.
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