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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc129250015][bookmark: _Toc34228184][bookmark: _Toc36041587][bookmark: _Toc36041743][bookmark: _Toc44680180][bookmark: _Toc45134777][bookmark: _Toc49583662][bookmark: _Toc51764099][bookmark: _Toc58838774][bookmark: _Toc59020089][bookmark: _Toc59020176][bookmark: _Toc68170840][bookmark: _Toc138693711]4.3.2.1	Introduction
Service operations defined for the Nnef_EASDeployment Service are shown in table 4.3.2.1-1.
Table 4.3.2.1-1: Nnef_EASDeploymentNnef_EventExposure Service Operations
	Service Operation Name
	Description
	Initiated by

	Nnef_EASDeployment_Subscribe
	This service operation is used by an NF service consumer to explicitly subscribe the notification of changes of EAS Deployment Information.
	NF service consumer

	Nnef_EASDeployment_Unsubscribe
	This service operation is used by an NF service consumer to explicitly unsubscribe the notification of changes of EAS Deployment Information.
	NF service consumer

	Nnef_EASDeployment_Notify
	This service operation is used by the NEF to provide subscribed event information, e.g.updated EAS Deployment Information to the NF service consumer.
	NEF



*** Next Change ***
[bookmark: _Toc83235794][bookmark: _Toc138693736]4.3.2.3.2	Unsubscription of notification of changes of EAS Deployment Information
In order to delete an existing subscription to EAS Deployment Information change event, the NF service consumer shall send an HTTP DELETE request message to the individual resource URI "{apiRoot}/nnef-eas-deployment/<apiVersion>v1/subscriptions/{subscriptionId}" in which the "{subscriptionId}" is the subscription correlation identifier of the existing subscription resource that is to be deleted.
The NEF shall delete the individual resource and shall respond to the NF service consumer with an HTTP "204 No Content" response message.
If the NEF cannot delete the individual resource, shall take proper error handling actions and shall respond to the NF service consumer with a proper error status code.

*** Next Change ***
[bookmark: _Toc138693810]5.2.3.2.3.1	POST
This method shall support the URI query parameters specified in table 5.2.3.2.3.1-1.
Table 5.2.3.2.3.1-1: URI query parameters supported by the POST method on this resource 
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 5.2.3.2.3.1-2 and the response data structures and response codes specified in table 5.2.3.2.3.1-3.
Table 5.2.3.2.3.1-2: Data structures supported by the POST Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	EasDeploySubData
	M
	1
	Contains the information required for the creation of a new Individual EAS Deployment Event Subscription resource.



Table 5.2.3.2.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
Codes
	Description

	EasDeploySubData
	M
	1
	201 Created
	Contains the representation of the Individual EAS Deployment Event Subscription resource.

	NOTE:	The manadatory HTTP error status code for the POST method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



Table 5.2.3.2.3.1-4: Headers supported by the 201 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure: {apiRoot}/nnef-eas-deployment/<apiVersion>/subscriptions/{subscriptionId}



*** Next Change ***
[bookmark: _Toc138693825]5.2.5.2.3.1	POST
This method shall support the request data structures specified in table 5.2.5.2.3.1-1 and the response data structures and response codes specified in table 5.2.5.2.3.1-12.
Table 5.2.5.2.3.1-21: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	EasDeployInfoNotif
	M
	1
	Provides Information about the EAS Deployment Information changes event.



Table 5.2.5.2.3.1-32: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	The receipt of the Notification is acknowledged.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection, during event notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative NF consumer (service) instance where the notification should be sent.

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection, during event notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative NF consumer (service) instance where the notification should be sent.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



Table 5.2.5.2.3.1-43: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative NF consumer (service) instance towards which the notification should be redirected.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance towards which the notification request is redirected.



Table 5.2.5.2.3.1-54: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative NF consumer (service) instance towards which the notification should be redirected.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance towards which the notification request is redirected.



*** Next Change ***
[bookmark: _Toc138693843]5.2.9	Security
As indicated in 3GPP TS 33.501 [8] and 3GPP TS 29.500 [4], the access to the Nnef_EASDeployment API may be authorized by means of the OAuth2 protocol (see IETF RFC 6749 [9]), based on local configuration, using the "Client Credentials" authorization grant, where the NRF (see 3GPP TS 29.510 [10]) plays the role of the authorization server.
If OAuth2 is used, an NF Service Consumer, prior to consuming services offered by the Nnef_EASDeployment API, shall obtain a "token" from the authorization server, by invoking the Access Token Request service, as described in 3GPP TS 29.510 [10], clause 5.4.2.2.
NOTE:	When multiple NRFs are deployed in a network, the NRF used as authorization server is the same NRF that the NF Service Consumer used for discovering the Nnef_EASDeploymentEventExposure service.
The Nnef_EASDeployment API defines a single scope "nnef-eas-deployment" for the entire service, and it does not define any additional scopes at resource or operation level.

*** End of Changes ***
