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* * * * First Change * * * *
6.2.1.1.2	Network initiated user plane connection establishment procedure initiation by the network
The LMF initiates the user plane connection establishment procedure by sending the USER PLANE CONNECTION ESTABLISHMENT COMMAND message to the UE and starts the T5012 timer, (see example in figure 6.2.1.1.2.1). The LMF shall:
a)	create the USER PLANE CONNECTION ESTABLISHMENT COMMAND message;
b)	send the USER PLANE CONNECTION ESTABLISHMENT COMMAND message to the UE; and
c)	start a timer T5012 upon sending the USER PLANE CONNECTION ESTABLISHMENT COMMAND message.




Figure 6.2.1.1.2.1: User plane connection establishment procedure

* * * Next Change * * * *
[bookmark: _Toc160553779][bookmark: _Toc160553780][bookmark: _Toc160553848]6.2.1.1.5	Network initiated user plane connection establishment procedure not accepted by the UE
[bookmark: OLE_LINK4]If the USER PLANE CONNECTION ESTABLISHMENT COMMAND cannot be accepted, the UE shall send a USER PLANE CONNECTION ESTABLISHMENT COMMAND REJECT FAILURE message.
Upon reception of a USER PLANE CONNECTION ESTABLISHMENT COMMAND FAILUREREJECT message from the UE, the LMF shall stop the timer T5012 and shall consider the user plane connection between the UE and the LMF as not established.
* * * Next Change * * * *
6.2.1.1.6	Abnormal cases on the network side
The following abnormal cases can be identified:
a)	Expiry of the timer T5012.
[bookmark: OLE_LINK15]	The network shall, on the first expiry of the timer T5012, retransmit the USER PLANE CONNECTION ESTABLISHMENT COMMAND message and shall reset and start timer T5012. This retransmission is repeated up to four times, i.e. on the fifth expiry of timer T5012, the LMF shall abort the user plane connection establishment procedure.
b)	Lower layer failure before the USER PLANE CONNECTION ESTABLISHMENT COMPLETE or USER PLANE CONNECTION ESTABLISHMENT COMMAND FAILUREREJECT message is received.
	The network shall abort the user plane connection establishment procedure.
c)	User plane connection establishment procedure and UE requested user plane connection establishment procedure collision
	If the LMF receives a USER PLANE CONNECTION ESTABLISHMENT REQUEST message during the user plane connection establishment procedure, the LMF shall ignore the USER PLANE CONNECTION ESTABLISHMENT REQUEST message and proceed with the user plane connection establishment procedure.
* * * Next Change * * * *
[bookmark: _Toc160553781]6.2.1.1.7	Abnormal cases in the UE
The following abnormal cases can be identified:
a)	Transmission failure of USER PLANE CONNECTION ESTABLISHMENT COMPLETE message or USER PLANE CONNECTION ESTABLISHMENT COMMAND FAILUREREJECT message.
	The user plane connection establishment procedure shall be aborted.
* * * Next Change * * * *
[bookmark: _Toc160553860]11.1.3	Message type
The Message type information element and its use are defined in 3GPP TS 24.007 [11]. Table 11.1.3.1defines the value part of the message type information element used in the LCS-UPP and table 11.1.3.2 defines the value part of the message type information element used in the UPP-CM.
The Message type is a type 3 information element, with the length of 1 octet.
Table 11.1.3.1: Message type for LCS-UPP
	Bits
	
	

	8
	7
	6
	5
	4
	3
	2
	1
	
	

	
	
	
	
	
	
	
	
	
	

	0
	1
	-
	-
	-
	-
	-
	-
	
	LCS-UPP messages

	
	
	
	
	
	
	
	
	
	

	0
	1
	0
	0
	0
	0
	0
	1
	
	UL LCS-UP transport

	0
	1
	0
	0
	0
	0
	1
	0
	
	DL LCS-UP transport



Table 11.1.3.2: Message type for UPP-CM
	Bits
	
	

	8
	7
	6
	5
	4
	3
	2
	1
	
	

	
	
	
	
	
	
	
	
	
	

	1
	1
	-
	-
	-
	-
	-
	-
	
	UPP-CM messages

	
	
	
	
	
	
	
	
	
	

	1
	1
	0
	0
	0
	0
	0
	1
	
	User plane connection establishment command

	1
	1
	0
	0
	0
	0
	1
	0
	
	User plane connection establishment complete

	1
	1
	0
	0
	0
	0
	1
	1
	
	User plane connection establishment command rejectfailure

	1
	1
	0
	0
	0
	1
	0
	0
	
	User plane connection establishment request

	1
	1
	0
	0
	0
	1
	0
	1
	
	User plane connection establishment reject

	1
	1
	0
	0
	0
	1
	1
	0
	
	User plane connection release command

	1
	1
	0
	0
	0
	1
	1
	1
	
	User plane connection release complete

	1
	1
	0
	0
	1
	0
	0
	0
	
	User plane connection release request



* * * Next Change * * * *
12.3	Timers of UPP-CM
Timers of UPP-CM are shown in table 12.3.1 and table 12.3.2.
Table 12.3.1: Timers of UPP-CM – UE side
	TIMER NUM.
	TIMER VALUE
	CAUSE OF START
	NORMAL STOP
	ON
THE
1st, 2nd, 3rd, 4th EXPIRY (NOTE 1)

	T5011
	16s
	Transmission of USER PLANE CONNECTION ESTABLISHMENT REQUEST message
	USER PLANE CONNECTION ESTABLISHMENT COMMAND message received
USER PLANE CONNECTION ESTABLISHMENT REJECT message received
	Retransmission of USER PLANE CONNECTION ESTABLISHMENT REQUEST message

	T5013
	16s
	Transmission of USER PLANE CONNECTION RELEASE REQUEST message
	USER PLANE CONNECTION RELEASE COMMAND message received
	Retransmission of USER PLANE CONNECTION RELEASE REQUEST message

	NOTE 1:	Typically, the procedures are aborted on the fifth expiry of the relevant timer. Exceptions are described in the corresponding procedure description.



Table 12.3.2: Timers of UPP-CM – LMF side
	TIMER NUM.
	TIMER VALUE
	CAUSE OF START
	NORMAL STOP
	ON
THE
1st, 2nd, 3rd, 4th EXPIRY (NOTE 1)

	T5012
	16s
	Transmission of USER PLANE CONNECTION ESTABLISHMENT COMMAND message
	USER PLANE CONNECTION ESTABLISHMENT COMPLETE message received
USER PLANE CONNECTION ESTABLISHMENT COMMAND REJECTFAILURE message received
	Retransmission of USER PLANE CONNECTION ESTABLISHMENT COMMAND message

	T5010
	16s
	Transmission of USER PLANE CONNECTION RELEASE COMMAND message
	A USER PLANE CONNECTION RELEASE COMPLETE message received
	Retransmission of USER PLANE CONNECTION RELEASE COMMAND message

	NOTE 1:	Typically, the procedures are aborted on the fifth expiry of the relevant timer. Exceptions are described in the corresponding procedure description.



* * * End of Changes * * * *
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