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[bookmark: _Hlk118471422]***** First change *****
[bookmark: _Toc160553753][bookmark: _Toc155372394][bookmark: _Toc20232685][bookmark: _Toc27746787][bookmark: _Toc36212969][bookmark: _Toc36657146][bookmark: _Toc45286810][bookmark: _Toc51948079][bookmark: _Toc51949171][bookmark: _Toc20232683][bookmark: _Toc27746785][bookmark: _Toc36212967][bookmark: _Toc36657144][bookmark: _Toc45286808][bookmark: _Toc51948077][bookmark: _Toc51949169][bookmark: _Toc123901515]1	Scope
[bookmark: OLE_LINK8][bookmark: OLE_LINK9]The present document specifies the LCS user plane protocol (LCS-UPP) to support the Location Services in the 5G System (5GS) as specified in 3GPP TS 23.273 [2] for user plane positioning between the UE and the LMF.
The present document also specifies the LCS user plane positioning connection management (UPP-CM) procedure protocol to support the LCS secured user plane connection between the UE and the LMF.
The present document also specifies the LCS user plane protocol (LCS-UPP) to support location event reporting over an LCS secured user plane connection between the UE and the LCS client or the AF.
The present document also defines the message format, message contents, error handling and system parameters applied by the LCS-UPPLocation Services User plane protocol and the UPP-CM LCS user plane positioning connection management protocol for supporting Location Services in 5GS.
***** End of changes *****
