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* * * First Change * * * *
[bookmark: _Toc502244460][bookmark: _Toc27581265][bookmark: _Toc45189029][bookmark: _Toc51947717][bookmark: _Toc75495667][bookmark: _Toc86042634][bookmark: _Toc86043191][bookmark: _Toc97379723][bookmark: _Toc104711061][bookmark: _Toc162967666][bookmark: _GoBack]7.1	General
This clause contains the information elements coding for the messages used in the procedures described in the present document.
In order to identify the usage of messages, in addition to the information elements specified in 3GPP TS 23.554 [2], a "Message Type" element shall be added to each message. The possible values of "Message Type" element are listed below:
a)	"REG" refers to rRegistration;
b)	"DEREG" refers to de-registration;
c)	"MSG" refers to MSGin5G message;
d)	"MSGRESP" refers to message response; and
e)	"IMDN" refers to MSGin5G delivery status report";
f)	"SEGREC" refers to segments recovery; and
g)	"SEGCONFIR" refers to message segments received confirmation;
h)	"BREG" refers to bulk registration;
i)	"BDEREG" refers to bulk de-registration;
j)	"REGRESP" refers to registration response;
k)	"DEREGRESP" refers to de-registration response; and
l)	"GWREG" refers to gateway registration.

* * * End of Change * * * *

