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*** First Change ***
[bookmark: _Toc160609402][bookmark: _Toc160611279][bookmark: _Toc160609406][bookmark: _Toc160611283]6.6.5.1	General
This clause specifies the application data model supported by the Eees_EASInformationProvisioning API.
Table 6.6.5.1-1 specifies the data types defined specifically for the Eees_EASInformationProvisioning API service.
Table 6.6.5.1-1: Eees_EASInformationProvisioning API specific Data Types
	Data type
	Section defined
	Description
	Applicability

	EasInfoProvReq
	6.6.5.2.2
	
	

	EasInfoProvReqType
	6.6.5.3.n
	
	

	EasInfoProvResp
	6.6.5.2.3
	
	

	InstantiatedEASInfo
	6.6.5.2.4
	
	

	EasInfoProvReqType
	6.6.5.2.7
	
	



Table 6.6.5.1-2 specifies data types re-used by the Eees_EASInformationProvisioning API service from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Eees_EASInformationProvisioning.
Table 6.6.5.1-2: Re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	ACRScenario
	3GPP TS 29.558 [4]
	To represent the selected ACR scenarios in ACR_SELECTION event.
	

	Dnai
	3GPP TS 29.571 [5]
	Identifies a DNAI.
	

	EndPoint
	3GPP TS 29.558 [4]
	Represents the endpoint information of an EAS.
	

	LocationArea5G
	3GPP TS 29.122 [3]
	Used to define the geographic and topological area served by EAS.
	




*** Next Change ***
6.6.5.2.3	Type: EasInfoProvResp
Table 6.6.5.2.3-1: Definition of type EasInfoProvResp
	Name
	Data type
	P
	Cardinality
	Description

	selAcrScenarioList
	array(ACRScenario)
	O
	0..N
	The list of ACR scenarios (or the list of ACR scenarios for EAS bundles) selected by the EES. (NOTE 1)

	instEasInfo
	InstantiatedEASInfo
	O
	0..1
	The instantiated EAS information. (NOTE 2)

	comEasEndpoint
	EndPoint
	O
	0..1
	The common EAS endpoint provided if the EES has determined a different common EAS. (NOTE 3)

	comEesEndpoint
	EndPoint
	O
	0..1
	The common EES endpoint of the common EAS provided if the common EAS is registered to a different EES. (NOTE 3)

	NOTE 1:	Only if the “reqType” attribute of the request is “ACR_SCENARIO_SELECTION_REQUEST”.
NOTE 2:	Only if request does not include selected EAS endpoint.
NOTE 3:	Only if the “reqType” attribute of the request is "EAS_SELECTION".




	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	selAcrScenarioList
	array(ACRScenario)
	O
	0..N
	The list of ACR scenarios (or the list of ACR scenarios for EAS bundles) selected by the EES. (NOTE 1)
	

	instEasInfo
	InstantiatedEASInfo
	O
	0..1
	The instantiated EAS information. (NOTE 2)
	

	comEasEndpoint
	EndPoint
	O
	0..1
	The common EAS endpoint provided if the EES has determined a different common EAS. (NOTE 3)
	

	comEesEndpoint
	EndPoint
	O
	0..1
	The common EES endpoint of the common EAS provided if the common EAS is registered to a different EES. (NOTE 3)
	

	NOTE 1:	Only if the “reqType” attribute of the request is “ACR_SCENARIO_SELECTION_REQUEST”.
NOTE 2:	Only if request does not include selected EAS endpoint.
NOTE 3:	Only if the “reqType” attribute of the request is "EAS_SELECTION".




*** Next Change ***
6.6.5.2.7	VoidEnumeration: EasInfoProvReqType
Table 6.6.5.2.7-1: Enumeration EasInfoProvReqType
	Enumeration value
	Description

	ACR_SCENARIO_SELECTION_ANNOUNCEMENT
	The EAS information provisioning request types is ACR scenario selection announcement.

	ACR_SCENARIO_SELECTION_REQUEST
	The EAS information provisioning request types is ACR scenario selection request.

	EAS_SELECTION
	The EAS information provisioning request types is EAS selection.




*** Next Change ***
[bookmark: _Toc28012837][bookmark: _Toc34266319][bookmark: _Toc36102490][bookmark: _Toc43563534][bookmark: _Toc45134077][bookmark: _Toc50032009][bookmark: _Toc51762929][bookmark: _Toc56640997][bookmark: _Toc59017965][bookmark: _Toc66231833][bookmark: _Toc68168994][bookmark: _Toc70550661][bookmark: _Toc73564475][bookmark: _Toc85734457][bookmark: _Toc89431756][bookmark: _Toc97042568][bookmark: _Toc97045712][bookmark: _Toc97155457][bookmark: _Toc101521597][bookmark: _Toc138761871][bookmark: _Toc160609410][bookmark: _Toc160611287]6.6.5.3.n	Enumeration: EasInfoProvReqType
Table 6.6.5.3.n-1: Enumeration EasInfoProvReqType
	Enumeration value
	Description
	Applicability

	ACR_SCENARIO_SELECTION_ANNOUNCEMENT
	The EAS information provisioning request types is ACR scenario selection announcement.
	

	ACR_SCENARIO_SELECTION_REQUEST
	The EAS information provisioning request types is ACR scenario selection request.
	

	EAS_SELECTION
	The EAS information provisioning request types is EAS selection.
	




*** End of Changes ***

