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	Work Item
	Clauses affected
	Other Aff Specs

	24.501
	6147
	1
	Rel-18
	Correction to the CONFIGURATION UPDATE COMMAND message
	F
	18.6.0
	CT1#148
	C1-242545
	Huawei, HiSilicon
	eNS_Ph3
	8.2.19.1
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	6150
	1
	Rel-18
	Correcting requirements for emergency services and the network slice usage control for the S-NSSAI
	F
	18.6.0
	CT1#148
	C1-242551
	NTT DOCOMO, ZTE
	eNS_Ph3
	4.6.2.9
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	6156
	7
	Rel-18
	Re-enable N1 Mode based on timer validity information
	F
	18.6.0
	CT1#149
	C1-243698
	Apple
	eNS_Ph3
	4.9.2
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	6167
	-
	Rel-18
	Removal of duplicated paragraph for on-demand NSSAI in initial registration
	D
	18.6.0
	CT1#148
	C1-242274
	Nokia
	eNS_Ph3
	5.5.1.2.4
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	6170
	2
	Rel-18
	Remove alternative S-NSSAI from allowed NSSAI and configured NSSAI
	F
	18.6.0
	CT1#148
	C1-242682
	ZTE, SHARP, LG Electronics
	eNS_Ph3
	4.6.2.7
	TS/TR … CR …; TS/TR ... CR ...; TS/TR ... CR ...

	24.501
	6171
	-
	Rel-18
	SMF performs NSAC for replaced S-NSSAI and alternative S-NSSAI
	F
	18.6.0
	CT1#148
	C1-242281
	ZTE
	eNS_Ph3
	4.6.2.7
	TS/TR … CR …; TS/TR ... CR ...; TS/TR ... CR ...

	24.501
	6172
	-
	Rel-18
	Term consistency for replaced S-NSSAI
	F
	18.6.0
	CT1#148
	C1-242282
	ZTE
	eNS_Ph3
	4.6.2.7, 4.6.3.4, 5.4.4.2, 5.4.5.2.3, 5.5.1.2.4, 5.5.1.3.4, 6.3.2.2, 6.3.3.2
	TS/TR … CR …; TS/TR ... CR ...; TS/TR ... CR ...

	24.501
	6173
	1
	Rel-18
	Correction on CIoT user data transmission for network slice with NS-AoS and partial network slice
	F
	18.6.0
	CT1#148
	C1-242546
	ZTE, Lenovo
	eNS_Ph3
	4.6.3.6, 4.6.3.7
	TS/TR … CR …; TS/TR ... CR ...; TS/TR ... CR ...

	24.501
	6174
	1
	Rel-18
	Maximum number of S-NSSAIs in S-NSSAI location validity information IE
	F
	18.6.0
	CT1#149
	C1-243578
	ZTE, Huawei, HiSilicon
	eNS_Ph3
	8.2.7.54.1, 8.2.19.1, 9.11.3.100
	TS/TR … CR …; TS/TR ... CR ...; TS/TR ... CR ...

	24.501
	6175
	1
	Rel-18
	Inclusion of Allowed PDU session status IE considering S-NSSAI location validity information
	F
	18.6.0
	CT1#148
	C1-242547
	ZTE, Lenovo, Samsung
	eNS_Ph3
	5.5.1.3.2, 5.6.1.2.1, 5.6.1.2.2
	TS/TR … CR …; TS/TR ... CR ...; TS/TR ... CR ...

	24.501
	6177
	1
	Rel-18
	Term definition for on-demand S-NSSAI and on-demand NSSAI
	F
	18.6.0
	CT1#148
	C1-242552
	ZTE
	eNS_Ph3
	3.1, 4.6.1
	TS/TR … CR …; TS/TR ... CR ...; TS/TR ... CR ...

	24.501
	6190
	4
	Rel-18
	Handling of PDU session reactivation when the UE is not located in NS-AoS
	F
	18.6.0
	CT1#149
	C1-243699
	LG Electronics, Ericsson, Huawei, HiSilicon, Samsung
	eNS_Ph3
	5.6.1.4.1, 5.6.1.4.2
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	6217
	1
	Rel-18
	Correction on the parameter name in the S-NSSAI time validity information IE
	F
	18.6.0
	CT1#148
	C1-242550
	LG Electronics
	eNS_Ph3
	9.11.3.101
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	6248
	1
	Rel-18
	Correction on coding of S-NSSAI location validity information
	F
	18.6.0
	CT1#149
	C1-243549
	Huawei, HiSilicon, ZTE
	eNS_Ph3
	8.2.7.54.1, 9.11.3.100
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	6250
	1
	Rel-18
	Slice deregistration timer during MICO
	F
	18.6.0
	CT1#149
	C1-243554
	Samsung, MediaTek Inc.
	eNS_Ph3
	5.3.6
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	6252
	4
	Rel-18
	Start of the slice inactivity timer based on the PDU session status IE
	F
	18.6.0
	CT1#149
	C1-243921
	Samsung, Qualcomm Incorporated
	eNS_Ph3
	4.6.2.9
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	6257
	-
	Rel-18
	Network slice replacement during PDU session establishment procedure
	F
	18.6.0
	CT1#149
	C1-243258
	ZTE
	eNS_Ph3
	4.6.3.4
	TS/TR … CR …; TS/TR ... CR ...; TS/TR ... CR ...

	24.501
	6258
	2
	Rel-18
	Clarification when the only allowed S-NSSAI expires
	F
	18.6.0
	CT1#149
	C1-243677
	ZTE, Huawei, HiSilicon, Apple
	eNS_Ph3
	4.6.2.8
	TS/TR 23.501 CR 5394; TS/TR ... CR ...; TS/TR ... CR ...

	24.501
	6259
	1
	Rel-18
	Transition to RRC_CONNECTED state considering partially allowed NSSAI and S-NSSAI location validity information
	F
	18.6.0
	CT1#149
	C1-243551
	ZTE, Samsung
	eNS_Ph3
	5.3.1.4
	TS/TR … CR …; TS/TR ... CR ...; TS/TR ... CR ...

	24.501
	6260
	1
	Rel-18
	Maximum number of S-NSSAIs in allowed NSSAI and partially allowed NSSAI
	F
	18.6.0
	CT1#149
	C1-243552
	ZTE
	eNS_Ph3
	4.6.1, 4.6.2.2
	TS/TR … CR …; TS/TR ... CR ...; TS/TR ... CR ...

	24.501
	6261
	1
	Rel-18
	Registration complete message to acknowledge the reception of on-demand NSSAI
	F
	18.6.0
	CT1#149
	C1-243645
	ZTE, Ericsson
	eNS_Ph3
	5.5.1.2.4, 5.5.1.3.4
	TS/TR … CR …; TS/TR ... CR ...; TS/TR ... CR ...

	24.501
	6262
	-
	Rel-18
	Remove redundant paragraph for network slice usage control
	F
	18.6.0
	CT1#149
	C1-243263
	ZTE
	eNS_Ph3
	4.6.2.9
	TS/TR … CR …; TS/TR ... CR ...; TS/TR ... CR ...

	24.501
	6263
	-
	Rel-18
	Network slice usage control for non-supporting UE
	F
	18.6.0
	CT1#149
	C1-243264
	ZTE
	eNS_Ph3
	4.6.2.9
	TS/TR … CR …; TS/TR ... CR ...; TS/TR ... CR ...

	24.501
	6264
	-
	Rel-18
	Slice deregistration inactivity timer per access type
	F
	18.6.0
	CT1#149
	C1-243265
	ZTE
	eNS_Ph3
	4.6.2.9
	TS/TR … CR …; TS/TR ... CR ...; TS/TR ... CR ...

	24.501
	6288
	2
	Rel-18
	Update of partially allowed NSSAI for network slice replacement operation in the configuration update procedure and registration procedure
	F
	18.6.0
	CT1#149
	C1-243919
	Nokia
	eNS_Ph3
	5.4.4.2, 5.5.1.2.4, 5.5.1.3.4
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	6300
	1
	Rel-18
	Clarification of slice deregistration timer in deregistered state
	F
	18.6.0
	CT1#149
	C1-243557
	MediaTek Inc.
	eNS_Ph3
	4.6.2.9
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	6311
	3
	Rel-18
	NSSAI List Clarification
	F
	18.6.0
	CT1#149
	C1-243928
	Samsung, Apple
	eNS_Ph3
	4.6.2.2
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	6313
	1
	Rel-18
	Slice deregistration inactivity timer for PDU session release
	F
	18.6.0
	CT1#149
	C1-243558
	Samsung
	eNS_Ph3
	6.3.3.3
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	6314
	2
	Rel-18
	Slice deregistration inactivity timer at unavailability activation
	F
	18.6.0
	CT1#149
	C1-243920
	Samsung, MediaTek Inc.
	eNS_Ph3
	5.3.26
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.526
	0274
	-
	Rel-18
	Correction on the partially allowed NSSAI
	F
	18.6.0
	CT1#148
	C1-242469
	LG Electronics
	eNS_Ph3
	4.2.2.2, 4.2.2.3
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 


