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	[bookmark: OLE_LINK148]The specification contains in the definition of the DIRECT LINK ESTABLISHMENT ACCEPT message an IEI value marked as to-be-decided (TBD) as when the RSPP metadata information element (IE) was introduced, it was not clear whether this IE would be a type 4 or type 6 IE. This has finally been resolved by the definition of the RSPP metadata IE in TS 24.514 under the clause 11.2.2.
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[bookmark: OLE_LINK154]Hence, there is need to correct the DIRECT LINK ESTABLISHMENT ACCEPT message by resolving the existing “TBD” element of the RSPP metadata IE.
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This message is sent by a UE to another peer UE to accept the received DIRECT LINK ESTABLISHMENT REQUEST message. See table 7.3.2.1.1.
Message type:	DIRECT LINK ESTABLISHMENT ACCEPT
Significance:	dual
Direction:	UE to peer UE
[bookmark: _CRTable7_3_2_1_1][bookmark: OLE_LINK131]Table 7.3.2.1.1: DIRECT LINK ESTABLISHMENT ACCEPT message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	DIRECT LINK ESTABLISHMENT ACCEPT message identity
	PC5 signalling message type
8.4.1.
	M
	V
	1

	
	Sequence number
	Sequence number
8.4.2
	M
	V
	1

	
	Source user info
	Application layer ID
8.4.4
	M
	LV
	3-253

	[bookmark: _MCCTEMPBM_CRPT07900006___7]
	QoS flow descriptions
	PC5 QoS flow descriptions
8.4.5
	M
	LV-E
	5-65537

	[bookmark: _MCCTEMPBM_CRPT07900007___7]
	Configuration of UE PC5 unicast user plane security protection

	Configuration of UE PC5 unicast user plane security protection
8.4.23
	M
	V
	1

	57
	IP address configuration
	IP address configuration
8.4.6
	O
	TV
	2

	58
	Link local IPv6 address 

	Link local IPv6 address
8.4.7
	O
	TV
	17

	50X1
	[bookmark: OLE_LINK160]RSPP metadata
	RSPP metadata
8.4.26
	O
	TLV-E
	34-4n
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