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This document is a contribution to TR 21.918 ("Release 18 Description; Summary of Rel-18 Work Items"). It is meant to be endorsed by the plenary. The "Enhancements of session management policy control(SMPC18)" work item adds or enhances a number of features for the network data analytics related services.
This summary was prepared based on the input provided by Huawei in CP-223208.
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1	Introduction
The Session Management Policy Control services and service procedures have been specified during the previous 3GPP releases. During development of the above services, it has been identified that there is a need to apply technical improvements and enhancements (e.g. support the missed requirement in the previous releases, improve the signaling and processing efficiency, increase the flexibility, enhance the reliability, improve specification clarity, etc.).
There is a need to apply the technical improvements and enhancements in Release 18 (e.g. complete the missing non-critical stage-2 requirements, enhancements on the definition of the API in stage-3 level, etc.) to these Session Management Policy Control related services, as such enhancements may not be covered by the other dedicated Rel-18 work items.
2	Description
This work item specified the corresponding stage 3 procedures related to the technical improvements identified for the following areas:
-	Specified the the behaviour of the SMF to provide the packet filter to the UE for the default QoS flow.
-	Completed QoS flow binding descriptions to cover the QoS flow binding indication to UE/UPF and the bearer binding performed by the SMF+PGW-C in the 5GC and EPC interworking scenario (references to the related TSs).
-	Clarified the procedure for Usage monitoring with monitoring time when only one threshold is provided.
[bookmark: _GoBack]-	Specified the mapping of QoS parameters between Rel-99 QoS parameters, 5G QoS parameters when N7 interface is used (reference to the related TSs), and the EPS ones for the support of GERAN/UTRAN access by SMF+PGW-C.
-	Completed the annex for wireless and wireline convergence with missing feature limitation for already specified functionality (e.g. the list of triggers which not supported Policy Control Request Triggers).
-	Specified the Handling of RAN/NAS release cause values for the P-CSCF.
-	Corrected and updated descriptions of session management policy control missed in the previous 3GPP Releases, which are not covered by the other dedicated Rel-18 work items.
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