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* * * First Change * * * *
[bookmark: _Toc162966312][bookmark: _Toc164689095][bookmark: _Toc164697643][bookmark: _Toc164689110][bookmark: _Toc164697674][bookmark: _Hlk164871906]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
5GCN	5G Core Network
AF	Application Function
DNN	Data Network Name
EDN	Edge Data Network
HTTP	Hypertext Transfer Protocol
KQI	Key Quality Indicator
NSCE	Network Slice Capability Enablement
PCF	Policy Control Function
QoE	Quality of Experience
SEAL	Service Enabler Architecture Layer
SNSCE-C	SEAL Network Slice Capability Enablement Client
SNSCE-S	SEAL Network Slice Capability Enablement Server
S-NSSAI	Single Network Slice Selection Assistance Information
UE	User Equipment
URSP	UE Route Selection Policy
VAL	Vertical Application Layer
XCAP	XML Configuration Access Protocol
XDMC	XML Document Management Server
XDMC	XML Document Management Server
[bookmark: clause4]XML	Extensible Markup Language
* * * Next Change * * * *
[bookmark: _Hlk165033307]7.4.2	Notification of EDN slice information service
7.4.2.1	Service description
Notification of edge data network (EDN) slice information service allows the SNSCE-S to notify the SNSCE-C of the network slice information to extend the slice availability for the VAL service continuity in the target EDN service area if the SNSCE-C is expected to leave the source EDN service area due to its mobility.
[bookmark: _Toc164689111][bookmark: _Toc164697675]7.4.2.2	Service operations
[bookmark: _Toc164697676]7.4.2.2.1	Introduction
The service operations defined for the notification of EDN slice information service, are shown in table 7.4.2.2.1-1.
Table 7.4.2.2.1-1: Operations of notification of EDN slice information service
	Service Operation Name
	Description
	Initiated by

	Notify_EDN_Slice_Infomation
	This service operation is used by SNSCE-S to notify SNSCE-C the information for the required network slice for the VAL service continuity in the target EDN service area if the SNSCE-C is expected to leave the source EDN service area.
	SNSCE-S



[bookmark: _Toc164697677]7.4.2.2.2	Notify_EDN_Slice_Information
[bookmark: _Toc164697678]7.4.2.2.2.1	General
This service operation is used by the SNSCE-S to notify the SNSCE-C the slice network information to extend the VAL service continuity in the target EDN service area if the SNSCE-C is expected to leave the source EDN service area due to its mobility.
[bookmark: _Toc164697679]7.4.2.2.2.2	Notification of slice information using Notify_EDN_Slice_Information service operation
To notify the SNSCE-C of the network slice information, which is to be used to extend the VAL service continuity in the target EDN service area if the SNSCE-C is expected or predicted to leave the source EDN service area due to its mobility, the SNSCE-S shall an HTTP POST request to the SNSCE-C targeting the URI of the "Notify" custom operation, with the request body containing the EdgeSCRequirementNotif data structure, defined in 3GPP TS 29.435 [XX].
Upon receipt of the HTTP POST request, the SNSCE-C shall return to the SNSCE-S:
a)	if success, an HTTP 204 No Content status code; or
b)	if failure, an appropriate HTTP status code indicating the error.
* * * End of Changes * * * *

